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	According to CR009 v1 to 43.068 v4.2.2, approved 12/9/2003, talker on dedicated channel can initiate uplink release. However, corresponding changes requests were not raised for 44.018. Uplink release procedure for VGCS talker on dedicated channel needs to be defined in this specification. 



	
	

	Summary of change:
(

	Add uplink release procedure for VGCS talker on dedicated channel in clause 3.4.13.4.

Talker leaving dedicated channel needs information to be directed to the voice group channel or return to idle mode using existing channel release procedures.
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	(1) BSC will not be able to recognize the Uplink Release from talker on a the dedicated channel. 
(2) And consequently BSC will not provide the voice group information in the channel release.
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**** First Modified Section ****
3.4.13.4
Uplink release procedure
If the uplink release is requested by the upper layer in group transmit mode, the mobile station shall send an UPLINK RELEASE message on the voice group call channel uplink, perform a release of the main signalling link and go back to the group receive mode.

If the uplink release is requested by the upper layer when the VGCS talker is on a dedicated channel, the mobile station shall send an UPLINK RELEASE message on the dedicated channel. When a mobile station receives a CHANNEL RELEASE message from the network, the mobile station shall perform a release of the main signalling link. The mobile station enters group receive mode if the group channel description is included in the CHANNEL RELEASE message, otherwise it enters idle mode.
If the UPLINK RELEASE message is received from the network on the voice group call channel downlink, the MS shall perform a release of the main signalling link and go back to the group receive mode.

**** Next Modified Section ****
9.1.48
Uplink release

Only applicable for mobile stations supporting VGCS talking.

This message is sent on the uplink of the voice group call channel to initiate a deactivation of the group transmit mode and to set the uplink free or on the uplink by a talker on the dedicated channel or on the downlink of the voice group call channel in order to reject an uplink access which was already granted by the network. See table 9.1.48.1

Message type:
UPLINK RELEASE

Significance:
local

Direction:
both

Table 9.1.48.1: UPLINK RELEASE message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Uplink Release Message Type
	Message Type
10.4
	M
	V
	1

	
	RR Cause
	RR Cause
10.5.2.31
	M
	V
	1


**** End of Modified Section ****
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