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	With the 44.060 CR 505r3 (GP-041155) and 45.008 207r2 (GP-041197) it was clarified, that the NC parameters given in a PCCO message are only valid in the target cell. Thus the current definition in sub-clause 8.4.2, that the NC parameters given in the PCCO shall apply in the old cell in the failure case is wrong. 
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8.4.2
Abnormal cases

In the following cases, the mobile station shall determine that the network controlled cell reselection procedure has failed:

–
The PACKET CELL CHANGE ORDER message commands the mobile station to a frequency in a frequency band not supported by the mobile station. Cause: “frequency not implemented”.

–
The PACKET CELL CHANGE ORDER message is received while a circuit switched connection is on going. Cause: “on-going CS connection”.

–
In A/Gb mode, the PACKET CELL CHANGE ORDER message is received and the GMM READY timer (see 3GPP TS 24.008) is not running (i.e., mobile station in GMM STAND-BY state). Cause, if the GMM READY timer has a negotiated value equal to zero: “Forced to the Standby State”. Cause, if the GMM READY timer has a negotiated value greater than zero: “MS in GMM Standby state”.

–
Access is denied in the new cell (i.e., the mobile station receives an IMMEDIATE ASSIGNMENT REJECT, a PACKET ASSIGNMENT REJECT or, in a UTRAN cell, an RRC CONNECTION REJECT message). Cause: “Immediate Assign Reject or Packet Access Reject on target cell”.

–
The mobile station is unable to synchronise to the new cell (see 3GPP TS 45.008) or the timer T3174 expires before a successful completion of the network controlled cell reselection procedure. Cause: “No response on target cell”.

· Due to any other reason (e.g. unknown or unsupported target cell information). In this case the MS shall set the ARFCN and BSIC fields to the value zero and set the cause to value “frequency not implemented”.

If the mobile station determines that the network controlled cell reselection procedure has failed, the mobile station shall stop timer T3174 (if it is still running) and start timer T3176. The mobile station shall return to the old cell, where it may trigger a cell update or other GMM specific procedure. In case the mobile station synchronised and attempted to access the new cell before returning to the old cell, the mobile station shall trigger a cell update or other GMM specific procedure, as appropriate according to the GMM requirements (see 3GPP TS 24.008).

The mobile station shall send a PACKET CELL CHANGE FAILURE message with the appropriate cause value to the network in the old cell and stop timer T3176. The PACKET CELL CHANGE FAILURE message may be sent on PACCH when the mobile station is in packet transfer mode, dual transfer mode or MAC-Shared state. Alternatively, the mobile station may initiate random access with access type “single block without TBF establishment” (PCCCH) / “single block packet access” (CCCH) and send the PACKET CELL CHANGE FAILURE message using an allocated single uplink block.

If a MS which is UTRAN capable is commanded to a 3G-target cell whose description is in contradiction to the UTRAN capabilities of the mobile station, it shall include the UTRAN FDD target cell or UTRAN TDD Target cell IE in the PACKET CELL CHANGE FAILURE message.

On the old cell the MS shall apply the NC measurement parameters, which were used before the PACKET CELL CHANGE ORDER message was received. 
If the mobile station is unable to synchronise to the old cell (see 3GPP TS 45.008), or if timer T3176 expires, the mobile station shall cancel the sending of the PACKET CELL CHANGE FAILURE message and perform an autonomous cell re-selection.
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