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41.1.5.4
RR / Paging / on CCCH for GPRS service / default message contents

Contents for SYSTEM INFORMATION and PACKET SYSTEM INFORMATION Messages:

System information Type 13

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	L2 Pseudo Length
	 0

	RR management Protocol Discriminator
	RR

	Skip Indicator
	0000

	System Information Type 13 Message Type
	00

	SI 13 Rest Octets
	

	
- 
	H (SI 13 Rest Octets are not spare) 

	
- BCCH_CHANGE_MARK
	000

	
- SI_CHANGE_FIELD
	0  Update of unspecified message

	
- {0|1
	0  GPRS Mobile Allocation IE not present

	
- {0 | 1
	0 (PBCCH not present in cell)

	
- RAC
	00000101(Binary)

	
-SPGC_CCCH_SUP
	1                  supported

	
-PRIORITY_ACCESS_THR
	110                PA allowed for priority level 1 to 4

	
-NETWORK_CONTROL_ORDER
	00                NC0

	
-GPRS Cell Options
	Present

	
-Network Mode of Operation
	NMO I

	
-T3168
	2 seconds

	
-T3192
	1.5 seconds

	
-DRX_TIMER_MAX
	000              Non-DRX not supported

	
-ACCESS_BURST_TYPE
	0                  Use 8 bits access burst

	
-CONTROL_ACK_TYPE
	1                  RLC/MAC control block

	
-BS_CV_MAX
	0111            value 7

	
-PAN_DEC
	011              value 3

	
-PAN_INC
	011              value 3

	
-PAN_MAX
	010              Max value for counter N3102=12

	
-Optional extension information
	0      Extension information not present

	For R99/Rel 4 network simulation:
	

	
Optional extension information
	1      Extension information present

	
- Extension length
	R99: 000011

Rel 4: 000101

	
- {0|1 <Extension Information>}
	0     EGPRS not supported by the cell.

	
- PFC_FEATURE_MODE
	0     Packet Flow Context Procedures not supported

	
- DTM_SUPPORT
	Default:

0.....The cell does not support DTM procedures

For DTM test cases:

1.....The cell supports DTM procedures

	
- BSS_PAGING_COORDINATION
	0     Circuit-Switched paging coordination not supported

       in cell

	end R99
	

	For Rel 4 network simulation
	

	
- CNN_ACTIVE
	0     CNN is disabled in the cell

	
- NW_EXT_UTBF
	0     Ext UL TBF not supported in the cell

	end Rel 4
	

	
-GPRS Power Control Parameters
	Present

	
-ALPHA
	0101           Alpha = 0.5

	
-T_AVG_W
	01100          value 12

	
-T_AVG_T
	01100          value 12

	
-PC_MEAS_CHAN
	0                  BCCH

	
-N_AVG_I
	0111            value 7

	For R99/Rel 4 network simulation:
	

	
- Additions in R99
	H

	
- SGSNR bit
	1     SGSN is Release '99 onwards

	end R99
	

	
- Additions in Rel 4
	H

	
- SI_STATUS_IND bit
	0     PACKET SI STATUS message not supported

	end Rel 4
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	Spare Padding
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