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1. Overall Description:

GERAN2 would like to thank SA3 for their LSs on ‘Ciphering for Voice Group Call Services’ in Tdoc S3-030804 and ‘Key Management of group keys for Voice Group Call Services’. GERAN2 has considered the provision of the RAND, CGI and the Global_Count and the conclusions are summarized below: 

A
RAND
GERAN2 has already recommended in GP-041210 that a 32 bit RAND can be provided. However, SA3 has since recommended that a RAND of at least 36 bits and a 2 bit Cell Global Count should be provided (S3-040680). The main points to take into account when considering the provision of a larger RAND are:

· There are less than 40 bits available to provide additional fields in the Paging Request Type 1 message on the PCH even when the notification is segmented over two PCH blocks using extended paging

· The need to make efficient use of the NCH. In order to provide two RAND and two group call references per NCH block puts a restriction of the size of the additional information per call to be no more than 40 bits. These 40 bits has to include the bits that are used to make the additional fields optional. 

· Need for additional parameters in the notifications that are using the same resource as the RAND (eg 2 bit Cell Global Count)

When taking into account these restrictions, GERAN2 had determined that the size of the RAND should be 36 bits.

B
CGI
GERAN2 has already recommended in GP-041210 that the CGI will be used as an input parameter to the generation of the group cipher key. 

C
Global_Count 

GERAN2 has shown that it is possible to provide a Global_Count on the NCH, PCH and FACCH, as detailed in GP-041835.  Since the resources are scarce on these channels, it is recommended that this field is kept as small as possible.  It is suggested that no more than 2 bits are used for the Global_Count. 
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