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41.5.2.4
MO CS establishment whilst in packet transfer mode and DTM is not supported in current cell

41.5.2.4.1
Conformance requirements

The GPRS suspension procedure shall be used to suspend GPRS services:

a)
when the mobile station in a class A mode of operation is handed over to a cell where the support of Class A mode of operation is not possible (e.g. a DTM mobile station entering a cell not supporting DTM)

In case a), when the mobile station concludes that DTM is not supported in the new cell after the handover procedure is completed, it shall initiate the GPRS suspension procedure by sending a GPRS SUSPENSION REQUEST message with the suspension cause set to “DTM not supported in the cell”.

References

3GPP TS 04.18/44.018, sub-clause 3.4.25.3

41.5.2.4.2
Test purpose

When an MS supporting DTM is operating in packet transfer mode in a cell that does not support DTM, the MS may be required to establish a CS connection. Upon receipt of the CS establishment request the MS completes the GPRS suspension procedure, establishes an RR connection and does not re-establish PS resources i.e. it does not enter DTM.

41.5.2.4.3
Method of test

Initial Conditions

System Simulator:

1 cell, DTM not supported, GPRS supported

Mobile Station:

The MS is in packet idle mode with a TMSI, P-TMSI allocated and PDP context 1 activated.

Related PICS/PIXIT Statement(s)

-
Support of DTM;

-
Way to indicate alerting (only applicable if the MS supports the feature).

Test Procedure

The MS is brought into packet transfer mode. A call is established on TCH/H if the MS supports a service on half rate channel or on TCH/F otherwise.The MS returns to packet idle mode and initiates the establishment of CS connection. Once the MS has acquired the CS connection, the MS shall not request the re-establishment of the PS resources with a DTM REQUEST message until the CS connection has terminated.

Maximum Duration of Test

5 minutes

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Trigger the MS to initiate an uplink packet transfer containing 1000 octets.

	2
	MS<->SS
	{ Uplink dynamic allocation two phase access }
	Macro

	3
	MS<->SS
	{ Uplink data transfer }
	Macro

	4
	MS->SS
	CHANNEL REQUEST
	This message to be received before the termination of the macro.

	5
	SS->MS
	IMMEDIATE ASSIGNMENT
	

	6
	MS->SS
	CM SERVICE REQUEST
	Message is contained in SABM

	7
	MS->SS
	GPRS SUSPENSION REQUEST
	Sent on the mainDCCH with suspension cause set to “DTM not supported in the cell”

	8
	SS -> MS
	AUTHENTICATION REQUEST
	

	9
	MS -> SS
	AUTHENTICATION RESPONSE
	

	10
	SS -> MS
	CIPHERING MODE COMMAND
	

	11
	MS -> SS
	CIPHERING MODE COMPLETE
	

	12
	MS->SS
	SETUP
	

	13
	SS->MS
	CALL PROCEEDING
	

	14
	SS->MS
	ASSIGNMENT COMMAND
	

	15
	MS->SS
	ASSIGNMENT COMPLETE
	Sent on the correct channel after establishment of the main signalling link

	16
	SS->MS
	ALERTING
	

	17
	MS
	
	Depending on the PICS, an alerting indication is given.

	18
	SS->MS
	CONNECT
	

	19
	MS->SS
	CONNECT ACKNOWLEDGE
	

	20
	MS
	
	The appropriate bearer channel is through connected in both directions.

	21
	SS
	
	Maintain CS connection call for 30 seconds

	22
	SS->MS
	CHANNEL RELEASE
	With a valid RR cause value and including the GPRS Resumption IE

	23
	MS
	
	Trigger the MS to initiate an uplink packet transfer containing 1000 octets.

	24
	
	{Uplink dynamic allocation one phase access or two phase access }
	

	25
	MS<->SS
	{ Uplink data transfer }
	Macro
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