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5.1
ASN.1 Description

The following ASN.1 code defines the elements of components. See the Annex A for further description of the contents of components and their elements.

Table 5.1.a: ASN.1 Description

	-- Control header of the GPS assistance data

ControlHeader ::= SEQUENCE {


-- Field type Present information


referenceTime

ReferenceTime

OPTIONAL,


refLocation


RefLocation


OPTIONAL,


dgpsCorrections

DGPSCorrections

OPTIONAL,


navigationModel

NavigationModel

OPTIONAL,


ionosphericModel

IonosphericModel

OPTIONAL,


utcModel


UTCModel


OPTIONAL,


almanac


Almanac


OPTIONAL,


acquisAssist

AcquisAssist

OPTIONAL,


realTimeIntegrity SeqOf-BadSatelliteSet OPTIONAL

}

ReferenceTime ::= SEQUENCE {


gpsTime



GPSTime,


gsmTime



GSMTime



OPTIONAL,


gpsTowAssist

GPSTOWAssist

OPTIONAL

}



	(…)

	-- Real-Time Integrity

-- number of bad satellites can be read from this element

SeqOf-BadSatelliteSet ::= SEQUENCE (SIZE(0..16)) OF SatelliteID





A.4.2.4
GPS Assistance Data Element

The GPS Assistance Data element contains a single GPS assistance message that supports both MS-assisted and MS-based GPS methods. This element can contain one or more of the fields listed in table A.12 below, which support both MS-assisted and MS-based GPS methods. As table A.12 shows, all fields are optional. 

Note that certain types of GPS Assistance data may be derived, wholly or partially, from other types of GPS Assistance data.

In addition, an Integrity Monitor (IM) shall detect unhealthy (e.g., failed/failing) satellites and also shall inform users of measurement quality in DGPS modes when satellites are healthy. Excessively large pseudo range errors, as evidenced by the magnitude of the corresponding DGPS correction, shall be used to detect failed satellites. Unhealthy satellites should be detected within 10 seconds of the occurrence of the satellite failure. When unhealthy (e.g., failed/failing) satellites are detected, the assistance and/or DGPS correction data shall not be supplied for these satellites. When the error in the IM computed position is excessive for solutions based upon healthy satellites only, DGPS users shall be informed of measurement quality through the supplied UDRE values.  After bad satellites have been indicated in the Real Time Integrity field, if the satellites return to healthy condition for some period of time, the indications for them shall be removed from this field.
Table A.12: Fields in the GPS Assistance Data element

	Parameter
	Presence

	Reference Time
	O

	Reference Location
	O

	DGPS Corrections
	O

	Navigation Model
	O

	Ionospheric Model
	O

	UTC Model
	O

	Almanac
	O

	Acquisition Assistance
	O

	Real-Time Integrity
	O


(…)

Real-Time Integrity

The Real-Time Integrity field of the GPS Assistance Data Information Element contains parameters that describe the real-time status of the GPS constellation. Primarily intended for non-differential applications, the real-time integrity of the satellite constellation is of importance as there is no differential correction data by which the mobile can determine the soundness of each satellite signal. The Real-Time GPS Satellite Integrity data communicates the health of the constellation to the mobile in real-time. The format is shown in tables A.29.


	
	
	
	
	
	

	
	
	
	
	
	



	
	
	
	
	
	

	
	
	
	
	
	


Table A.29: Real-Time Integrity - Parameters appearing NBS times
	Parameter
	# Bits
	Scale Factor
	Range
	Units
	Incl.

	Bad_SVID
	6
	1
	0-63
	---
	C




NBS (Number of Bad Satellites)
The NBS field indicates the number of satellite ID's that follow that the user should not use at this time in a fix. This NBS value is determined from the Bad_SVID list. This range for NBS is 0 … 16.
If there is no faulty satellite, the NBS value is zero, then the Real-Time Integrity field is present but no Bad_SVID is reported.
Bad_SVID
This six bit field appears NBS times, and indicates the SVID of satellites that should not be used for fix by the user at this time. This field is conditional. The values ranging from 0 to 63 represent satellite PRNs ranging from 1 to 64, respectively.
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