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	In the last GERAN meeting the stage 2 CRs of DTM enhancements were approved. Anyhow, companies wanted to have more time to check whether combined RAU or LAU pending indication is needed when the RR connection is released while in dual transfer mode. With the indication the network knows that either combined RAU or LAU procedure will happen after the release of the RR connection. Therefore in this particular case the network shall release the RR connection and indicate that the mobile station is not allowed to continue in packet transfer mode.
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6.4.4
Location update

6.4.4.1
Change of Location Area in dedicated mode

Figure 16 shows the exchange of messages when changing one location area boundary once while in dedicated mode. It is identical to the Routeing Area Update procedure except for the final group of messages. As the CS domain is not updated in the MSC while the MS is in a CS connection, a Location Area Update procedure is initiated when the CS connection ends to align the MM contexts in the MSC and the SGSN. This procedure is a Combined RA/LA Update procedure when the network is in mode I or a Location Area Update for modes II and III.
If the MS supports enhanced CS release and its location area has changed while in dual transfer mode it shall indicate to the network that either Combined RA/LA Update or Location Update procedure will happen after the release of CS connection. The MS shall send the indication by using PACKET SI STATUS or PACKET PSI STATUS message. After the receipt of the indication the network shall release the RR connection and PS resources. Upon receipt of a CHANNEL RELEASE message the MS shall make either Combined RA/LA Update or Location Update procedure.
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Figure 16: LA Update and RA Update procedures in CS dedicated mode,
packet idle mode and Ready state
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