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9.1.2
Assignment command

This message is sent on the main DCCH by the network to the mobile station to change the channel configuration to another independent dedicated channel configuration, when no timing adjustment is needed. See table 9.1.2.1.

Message type:
ASSIGNMENT COMMAND

Significance:
dual

Direction:
network to mobile station

Table 9.1.2.1: ASSIGNMENT COMMAND message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management
Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	½

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	½

	
	Assignment command
Message Type
	Message Type
10.4
	M
	V
	1

	
	Description of the First Channel, after time
	Channel Description 2
10.5.2.5a
	M
	V
	3

	
	Power Command
	Power Command
10.5.2.28
	M
	V
	1

	05
	Frequency List, after time
	Frequency List
10.5.2.13
	C
	TLV
	4-132

	62
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	O
	TV
	17

	10
	Description of the multislot configuration
	Multislot Allocation
10.5.2.21b
	C
	TLV
	3-12

	63
	Mode of the First Channel (Channel Set 1)
	Channel Mode
10.5.2.6
	O
	TV
	2

	11
	Mode of Channel Set 2
	Channel Mode
10.5.2.6
	O
	TV
	2

	13
	Mode of Channel Set 3
	Channel Mode
10.5.2.6
	O
	TV
	2

	14
	Mode of Channel Set 4
	Channel Mode
10.5.2.6
	O
	TV
	2

	15
	Mode of Channel Set 5
	Channel Mode
10.5.2.6
	O
	TV
	2

	16
	Mode of Channel Set 6
	Channel Mode
10.5.2.6
	O
	TV
	2

	17
	Mode of Channel Set 7
	Channel Mode
10.5.2.6
	O
	TV
	2

	18
	Mode of Channel Set 8
	Channel Mode
10.5.2.6
	O
	TV
	2

	64
	Description of the Second Channel, after time
	Channel Description
10.5.2.5
	O
	TV
	4

	66
	Mode of the Second Channel
	Channe l Mode 2
10.5.2.7
	O
	TV
	2

	72
	Mobile Allocation, after time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	7C
	Starting Time
	Starting Time
10.5.2.38
	O
	TV
	3

	19
	Frequency List, before time
	Frequency List
10.5.2.13
	C
	TLV
	4-132

	1C
	Description of the First Channel, before time
	Channel Description 2
10.5.2.5a
	O
	TV
	4

	1D
	Description of the Second Channel, before time
	Channel Description
10.5.2.5
	O
	TV
	4

	1E
	Frequency channel sequence before time
	Frequency channel sequence
10.5.2.12
	C
	TV
	10

	21
	Mobile Allocation, before time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	9-
	Cipher Mode Setting
	Cipher Mode Setting
10.5.2.9
	O
	TV
	1

	01
	VGCS target mode Indication
	VGCS target mode Indication
10.5.2.42a
	O
	TLV
	3

	03
	Multi-Rate configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	4-8

	04
	VGCS Ciphering Parameters
	VGCS Ciphering Parameters

10.5.2.42b
	O
	TLV
	3-15

	C-
	Additional description of the channel
	Additional Channel Description
10.5.2.5b
	O
	TV
	1


9.1.5
Channel mode modify

This message is sent on the main DCCH by the network to the mobile station to request the setting of the mode for the indicated channel(s). The message can be used to change the channel mode of a Multislot Configuration which only contains one channel set. See table 9.1.5.1.

Message type:
CHANNEL MODE MODIFY

Significance:
local

Direction:
network to mobile station

Table 9.1.5.1: CHANNEL MODE MODIFY message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management
Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Channel Mode Modify
Message Type
	Message Type
10.4
	M
	V
	1

	
	Channel Description
	Channel Description 2
10.5.2.5a
	M
	V
	3

	
	Channel Mode
	Channel Mode
10.5.2.6
	M
	V
	1

	01
	VGCS target mode Indication
	VGCS target mode Indication
10.5.2.42a
	O
	TLV
	3

	03
	Multi-Rate 
configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	4-8

	04
	VGCS Ciphering Parameters
	VGCS Ciphering Parameters

10.5.2.42b
	O
	TLV
	3-15

	C-
	Additional description of the channel
	Additional Channel Description
10.5.2.5b
	O
	TV
	1


9.1.15
Handover command

This message is sent on the main DCCH by the network to the mobile station to change the dedicated channel configuration, timing adjustment needed. See table 9.1.15.1.

Message type:
HANDOVER COMMAND

Significance:
dual

Direction:
network to mobile station

Table 9.1.15.1: HANDOVER COMMAND message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Handover Command Message Type
	Message Type
10.4
	M
	V
	1

	
	Cell Description
	Cell description
10.5.2.2
	M
	V
	2

	
	Description of the first channel, after time
	Channel Description 2
10.5.2.5a
	M
	V
	3

	
	Handover Reference
	Handover Reference
10.5.2.15
	M
	V
	1

	
	Power Command and Access type
	Power Command and Access type
10.5.2.28a
	M
	V
	1

	D-
	Synchronization Indication
	Synchronization Indication
10.5.2.39
	O
	TV
	1

	02
	Frequency Short List, after time
	Frequency Short List
10.5.2.14
	C
	TV
	 10

	05
	Frequency List, after time
	Frequency List
10.5.2.13
	C
	TLV
	 4-131

	62
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	C
	TV
	17

	10
	Description of the multislot configuration
	Multislot Allocation
10.5.2.21b
	C
	TLV
	 3-12

	63
	Mode of the First Channel(Channel Set 1))
	Channel Mode
10.5.2.6
	O
	TV
	 2

	11
	Mode of Channel Set 2
	Channel Mode
10.5.2.6
	O
	TV
	 2

	13
	Mode of Channel Set 3
	Channel Mode
10.5.2.6
	O
	TV
	 2

	14
	Mode of Channel Set 4
	Channel Mode
10.5.2.6
	O
	TV
	 2

	15
	Mode of Channel Set 5
	Channel Mode
10.5.2.6
	O
	TV
	 2

	16
	Mode of Channel Set 6
	Channel Mode
10.5.2.6
	O
	TV
	 2

	17
	Mode of Channel Set 7
	Channel Mode
10.5.2.6
	O
	TV
	 2

	18
	Mode of Channel Set 8
	Channel Mode
10.5.2.6
	O
	TV
	 2

	64
	Description of the Second Channel, after time
	Channel Description
10.5.2.5
	O
	TV
	 4

	66
	Mode of the Second Channel
	Channel Mode 2
10.5.2.7
	O
	TV
	 2

	69
	Frequency Channel Sequence, after time
	Frequency Channel Sequence
10.5.2.12
	C
	TV
	10

	72
	Mobile Allocation, after time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	7C
	Starting Time
	Starting Time
10.5.2.38
	O
	TV
	 3

	7B
	Real Time Difference
	Time Difference
10.5.2.41
	C
	TLV
	 3

	7D
	Timing Advance
	Timing Advance
10.5.2.40
	C
	TV
	 2

	12
	Frequency Short List, before time
	Frequency Short List
10.5.2.14
	C
	TV
	10

	19
	Frequency List, before time
	Frequency List
10.5.2.13
	C
	TLV
	 4-131

	1C
	Description of the First Channel, before time
	Channel Description 2
10.5.2.5a
	O
	TV
	 4

	1D
	Description of the Second Channel, before time
	Channel Description
10.5.2.5
	O
	TV
	 4

	1E
	Frequency channel sequence before time
	Frequency channel sequence
10.5.2.12
	C
	TV
	10

	21
	Mobile Allocation, before time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	9-
	Cipher Mode Setting
	Cipher Mode Setting
10.5.2.9
	O
	TV
	 1

	01
	VGCS target mode Indication
	VGCS target mode Indication
10.5.2.42a
	O
	TLV
	 3

	03
	Multi-Rate configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	 4-8

	76
	Dynamic ARFCN Mapping
	Dynamic ARFCN Mapping 10.5.2.11b
	O
	TLV
	6-34

	04
	VGCS Ciphering Parameters
	VGCS Ciphering Parameters

10.5.2.42b
	O
	TLV
	3-15

	C-
	Additional description of the channel
	Additional Channel Description
10.5.2.5b
	O
	TV
	1


10.5.2.5b
Additional Channel Description

The purpose of Additional Channel Description information element is to give additional description of an allocated channel.

The Additional Channel Description information element is coded as shown in figure 10.5.2.5b.1 and table 10.5.2.5b.1.

The Additional Channel Description is a type 1 information element.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	Additional Ch. Descr. IEI
	Spare
	FACCH  mode
	octet 1


Figure 10.5.2.5b.1: Additional Channel Description information element

Table 10.5.2.5b.1: Additional Channel Description information element

	FACCH mode (Octet 1 bit 1)

The FACCH mode field indicates whether the channel shall be set up in Repeated Downlink FACCH mode (see 3GPP TS 44.006). It is coded as follows:

Value

0
Channel shall not be set up in Repeated Downlink FACCH mode
1
Channel shall be set up in Repeated Downlink FACCH mode
The Repeated Downlink FACCH mode may be used on a TCH/F channel (excluding O-TCH and E-TCH channels) not in signalling-only mode.
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