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	MBMS Stage 2 TS 43.246 explains the number of UL TS that may be allocated to a MS when several MBMS sessions are transmitted in parallel. However this information is missing in the stage 3.
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	It is specified that when several MBMS sessions are transmitted in parallel, the MS may be allocated up to two timeslots for PACCH/U.
It is also clarified that in DL, 4 TS is the maximum allowed allocation also in case of multiple parallel sessions.
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6.4.2.3a
Multislot configurations for MBMS in A/Gb mode
In A/Gb mode, the network may allocate several PDTCH/Ds for one broadcast/multicast session (see 3GPP TS 44.060). The total number of allocated PDTCH/Ds for one or several broadcast/multicast session(s) shall not exceed 4. In this context allocation refers to the list of PDCH given in the assignment message and that may dynamically carry the PDTCHs. The PACCH may be mapped onto any of the allocated PDCHs.

Additionally, one uplink timeslot per broadcast/multicast session may be allocated for PACCH/U. The timeslot allocated for transmission shall have the same TN as one of the timeslots used for reception. In case of several broadcast/multicast sessions in parallel, an MS may be allocated up to two uplink timeslots for PACCH/U. 
While in broadcast/multicast receive mode, an MBMS-capable MS shall be capable of receiving, in addition to the timeslots allocated for data transfer, on at least one timeslot in order to read the BCCH and CCCH or the PBCCH and PCCCH. The maximum number of timeslots that an MS is required to receive upon within a TDMA frame is 5. The number of PDTCH/Ds allocated and their TN shall be such that all MSs receiving a broadcast/multicast session shall be able to read the BCCH and CCCH or the PBCCH and PCCCH without interrupting the reception of the broadcast/multicast session. Depending on the number of CCCH or PCCCH allocated in the cell, the network may need to restrict the number of PDTCH/Ds allocated to one broadcast/multicast session.

For a multislot class type 1 MS supporting MBMS, the values of Tta, Ttb, Tra and Trb shall be equal to or lower than the corresponding values for a Class 12 MS (see Annex B).
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