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41.3.6.8
Extended Uplink TBF / Cell Change while in Extended Uplink/ With Packet Neighbouring Cell Data

41.3.6.8.1
Conformance requirements

If CCN is enabled (see sub-clause 5.5.1.1a), the mobile station shall behave as in network control mode NC0 or NC1 up to the point when a new cell has been chosen. It shall then check the CCN_SUPPORTED parameter, if available, that was last received for that cell. This parameter can be sent on BCCH or PBCCH or individually in PACKET MEASUREMENT ORDER or in PACKET CELL CHANGE ORDER messages.If it is available and if it indicates that CCN mode shall be entered towards that cell or if it is not available, then instead of performing the cell change, the mobile station shall start timer T3206 and enter the CCN mode. At the first possible opportunity, the MS shall then, when in CCN mode, inform the network about the proposed cell by sending a PACKET CELL CHANGE NOTIFICATION message, stop timer T3206, start timers T3208 and T3210. The PACKET CELL CHANGE NOTIFICATION message shall contain the ARFCN for the BCCH and the BSIC as identity of the proposed cell. The message shall also contain measurement reports for the proposed cell and for other neighbour cells if available. In CCN mode the mobile station shall continue the data transfer and store neighbour cell system information if received in instances of the PACKET NEIGHBOUR CELL DATA message, but not perform the cell change. At receipt of the first PACKET NEIGBOUR CELL DATA message or PACKET CELL CHANGE CONTINUE message or PACKET CELL CHANGE ORDER message, the mobile station shall stop the timer T3210.If a mobile station as response to a PACKET CELL CHANGE NOTIFICATION message receives a PACKET CELL CHANGE CONTINUE message without receiving any neighbour cell system information, the mobile station shall stop timer T3208, stop timer T3210 if still running, leave CCN mode and continue cell reselection in NC0/NC1 mode.The network sends first necessary system information for the cell proposed in the PACKET CELL CHANGE NOTIFICATION message, or for any other cell, in one or more instances of the PACKET NEIGHBOUR CELL DATA message and sends then a PACKET CELL CHANGE CONTINUE message.The mobile station shall store the received system information as specified in sub-clause 8.8.1. When the first instance of the PACKET NEIGHBOUR CELL DATA message is received, the mobile station shall stop timer T3210 if still running. When the PACKET CELL CHANGE CONTINUE message is received, the mobile station shall stop timer T3208, leave CCN mode and continue the cell reselection in NC0/NC1 mode.The network sends first necessary system information for the cell proposed in the PACKET CELL CHANGE NOTIFICATION message, or for any other cell, in one or more instances of the PACKET NEIGHBOUR CELL DATA message and sends then a PACKET CELL CHANGE ORDER message.The mobile station shall store the received system information as specified in sub-clause 8.8.1. When the first instance of the PACKET NEIGHBOUR CELL DATA message is received, the mobile station shall stop timer T3210 if still running. When the PACKET CELL CHANGE ORDER message is received, the mobile station shall stop timer T3208, leave CCN mode and follow the procedures as specified for the Packet Cell Change Order (sub-clause 8.4) and in sub-clause 8.8.1.

In extended uplink TBF mode, the uplink TBF may be maintained during temporary inactive periods, where the mobile station has no RLC information to send.

During the temporary inactive periods, the mobile station may stop sending RLC data block, as defined in clause 9.1.3. The network shall continue allocating the mobile station uplink radio blocks during the inactivity period, using the procedures defined in clause 8.1.1 for each medium access mode. Uplink radio blocks shall be allocated as required allowing the mobile station to continue the transfer of RLC data blocks, when a new RLC data block becomes available.

When the mobile station is allocated an uplink radio block and there is no RLC data block ready to send, the mobile station shall send an RLC/MAC control block in each uplink radio block allocated by the network. The priority defined in clause 8.1.1 for different kinds of RLC/MAC blocks apply.
References

3GPP TS 44.060, subclause 8.8.3

3GPP TS 44.060, subclause 9.3.1b.2

41.3.6.8.2
Test purpose

To verify that: MS takes into consideration the change of parameter NW_EXT_UTBF in PSI1 (sent in PACKET NEIGHBOUR CELL DATA) and operate in Extended Uplink TBF in the new cell. 

41.3.6.8.3
Method of test

Initial conditions

System Simulator:


2 cells, GPRS supported, CCN Active, PCCCH present, GPRS_RXLEV_ACCESS_MIN = -90dBm,.

Cell A: RLA_C = -50 dBm, is active and NW_EXT_UTBF = 0.. 


Cell B: RLA_C = -60 dBm, is active and NW_EXT_UTBF = 1.

Mobile Station:


MS is in Packet Idle mode, GPRS attached with support of GERAN Feature Package 1 indicated in MS Radio Access Capabilities, and PDP context 2 established.

Related PICS/PIXIT statement

-
Support of GPRS.

-
The way to trigger the MS initiating an uplink packet transfer.

· Support of Network Assisted Cell Change.

-
Support of Extended Uplink TBF

Test procedure 

The MS is triggered to initiate packet uplink transfer. SS assigns resources to the MS and it starts to send uplink data that the SS acknowledge. During the uplink the signal strength of Cell A is lowered to – 80 dBm. The MS enters CCN mode and sends PACKET CELL CHANGE NOTIFICATION. SS sends one or more PACKET NEIGHBOUR CELL DATA to the MS (with NW_EXT_UTBF in PSI1 set to 1). The SS then sends PACKET CELL CHANGE CONTINUE and the MS change to Cell B. The MS request resources for an uplink in the new cell and complete the uplink transfer in the new cell and operates in extended uplink TBF.

Maximum duration of the test

-

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	
	{Uplink dynamic allocation two phase access}
	n = 1000 octets.

USF_GRANULARITY = 1 block,

RLC_DATA_BLOCKS_GRANTED = open-end

TLLI_BLOCK_CHANNEL_CODING: same as channel coding 

CHANNEL_CODING_COMMAND: cs-1

No starting time present.

	2
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS

	3
	MS -> SS
	RLC DATA BLOCK
	

	4
	
	
	Repeat step 2 and 3 five times

	5
	SS
	
	Lower signal strength of Cell A to –80 dBm.

	6
	SS -> MS
	PACKET UPLINK ACK/NACK
	USF assigned to the MS

	7
	MS -> SS
	RLC DATA BLOCK 

Or

PACKET CELL CHANGE NOTIFICATION
	

	8
	
	
	Step 6 and 7 are repeated until a PACKET CELL CHANGE NOTIFICATION is received in step 7, but no longer than 10 sec.

	
	
	
	The test has failed if no PACKET CELL CHANGE NOTIFICATION is received in Cell A within 10 sec from Step 5.

	9
	SS -> MS
	PACKET NEIGHBOUR CELL DATA
	USF assigned to the MS

	10
	MS -> SS
	RLC DATA BLOCK
	

	11
	
	
	Step 9 and 10 are repeated until all instances of PACKET NEIGHBOUR CELL DATA are sent 

(PSI1 with NW_EXT_UTBF = 1). 

	12
	SS -> MS
	PACKET CELL CHANGE CONTINUE
	

	
	
	
	The following messages are to be sent and received in Cell B.

	13
	
	{Uplink dynamic allocation two phase access}
	USF_GRANULARITY = 1 block,

RLC_DATA_BLOCKS_GRANTED = open-end

TLLI_BLOCK_CHANNEL_CODING: same as channel coding 

CHANNEL_CODING_COMMAND: cs-1

No starting time present.

	14
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS

	15
	MS -> SS
	RLC DATA BLOCK
	

	16
	
	
	Repeat step 14 and 15 until CV=0

	17
	SS -> MS
	PACKET UPLINK ACK/NACK
	Final Ack Indication = 0. Sent on PACCH of the assigned PDCH. Acknowledge all data blocks received.

	18
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS, sent after 6 block from step 17

	A18 (optional step)
	MS -> SS
	UPLINK RLC DATA BLOCK
	MS may retransmit the block with BSN=0 once if it has already been scheduled while Packet Uplink Ack/Nack is being processed. In this case go to step B18.

	B18(optional step)
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS

	19
	MS -> SS
	PACKET UPLINK DUMMY CONTROL BLOCK
	

	20
	
	
	Repeat step 18 and 19 five times. 

	21
	MS
	
	Trigger the MS to send 500 octets of data. SS should take care of allocating USF’s to the MS in order to prevent the MS from releasing the TBF

	22
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS

	23
	MS -> SS
	UPLINK RLC DATA BLOCK
	

	24
	
	
	Repeat step 22 and 23 until CV=0

	25
	SS -> MS
	PACKET UPLINK ACK/NACK
	Final Ack Indication = 1 containing valid RRBP. Sent on PACCH of the assigned PDCH. Acknowledge all data blocks received.

	26
	MS -> SS
	PACKET CONTROL ACKNOWLEDGEMENT
	Received on the block specified by RRBP on PACCH of the assigned PDCH.


Specific message contents

PACKET NEIGHBOUR CELL DATA in Step 9

The message contains the default xPSI_1 with NW_EXT_UTBF = 1, default PSI_2 and PSI14 for Cell B.

	Information element
	Value/remark

	< PAGE_MODE : bit (2) >
	00 (Normal Paging)

	0
	0

	< GLOBAL_TFI : Global TFI IE >
	0 <5 bit Uplink TFI>

	< CONTAINER_ID : bit (2) >
	01 for PSI belonging to Cell B

	< SPARE :bit(1)>
	0

	< CONTAINER INDEX :bit (5)>
	00000 to the index needed to send all PSI1, PSI2 and PSI14 for each cell.

	0 | 1
	0 No ARFCN or BSIC

	Container repetition struct
	

	< PD : bit(3)>
	001, PBCCH (RLC/MAC)


PACKET CELL CHANGE CONTINUE in Step 12

	Information element
	Value/remark

	< PAGE_MODE : bit (2) >
	00 (Normal Paging)

	0
	0

	< GLOBAL_TFI : Global TFI IE >
	0 <5 bit Uplink TFI>

	0 | 1
	1

	< ARFCN : bit (10) >
	ARFCN of Cell B.

	< BSIC : bit (6) >
	BSIC of Cell B.

	<CONTAINER_ID>
	01


41.3.6.9
TBF Release / Extended Uplink / Change of RLC mode / Normal release

41.3.6.9.1
Conformance requirements

During an uplink packet transfer, upper layer may request to transfer another LLC PDU. If the new LLC PDU does not have the same RLC mode as the current uplink TBF but has a higher radio priority, the mobile station shall complete the transmission of the current LLC PDU using the countdown procedure including acknowledgement from the network, if in acknowledged mode.

If the TBF is operated in extended uplink TBF mode (see sub-clause 9.3.1b), the mobile station shall use the procedure in sub-clause 8.1.1.6 for changing RLC mode.

The mobile station shall send a PACKET RESOURCE REQUEST message on PACCH indicating the new RLC mode and start timer T3168.

If timer T3168 expires, the mobile station shall retransmit the PACKET RESOURCE REQUEST message and restart timer T3168.

On receipt of a PACKET RESOURCE REQUEST message, indicating a change of RLC mode, the network shall release the uplink TBF at a point determined by the network, using the procedure defined in sub-clause 9.5.

On receipt of PACKET UPLINK ACK/NACK with Final Ack Indicator set to '1' the mobile station shall stop timer T3168 and after sending the PACKET CONTROL ACK perform the change of RLC mode by establishing a new TBF.

References

3GPP TS 44.060, subclauses 8.1.1.6, 8.1.1.1.2, and 9.5.

41.3.6.9.1.2
Test purpose

To verify that during extended uplink TBF the MS re-establishes the TBF and changes the RLC mode.

41.3.6.9.1.3
Method of test

Initial Conditions

System Simulator:


1 cell, NW_EXT_UTBF = 1, BS_CV_MAX = 14, BS_PBCCH_BLKS = 3, T3168 timeout value=7 (4s), N201-U=500 for SAPI 3, 5, 9, 11, N201-U=270 for SAPI 7.

Mobile Station:



-
The MS is GPRS attached with a P-TMSI allocated, SPLIT PG CYCLE negotiated:

-
for the MS supporting two PDP contexts: Test PDP context1 and context2 activated;

-
the MS supporting SMS over GPRS and one PDP context: Test PDP context1 activated
and in the Attach Response PDU Radio priority for SMS is set to: 2.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

-
Support activation of at least one PDP context.

-
Support two PDP contexts.

-
Support SMS.

-
Support SMS over GPRS.

-
The way to initiate an uplink packet transfer.

-
The way to trigger transferring new user data in a different PDP context while an uplink transfer is in progress.

-
The way to trigger sending an MO short message over GPRS.

-
Support of Extended Uplink TBF

Test Procedure

An uplink TBF is established and in progress. SS assigns USFs allowing the MS to transmit data blocks. The MS is triggered to transfer 220 octets user data with a different RLC mode and higher radio priority.

The mobile station shall complete the transmission of the current LLC PDU; SS will verify the complete reception of the LLC PDU..

SS acknowledges the LLC PDU with a Packet Uplink Ack/Nack with TBF Est field is set to '1' and Final Ack Indicator bit set to '1'.
The mobile station shall use the same procedures as are used for TBF establishment using two phase starting from the point where the mobile station transmits the PACKET RESOURCE REQUEST message

In case the MS ignores the TBF Est field in the PACKET UPLINK ACK/NACK , the mobile station shall transmit a PACKET CONTROL ACKNOWLEDGEMENT message, release the TBF and shall establish a new TBF using two phase access.

SS assigns a PDCH to the MS. SS assigns USFs allowing the MS to transmit data blocks until the countdown value CV=0. 

SS sends a Packet Uplink Ack/Nack with TBF Est field set to '0' and Final Ack Indicator bit set to '1' and the MS is polled. The MS answers with a Packet Control Acknowledgement and the TBF is released.
Maximum Duration of Test

5 minutes.

Expected Sequence

The branch A is applicable for the MS supporting two PDP contexts. The branch B is applicable for the MS supporting SMS over GPRS (SMS has the radio priority level = 2 assigned in the attach accept message) and one PDP context.

	Step
	Direction
	Message
	Comments

	1A
	MS
	{Uplink dynamic allocation two phase access}
	In PDP context2,

n = 220 octets, without starting time,

USF_GRANULARITY = 1 block,

RLC_DATA_BLOCKS_GRANTED = open-end,

TLLI_BLOCK_CHANNEL_CODING: cs1,

CHANNEL_CODING_COMMAND: cs1,

RADIO_PRIORITY = 4,



	1B
	MS
	{Uplink dynamic allocation two phase access}
	To trigger the MS to send a short message of 110 octets over GPRS.

n = 110 octets, without starting time,

USF_GRANULARITY = 1 block,

RLC_DATA_BLOCKS_GRANTED = open-end,

TLLI_BLOCK_CHANNEL_CODING: cs1,

RLC_MODE = acknowledged mode,

CHANNEL_CODING_COMMAND: cs1



	2
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	Sent on the PACCH, the USF assigned to the MS, on 3 blocks from the last radio block containing the uplink assignment.

	3
	MS -> SS
	UPLINK RLC DATA BLOCK
	Received on the assigned PDTCH.

Check that the coding as specified by CHANNEL_CODING_COMMAND, the TFI, and BSN is correct.

	4
	
	
	Repeat step 2 and 3 three times

	5
	MS
	
	To trigger the MS to transfer 220 octets: in test PDP  context1, unacknowledged RLC mode and 
Radio Priority = 1

	6
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	Sent on the PACCH, the USF assigned to the MS.

	7
	MS -> SS
	UPLINK RLC DATA BLOCK
	Received on the assigned PDTCH.

Check that the coding as specified by CHANNEL_CODING_COMMAND, the TFI, and BSN is correct.

	8
	
	
	Repeat step 6 and 7 unitil CV = 0.

	9
	SS -> MS
	PACKET UPLINK ACK/NACK
	Sent on the PACCH of the PDCH assigned, the USF assigned to the MS, acknowledging all blocks so far.

FINAL_ACK_INDICATION = '0',TBF Est = 0

	10
	SS
	
	Verify that only one complete LLC PDU has been received.

	11

(optional)
	MS -> SS
	PACKET CONTROL ACKNOWLEDGEMENT
	Received on the block specified by RRBP on PACCH of the assigned PDCH. If not received continue with step 14.

	12 (conditional)
	MS -> SS
	PACKET CHANNEL REQUEST
	Received on PRACH.

	13 (conditional)
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Single block assignment, to order the MS to follow the

two phase access procedure. Sent on PAGCH.



	
	
	
	

	14
	MS -> SS
	PACKET RESOURCE REQUEST
	Received on PACCH of the assigned PDCH indicating the change of RLC mode. 

Check for radio priority level = 1 and RLC mode

Unacknowledged RLC mode. Received on the block specified by the single block assignment of step 13 or by the RRBP of step 9.

	15
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Open-ended uplink dynamic allocation, no starting time, USF_GRANULARITY = single block. Sent on PACCH of the assigned PDCH.

	16
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	The USF assigned to the MS. Sent on PACCH of the assigned PDCH.

	17
	MS -> SS
	UPLINK RLC DATA BLOCK
	Received on the PDTCH assigned. 

	18
	
	
	Repeat step 16 and 17 until countdown value CV=0. 

	
	
	
	

	19
	SS -> MS
	PACKET UPLINK ACK/NACK
	FINAL_ACK_INDICATION = '1', TBF Est = 0, a valid RRBP, acknowledge all received data, sent on PACCH.

	20
	MS -> SS
	PACKET CONTROL ACKNOWLEDGEMENT
	Received on the block specified by RRBP on PACCH of the assigned PDCH.

	Note: 

In step 1 the MS shall perform either the ‘a’ branch or the ‘b’ branch.

Step 12, 13 shall be executed if step 11 is performed.


41.3.6.10
TBF Release / Extended Uplink / Change of RLC mode / Abnormal release 

41.3.6.10.1
Conformance requirements

During an uplink packet transfer, upper layer may request to transfer another LLC PDU. If the new LLC PDU does not have the same RLC mode as the current uplink TBF but has a higher radio priority, the mobile station shall immediately request a resource reallocation for uplink according to the new Radio Priority of the new LLC PDU by sending a PACKET RESOURCE REQUEST message on the PACCH and starting timer T3168.

If timer T3168 expires and the PACKET RESOURCE REQUEST message has already been transmitted four

times, the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2).

References

3GPP TS 44.060, subclauses 8.1.1.6.
41.3.6.10.1.2
Test purpose

To verify that during extended uplink TBF the MS perform an abnormal release with access retry after timer T3168 expired and PACKET RESOURCE REQUEST message has been transmitted four times. 

41.3.6.10.1.3
Method of test

Initial Conditions

System Simulator:


1 cell, NW_EXT_UTBF = 1, BS_CV_MAX = 14, BS_PBCCH_BLKS = 3, T3168 timeout value=7 (4s), N201-U=500 for SAPI 3, 5, 9, 11, N201-U=270 for SAPI 7.

Mobile Station:


The MS is GPRS attached with a P-TMSI allocated, SPLIT PG CYCLE negotiated:

-
for the MS supporting two PDP contexts: Test PDP context1 and context2 activated;

-
the MS supporting SMS over GPRS and one PDP context: Test PDP context1 activated.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

-
Support activation of at least one PDP context.

-
Support two PDP contexts.

-
Support SMS.

-
Support SMS over GPRS.

-
The way to initiate an uplink packet transfer.

-
The way to trigger transferring new user data in a different PDP context while an uplink transfer is in progress.

-
The way to trigger sending an MO short message over GPRS.

-
Support of Extended Uplink TBF

Test Procedure

An uplink TBF is established and in progress. SS assigns USFs allowing the MS to transmit data blocks until the MS completes the countdown procedure. As soon as the MS is in extended UL TBF mode, the MS is triggered to transfer 220 octets user data with different RLC mode. 


The mobile station shall immediately request a resource reallocation for uplink indicating the changed RLC mode applied to the new LLC PDU by sending a PACKET RESOURCE REQUEST message on the PACCH and start timer T3168.

SS keeps assigning USFs, the MS will send Packet Uplink Dummy Control Blocks till T3168 expire. The MS will send a PACKET RESOURCE REQUEST message again on the PACCH and restart timer T3168.
The SS keeps assigning USFs till the MS has transmitted the Packet Ressource Request four times.  

The MS shall perform an abnormal release with access retry. 

The SS will assign new resources to the MS to complete the new TBF.

Maximum Duration of Test

5 minutes.

Expected Sequence

The branch A is applicable for the MS supporting two PDP contexts. The branch B is applicable for the MS supporting SMS over GPRS (SMS has the radio priority level = 2 assigned in the attach accept message) and one PDP context.

	Step
	Direction
	Message
	Comments

	1A
	MS
	{Uplink dynamic allocation two phase access}
	In PDP context2,

n = 220 octets, without starting time,

USF_GRANULARITY = 1 block,

RLC_DATA_BLOCKS_GRANTED = open-end,

TLLI_BLOCK_CHANNEL_CODING: cs1,

CHANNEL_CODING_COMMAND: cs1,

RADIO_PRIORITY = 4,

	1B
	MS
	{Uplink dynamic allocation two phase access}
	To trigger the MS to send a short message of 110 octets over GPRS.

n = 110 octets, without starting time,

USF_GRANULARITY = 1 block,

RLC_DATA_BLOCKS_GRANTED = open-end,

TLLI_BLOCK_CHANNEL_CODING: cs1,

RLC_MODE = acknowledged mode,

CHANNEL_CODING_COMMAND: cs1

	2
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	Sent on the PACCH, the USF assigned to the MS, on 3 blocks from the last radio block containing the uplink assignment.

	3
	MS -> SS
	UPLINK RLC DATA BLOCK
	Received on the assigned PDTCH.

Check that the coding as specified by CHANNEL_CODING_COMMAND, the TFI is correct.

	4
	
	
	Repeat step 2 and 3 till CV = 0 

	5

	SS -> MS
	PACKET UPLINK ACK/NACK
	Sent on the PACCH of the PDCH assigned, the USF not assigned to the MS, acknowledging all blocks.

FINAL_ACK_INDICATION = '0',TBF Est = 1

	6
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS, sent after 6 block from step 5

	A6 (optional step)
	MS -> SS
	UPLINK RLC DATA BLOCK
	MS may retransmit the block with BSN=0 once if it has already been scheduled while Packet Uplink Ack/Nack is being processed. In this case go to step B6.

	B6(optional step)
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS

	7
	MS -> SS
	PACKET UPLINK DUMMY CONTROL BLOCK
	MS is in extended UL TBF mode. 

	
	
	
	

	8
	MS
	
	To trigger the MS to transfer 220 octets: in test PDP context1, unacknowledged RLC mode and 
Radio Priority = 1

	9
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS

	10
	MS -> SS
	PACKET RESOURCE REQUEST
	MS starts T3168.

Received on the PACCH of the assigned PDCH, Indicating  the change of RLC mode:

Check that radio priority level = 1 and

Unacknowledged RLC mode.

	11
	SS -> MS
	PACKET UPLINK ACK/NACK
	To prevent T3184 from expiring, sent on the PACCH of the PDCH assigned, the USF not assigned to the MS, acknowledging all Blocks.

FINAL_ACK_INDICATION = '0', TBF Est = 0

	12
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	USF assigned to the MS

	13
	MS -> SS
	PACKET UPLINK DUMMY CONTROL BLOCK
	MS is in extended UL TBF mode.

	14
	
	
	Repeat step 12 and 13 till T3168 expires. 

	15
	MS -> SS
	PACKET UPLINK DUMMY CONTROL BLOCK
	

	16
	MS -> SS
	PACKET RESOURCE REQUEST
	Received on the PACCH of the assigned PDCH, Indicating  the change of RLC mode:

Check that radio priority level = 1 and

Unacknowledged RLC mode.

	17
	
	
	Repeat step 11 till step 16 until the Packet Resource Request was sent four times at all. Check T3168 was correctly initialized with 4 seconds.

	
	
	
	MS shall perform an abnormal release with access retry

	18
	MS -> SS
	PACKET CHANNEL REQUEST
	Received on PRACH for TBF establishment for transferring of the LLC PDU in PDP context1.

	19
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Single block assignment, to force the MS making two-phase access procedure. Sent on PAGCH.

	20
	MS -> SS
	PACKET RESOURCE REQUEST
	Received on the single block assigned in step 19. Check that radio priority level = 1, peak throughput class = 5, unacknowledged RLC mode.

	21
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Open-ended uplink dynamic allocation, no starting time, USF_GRANULARITY = single block. 

	22
	SS -> MS
	PACKET DOWNLINK DUMMY CONTROL BLOCK
	The USF assigned to the MS. Sent on PACCH of PDCH assigned in step 21.

	23
	MS -> SS
	UPLINK RLC DATA BLOCK
	Received on the PDTCH assigned. 

	24
	
	
	Repeat step 22 and 23 until countdown value CV=0. 

	25
	SS -> MS
	PACKET UPLINK ACK/NACK
	FINAL_ACK_INDICATION = '1', a valid RRBP, acknowledge all received data, sent on PACCH.

	26
	MS -> SS
	PACKET CONTROL ACKNOWLEDGEMENT
	Received on the block specified by RRBP on PACCH of the assigned PDCH.


Note:
in step 1x the MS shall perform either the ‘a’ branch or the ‘b’ branch.
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

