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2
Frequency bands and channel arrangement

i)
T-GSM 380 band:

-
for T-GSM 380, the system is required to operate in the following band:

-
380,2 MHz to 389,8 MHz: mobile transmit, base receive;

-
390,2 MHz to 399,8 MHz base transmit, mobile receive.

ii)
T-GSM 410 band:

-
for T-GSM 410, the system is required to operate in the following band:

-
410,2 MHz to 419,8 MHz: mobile transmit, base receive;

-
420,2 MHz to 429,8 MHz base transmit, mobile receive.

iii)
GSM 450 Band:

-
for GSM 450, the system is required to operate in the following band:

-
450,4 MHz to 457,6 MHz: mobile transmit, base receive;

-
460,4 MHz to 467,6 MHz base transmit, mobile receive.

iv)
GSM 480 Band;

-
for GSM 480, the system is required to operate in the following band:

-
478,8 MHz to 486 MHz: mobile transmit, base receive;

-
488,8 MHz to 496 MHz base transmit, mobile receive.

v)
GSM 710 Band:

-
for GSM 710, the system is required to operate in the following band:

-
698 MHz to 716 MHz: base transmit, mobile receive;

-
728 MHz to 746 MHz: mobile transmit, base receive.

vi)
GSM 750 Band:

-
for GSM 750, the system is required to operate in the following band:

-
747 MHz to 762 MHz: base transmit, mobile receive;

-
777 MHz to 792 MHz: mobile transmit, base receive.

vii)
T-GSM 810 Band:

-
for T-GSM 810, the system is required to operate in the following band:

-
806 MHz to 821 MHz: mobile transmit, base receive;

-
851 MHz to 866 MHz: base transmit, mobile receive.
viii)
GSM 850 Band:

-
for GSM 850, the system is required to operate in the following band:

-
824 MHz to 849 MHz: mobile transmit, base receive;

-
869 MHz to 894 MHz: base transmit, mobile receive.

ix)
Standard or primary GSM 900 Band, P‑GSM:

-
for Standard GSM 900 band, the system is required to operate in the following frequency band:

-
890 MHz to 915 MHz: mobile transmit, base receive;

-
935 MHz to 960 MHz: base transmit, mobile receive.

x)
Extended GSM 900 Band, E‑GSM (includes Standard GSM 900 band):

-
for Extended GSM 900 band, the system is required to operate in the following frequency band:

-
880 MHz to 915 MHz: mobile transmit, base receive;

-
925 MHz to 960 MHz: base transmit, mobile receive.

xi)
Railways GSM 900 Band, R‑GSM (includes Standard and Extended GSM 900 Band);

-
for Railways GSM 900 band, the system is required to operate in the following frequency band:

-
876 MHz to 915 MHz: mobile transmit, base receive;

-
921 MHz to 960 MHz: base transmit, mobile receive.

xii)
T-GSM 900 Band;

-
for T-GSM 900 band, the system is required to operate in the following frequency band:

-
870.4 MHz to 876 MHz: mobile transmit, base receive;

-
915.4 MHz to 921 MHz: base transmit, mobile receive.

xiii)
DCS 1 800 Band:

-
for DCS 1 800, the system is required to operate in the following band:

-
1 710 MHz to 1 785 MHz: mobile transmit, base receive;

-
1 805 MHz to 1 880 MHz: base transmit, mobile receive.

xiv)
PCS 1 900 Band:

-
for PCS 1 900, the system is required to operate in the following band:

-
1 850 MHz to 1 910 MHz: mobile transmit, base receive;

-
1 930 MHz to 1 990 MHz base transmit, mobile receive.

NOTE 1:
The term GSM 400 is used for any GSM system, which operates in any 400 MHz band, including the T-GSM 380 band.

NOTE 2:
The term GSM 700 is used for any GSM system, which operates in any 700 MHz band.

NOTE 3:
The term GSM 850 is used for any GSM system which operates in any 850 MHz band but excluding the T-GSM 810 band.

NOTE 4:
The term GSM 900 is used for any GSM system, which operates in any 900 MHz band.
NOTE 5:
The BTS may cover a complete band, or the BTS capabilities may be restricted to a subset only, depending on the operator needs.

For T-GSM 810 the requirements for GSM 900 shall apply, apart for those parameters for which a separate requirement exists.
Operators may implement networks that operates on a combination of the frequency bands above to support multi band mobile terminals.

The carrier spacing is 200 kHz.

The carrier frequency is designated by the absolute radio frequency channel number (ARFCN). If we call Fl(n) the frequency value of the carrier ARFCN n in the lower band, and Fu(n) the corresponding frequency value in the upper band, we have for the dynamically mapped ARFCNs:

	T-GSM 380
	Fl(n) = 380.2 + 0.2*(n-x+y)
	x ( n ( x+z
	Fu(n)=Fl(n) + 10

	T-GSM 410
	Fl(n) = 410.2 + 0.2*(n-x+y)
	x ( n ( x+z
	Fu(n)=Fl(n) + 10

	T-GSM 810
	Fl(n) = 806.2 + 0.2*(n-x+y)
	x ( n ( x+z
	Fu(n)=Fl(n) + 45

	T-GSM 900
	Fl(n) = 870.4 + 0.2*(n-x+y)
	x ( n ( x+z
	Fu(n)=Fl(n) + 45

	GSM 710
	Fl(n) = 698.2 + 0.2*(n-x+y)
	x ( n ( x+z 
	Fu(n) = Fl(n) + 30

	GSM 750
	Fl(n) = 747.2 + 0.2*(n-x+y)
	x ( n ( x+z 
	Fu(n) = Fl(n) + 30

	DCS 1 800
	Fl(n) = 1710.2 + 0.2*(n-x+y)
	x ( n ( x+z 
	Fu(n) = Fl(n) + 95

	PCS 1 900
	FI(n) = 1850.2 + 0.2*(n-x+y)
	x ( n ( x+z 
	Fu(n) = FI(n) + 80


where the applicable band is indicated by the GSM_Band parameter, x = ARFCN_FIRST, y = BAND_OFFSET and z = ARFCN_RANGE (See 3GPP TS 44.018). Parameters defining carrier frequencies not belonging to the indicated band shall not be considered erroneous.

Information about dynamic mapping is provided by System Information type 15 or Packet System Information type 8 if PBCCH exists, and optionally by System Information type 14. Dynamic ARFCN mapping shall be valid for the whole PLMN. Dynamic mapping has priority over the fixed designation of carrier frequencies. The support of dynamic ARFCN mapping is optional for all other mobile stations except those supporting GSM 700 and T-GSM.

Fl(n) and Fu(n) for all other ARFCNs:

	P-GSM 900
	Fl(n) = 890 + 0.2*n
	   1 (  n (  124
	Fu(n) = Fl(n) + 45

	E-GSM 900
	Fl(n) = 890 + 0.2*n
	   0 (  n (  124
	Fu(n) = Fl(n) + 45

	
	Fl(n) = 890 + 0.2*(n‑1024)
	   975 (  n (  1 023
	

	R‑GSM 900
	Fl(n) = 890 + 0.2*n
	0 ( n ( 124
	Fu(n) = Fl(n) + 45

	
	Fl(n) = 890 + 0.2*(n‑1024)
	955 ( n ( 1023
	

	DCS 1 800
	Fl(n) = 1710.2 + 0.2*(n‑512)
	512 (  n (  885
	Fu(n) = Fl(n) + 95

	PCS 1 900
	FI(n) = 1850.2 + 0.2*(n-512)
	512 £  n £  810
	Fu(n) = FI(n) + 80

	GSM 450
	Fl(n) = 450.6 + 0.2*(n-259)
	259 ( n ( 293
	Fu(n) = Fl(n) + 10

	GSM 480
	Fl(n) = 479 + 0.2*(n-306)
	306 ( n ( 340
	Fu(n) = Fl(n) + 10

	GSM 850
	Fl(n) = 824.2 + 0.2*(n-128)
	128 ( n ( 251
	Fu(n) = Fl(n) + 45

	GSM 750
	Fl(n) = 747.2 + 0.2*(n-438)
	438 ( n ( 511
	Fu(n) = Fl(n) + 30


Next modified subclause

4.3.2.2
Additional requirements for co-existence with GSM systems on other frequency bands

For co-existence in the same geographic area, the powers measured in the conditions specified in subclause 4.2.1, with a filter and video bandwidth of 100 kHz, shall be no more than specified in table below:

	For co-existence with BTS:
	Frequency band
	Power measured (dBm)
	Required for BTS (Note 3)

	GSM 900
	921 – 960 MHz
	(- 57
	T-GSM 810, GSM 400 & DCS 1800

	DCS 1800
	1805 – 1880 MHz
	(- 47
	T-GSM 810, GSM 400 & GSM 900

	GSM 400
	460.4 –467.6 MHz and 488.8 – 496.0 MHz.
	(- 57
	T-GSM 810, GSM 900 & DCS 1800 
(Note 1)

	PCS 1900 & MXM 1900
	1930 – 1990 MHz
	(- 47
	GSM 700, GSM 850, MXM 850

	GSM 850 & MXM 850
	869 ‑ 894 MHz
	(- 57
	GSM 700, PCS 1900 & MXM 1900
(Note 2)

	GSM 700
	698 – 716 MHz and 747 – 762 MHz
	(- 57
	GSM 850, MXM 850, PCS 1900 & MXM 1900
(Note 2)

	T-GSM 810
	851 – 866 MHz 
	(- 57
	GSM 400, GSM 900 & DCS 1800 


NOTE 1:
These requirements should also be applied to GSM 900 and DCS 1800 BTS built to a HW specification for R98 or earlier.

NOTE 2: 
These requirements should also be applied to GSM 850 & MXM 850 BTS and PCS 1900 & MXM 1900 BTS built to a HW specification for R99 or earlier.

NOTE 3: 
These requirements should also be applied to any additional combination of BTSs in different frequency bands operating in the same geographic area.

Measures must be taken for mutual protection of receivers when BTS of different bands are co‑sited.

NOTE 4:
Thus, for this case, then the power measured from the BTS transmitter in the conditions specified in subclause 4.2.1, with a filter and video bandwidth of 100 kHz should be no more than the values in the table in subclause 4.3.2.1, assuming the coupling losses stated in the same subclause, to protect co-sited BTS receivers for

· GSM 400 in the bands 450.4 – 457.6 MHz and 478.8 – 486.0 MHz 
· T-GSM 810 in the band  806– 821 MHz 
· GSM 900 in the band 876 – 915 MHz

· T-GSM 900 in the band 870.4 – 915 MHz (T-GSM 900 only)

· DCS 1800 in the band 1710 – 1785 MHz

· PCS 1900 or MXM 1900 in the band 1850 – 1910 MHz

· GSM 850 or MXM 850 in the band 824 – 849 MHz

· GSM 700 in the bands 728 – 746 MHz and 777 – 792 MHz

Next modified subclause

4.3.3.1
Mobile Station GSM 400, T-GSM 810, GSM 900 and DCS 1 800

The power measured in the conditions specified in subclause 4.3.1a, for a MS when allocated a channel, shall be no more than ‑36 dBm. For R-GSM 900 and T-GSM 900 MS except small MS the corresponding limit shall be ‑42 dBm.

The power measured in the conditions specified in subclause 4.3.1b for a MS, when allocated a channel, shall be no more than (see also note in subclause 4.3.1b above):

‑
250 nW (‑36 dBm) in the frequency band 9 kHz to 1 GHz;

‑
1 µW (‑30 dBm) in the frequency band 1 GHz to 12,75 GHz.

The power measured in a 100 kHz bandwidth for a MS, when not allocated a channel (idle mode), shall be no more than (see also note in subclause 4.3.1 above):

· 2 nW (‑57 dBm) in the frequency bands 9 kHz to 1 000 MHz;

‑
20 nW (‑47 dBm) in the frequency bands 1 ‑ 12.75 GHz,

with the following exceptions:

‑
1.25 nW (‑59 dBm) in the frequency band 880 MHz to 915 MHz;

‑
1.25 nW (‑59 dBm) in the frequency band 870 MHz to 915 MHz for T-GSM 900;

· 5 nW (‑53 dBm) in the frequency band 1,71 GHz to 1,785 GHz;

‑
-76 dBm in the frequency bands 1900 – 1920 MHz, 1920 – 1980 MHz, 2010 – 2025 MHz, and 2210 - 2170 MHz.

NOTE:
The idle mode spurious emissions in the receive band are covered by the case for MS allocated a channel (see below).

When allocated a channel, the power emitted by the MS, when measured using the measurement conditions specified in subclause 4.2.1, but with averaging over at least 50 burst measurements, with a filter and video bandwidth of 100 kHz, for measurements centred on 200 kHz multiples shall be no more than:

-
-62 dBm in the bands 390.2 - 400 MHz and 420.2 - 430 MHz for T-GSM 380 and T-GSM 410 MS only;

‑
-67 dBm in the bands 460.4 – 467.6 MHz and 488.8 - 496 MHz
for GSM400 MS only;
-
-79 dBm in the band 851- 866 MHz  




for T-GSM 810 MS only;
‑
-62 dBm in the band 917 - 925 MHz




for T-GSM 900 MS only;

‑
-60 dBm in the band 921 - 925 MHz




for R-GSM MS only;

‑
-67 dBm in the band 925 - 935 MHz;

‑
-79 dBm in the band 935 –960 MHz;

‑
-71 dBm in the band 1805 - 1880 MHz;

‑
-66 dBm in the bands 1900 - 1920 MHz, 1920 - 1980 MHz, 2010 - 2025 MHz, and 2110 - 2170 MHz..

As exceptions up to five measurements with a level up to ‑36 dBm are permitted in each of the bands 851MHz to 866 MHz , 925 MHz to 960 MHz, 1 805 MHz to 1 880 MHz, 1900 - 1920 MHz, 1920 - 1980 MHz, 2010 - 2025 MHz, and 2110 - 2170 MHz for each ARFCN used in the measurements. For GSM 400 MS, in addition, exceptions up to three measurements with a level up to ‑36 dBm are permitted in each of the bands 460,4 MHz to 467,6 MHz and 488,8 MHz to 496 MHz for each ARFCN used in the measurements.

When hopping, this applies to each set of measurements, grouped by the hopping frequencies as described in subclause 4.2.1.

Next modified subclause

5
Receiver characteristics

In this clause, the requirements are given in terms of power levels at the antenna connector of the receiver. Equipment with integral antenna may be taken into account by converting these power level requirements into field strength requirements, assuming a 0 dBi gain antenna. This means that the tests on equipment on integral antenna will consider fields strengths (E) related to the power levels (P) specified, by the following formula (derived from the formula E = P + 20logF(MHz) + 77,2):

assuming F = 405 MHz

:
E (dBµV/m) = P (dBm) + 129,3
for T-GSM 380 and T-GSM 410;

assuming F = 460 MHz

:
E (dBµV/m) = P (dBm) + 130,5
for GSM 400;

assuming F = 722 MHz

:
E (dBµV/m) = P (dBm) + 134,4
for GSM 710;

assuming F = 770 MHz

:
E (dBµV/m) = P (dBm) + 134,9
for GSM 750;

assuming F = 831 MHz

:
E (dBµV/m) = P (dBm) + 135,6
for T-GSM 810;

assuming F = 859 MHz

:
E (dBµV/m) = P (dBm) + 135,9
for GSM 850;
assuming F = 925 MHz

:
E (dBµV/m) = P (dBm) + 136,5
for GSM 900;

assuming F = 1 795 MHz
:
E (dBµV/m) = P (dBm) + 142,3
for DCS 1 800;

assuming F = 1 920 MHz
:
E (dBuV/m) = P (dBm) + 142,9
for PCS 1 900.

Static propagation conditions are assumed in all cases, for both wanted and unwanted signals. For subclauses 5.1 and 5.2, values given in dBm are indicative, and calculated assuming a 50 ohms impedance.

5.1
Blocking characteristics

The blocking characteristics of the receiver are specified separately for in‑band and out‑of‑band performance as identified in the following tables.

	Frequency
	Frequency range (MHz)

	band
	GSM 900
	E‑GSM 900
	R-GSM 900

	
	MS
	BTS
	BTS
	BTS

	in‑band
	915 ‑ 980
	870 ‑ 925
	860 ‑ 925
	856 - 921

	out‑of‑band (a)
	0,1 ‑ < 915
	0,1 ‑ < 870
	0,1 ‑ < 860
	0,1 ‑ < 856

	out‑of‑band (b)
	N/A
	N/A
	N/A
	N/A

	out‑of band (c)
	N/A
	N/A
	N/A
	N/A

	out‑of band (d)
	> 980 ‑ 12,750
	> 925 ‑ 12,750
	> 925 ‑ 12,750
	> 921 ‑ 12,750


	Frequency

Frequency range (MHz)
	band

T-GSM 810

	
	MS
	BTS

	in-band
	821 to 886
	786 to 831

	out-of-band (a)
	0,1 ‑ <821
	0,1 ‑ <786

	out-of-band (b)
	N/A
	N/A

	out-of band (c)
	N/A
	N/A

	out-of band (d)
	> 886 ‑ 12,750
	> 831 ‑ 12,750


	Frequency

Frequency range (MHz)
	band

T-GSM 900

	
	MS
	BTS

	in-band
	900 to 941
	850 to 915

	out-of-band (a)
	0,1 to < 900
	0,1 to < 850

	out-of-band (b)
	N/A
	N/A

	out-of band (c)
	N/A
	N/A

	out-of band (d)
	> 941 to 12,750
	> 915 to 12,750


	Frequency
	Frequency range (MHz)

	band
	DCS 1 800

	
	MS
	BTS

	in‑band
	1 785 ‑ 1 920
	1 690 ‑ 1 805

	out‑of‑band (a)
	0,1 ‑ 1705
	0,1 ‑ < 1 690

	out‑of‑band (b)
	> 1 705 ‑ < 1 785
	N/A

	out‑of band (c)
	> 1 920 ‑ 1 980
	N/A

	out‑of band (d)
	> 1 980 ‑ 12,750
	> 1 805 ‑ 12,750


	Frequency
	Frequency range (MHz)

	band
	

	
	PCS 1 900 MS
	PCS 1 900 & MXM 1900 BTS

	in‑band
	1910 ‑ 2010
	1830 - 1930

	out‑of‑band (a)
	0,1 ‑ < 1830
	0,1 ‑ < 1830

	out‑of‑band (b)
	1830 ‑ < 1910
	N/A

	out‑of band (c)
	> 2010 ‑ 2070
	N/A

	out‑of band (d)
	> 2070 ‑ 12,750
	> 1930 - 12,750


	Frequency
	Frequency range (MHz)

	band
	

	
	GSM 850 MS
	GSM 850 & MXM 850 BTS

	in‑band
	849 ‑ 914
	804 ‑ 859

	out‑of‑band (a)
	0,1 ‑ < 849
	0,1 ‑ < 804

	out‑of‑band (b)
	N/A
	N/A

	out‑of band (c)
	N/A
	N/A

	out‑of band (d)
	> 914‑ 12,750
	> 859 - 12,750


	Frequency
	Frequency range (MHz)

	band
	GSM 450
	GSM 480

	
	MS
	BTS
	MS
	BTS

	in‑band
	457,6 – 473,6
	444,4 – 460,4
	486,0 – 502,0
	472,8 – 488,8

	out‑of‑band (a)
	0,1 ‑ < 457,6
	0,1 ‑ < 444,4
	0,1 ‑ < 486,0
	0,1 ‑ < 472,8

	out‑of‑band (b)
	N/A
	N/A
	N/A
	N/A

	out‑of band (c)
	N/A
	N/A
	N/A
	N/A

	out‑of band (d)
	> 473,6 ‑ 12,750
	> 460,4 ‑ 12,750
	> 502,0 ‑ 12,750
	> 488,8 ‑ 12,750


	Frequency
	Frequency range (MHz)

	band
	T-GSM 380
	T-GSM 410

	
	MS
	BTS
	MS
	BTS

	in‑band
	389.6 – 405.6
	374.4 – 390.4
	419.6 – 435.6
	404.4 – 420.4

	out‑of‑band (a)
	0.1 ‑ < 390.4
	0.1 ‑ < 374.4
	0.1 ‑ < 420.4
	0.1 ‑ < 404.4

	out‑of‑band (b)
	N/A
	N/A
	N/A
	N/A

	out‑of band (c)
	N/A
	N/A
	N/A
	N/A

	out‑of band (d)
	> 405.6 ‑ 12,750
	> 390.4 ‑ 12,750
	> 435.6 ‑ 12,750
	> 420.4 ‑ 12,750


NOTE:
Although the T-GSM 380 and T-GSM 410 bands are 10 MHz wide, because a transition band of at least 2 MHz is needed, a maximum allocation is limited to approximately 8 MHz within the 10 MHz band. The allocated frequencies may be selected from any part of the band consistent with this transition band.

	Frequency
	Frequency range (MHz)
	Frequency range (MHz)

	band
	GSM 710
	GSM 750

	
	MS
	BTS
	MS
	BTS

	in‑band
	678 - 728
	716 – 776
	727 - 777
	762 – 812

	out‑of‑band (a)
	0,1 ‑ < 678
	0,1 ‑ < 716
	0,1 ‑ < 727
	0,1 ‑ < 762

	out‑of‑band (b)
	N/A
	N/A
	N/A
	N/A

	out‑of band (c)
	N/A
	N/A
	N/A
	N/A

	out‑of band (d)
	> 728‑ 12,750
	> 776 - 12,750
	> 777‑ 12,750
	> 812 - 12,750


The reference sensitivity performance as specified in tables 1, 1a, 1b, 1c, 1d and 1e shall be met when the following signals are simultaneously input to the receiver:

‑
for all cases except GSM 700 normal BTS, GSM 850 normal BTS, MXM 850 normal BTS and MXM 1900 normal BTS, a useful signal, modulated with the relevant supported modulation (GMSK or 8-PSK), at frequency fo, 3 dB above the reference sensitivity level or input level for reference performance, whichever applicable, as specified in subclause 6.2;

· for GSM 700 normal BTS, GSM 850 normal BTS, MXM 850 normal BTS and MXM 1900 normal BTS a useful signal, modulated with the relevant supported modulation (GMSK or 8-PSK), at frequency fo, 1 dB above the reference sensitivity level or input level for reference performance, whichever applicable, as specified in subclause 6.2;

‑
a continuous, static sine wave signal at a level as in the table below and at a frequency (f) which is an integer multiple of 200 kHz. For GSM 700 normal BTS, GSM 850 normal BTS, MXM 850 normal BTS and MXM 1900 normal BTS at inband frequency offsets ( 3 000 kHz this signal is GMSK modulated by any 148‑bit sequence of the 511‑bit pseudo random bit sequence, defined in CCITT Recommendation O.153 fascicle IV.4,
with the following exceptions, called spurious response frequencies:

a)
GSM 900 MS and BTS, GSM 850 MS and BTS, MXM 850 BTS, and GSM 700 MS and BTS: in band, for a maximum of six occurrences (which if grouped shall not exceed three contiguous occurrences per group);


DCS 1 800, PCS 1 900 MS and BTS and MXM 1900 BTS: in band, for a maximum of twelve occurrences (which if grouped shall not exceed three contiguous occurrences per group);


GSM 400 MS and BTS: in band, for a maximum of three occurrences;

b)
out of band, for a maximum of 24 occurrences (which if below f0 and grouped shall not exceed three contiguous occurrences per group).

where the above performance shall be met when the continuous sine wave signal (f) is set to a level of 70 dBµV (emf) (i.e. ‑43 dBm).

NOTE: 
For testing reasons, a MXM 1900 normal BTS fulfilling the PCS 1900 normal BTS requirements in this paragraph may be considered fulfilling the requirements for MXM 1900 normal BTS.

	Frequency
	GSM 400, T-GSM 810, P-, E- and R-GSM 900


	DCS 1 800 & PCS 1 900



	band
	other MS
	small MS
	BTS
	MS
	BTS

	
	dBµV
	dBm
	dBµV
	dBm
	dBµV
	dBm
	dBµV
	dBm
	dBµV
	dBm

	
	(emf)
	
	(emf)
	
	(emf)
	
	(emf)
	
	(emf)
	

	in‑band
	
	
	
	
	
	
	
	
	
	

	600 kHz
( |f‑fo | < 800 kHz
	75
	‑38
	70
	‑43
	87
	‑26
	70
	‑43
	78
	‑35

	800 kHz
( |f‑fo | < 1,6 MHz
	80
	‑33
	70
	‑43
	97
	‑16
	70
	‑43
	88
	‑25

	1,6 MHz
( |f‑fo | < 3 MHz
	90
	‑23
	80
	‑33
	97
	‑16
	80
	‑33
	88
	‑25

	3 MHz 
( |f‑fo | 
	90
	‑23
	90
	‑23
	100
	‑13
	87
	‑26
	88
	‑25

	out‑of‑band
	
	
	
	
	
	
	
	
	
	

	(a)
	113
	0
	113
	0
	121
	8
	113
	0
	113
	0

	(b)
	‑
	‑
	‑
	‑
	‑
	‑
	101
	‑12
	‑
	‑

	(c)
	‑
	‑
	‑
	‑
	‑
	‑
	101
	‑12
	‑
	‑

	(d)
	113
	0
	113
	0
	121
	8
	113
	0
	113
	0

	NOTE:
For definition of small MS, see subclause 1.1.


The following exceptions to the level of the sine wave signal (f) in the above table shall apply:

	for E-GSM MS, in the band 905 MHz to 915 MHz
	‑5 dBm

	for T-GSM 900 MS, in the band 870 MHz to 900 MHz
	- 9 dBm

	for R-GSM 900 MS, in the band 880 MHz to 915 MHz
	‑5 dBm

	for R-GSM 900 small MS, in the band 876 MHz to 915 MHz
	‑7 dBm

	for GSM 450 small MS, in the band 450,4 MHz to 457,6 MHz
	‑5 dBm

	for GSM 480 small MS, in the band 478,8 MHz to 486 MHz
	‑5 dBm

	for T-GSM 810 small MS, in the band 811 MHz to 821 MHz
	‑5 dBm

	for GSM 900 and E-GSM 900 BTS, in the band 925 MHz to 935 MHz
	0 dBm

	for R-GSM 900 BTS at offsets 600 kHz <= abs (f-f0) < 3 MHz, in the band 876 MHz to 880 MHz
	Level reduced by 5 dB


The following table gives the figures for the small MS for the T-GSM 380 and T-GSM 410 bands:

	Frequency band
	T-GSM 380 and T-GSM 410 

small MS

	
	dBµV (emf)
	dBm

	in-band
	
	

	600 kHz
( |f-fo| < 800 kHz
	70
	-43

	800 kHz
( |f-fo| < 1,6 MHz
	70
	-43

	1,6 MHz
( |f-fo| < 3 MHz
	80
	-33

	3 MHz 
( |f-fo| 
	90
	-23

	out-of-band
	
	

	(a)
	90
	-23

	(b)
	-
	-

	(c)
	-
	-

	(d)
	90
	-23


	Frequency
	GSM 850 & GSM 700 MS
	GSM 850 & MXM 850 & GSM 700 BTS
	MXM 1900 BTS

	band
	dBµV
	dBm
	dBµV
	dBm
	dBµV
	dBm

	
	(emf)
	
	(emf)
	
	(emf)
	

	in‑band
	
	
	
	
	
	

	600 kHz
( |f‑fo | < 800 kHz
	70
	‑43
	76
	‑37
	70
	‑43

	800 kHz
( |f‑fo | < 1,6 MHz
	70
	‑43
	78
	‑35
	75
	‑38

	1,6 MHz
( |f‑fo | < 3 MHz
	80
	‑33
	80
	‑33
	80
	‑33

	3 MHz 
( |f‑fo |
	90
	‑23
	80
	‑33
	80
	‑33

	out‑of‑band
	
	
	
	
	
	

	(a)
	113
	0
	121
	8
	113
	0

	(b)
	‑
	‑
	‑
	‑
	‑
	‑

	(c)
	‑
	‑
	‑
	‑
	‑
	‑

	(d)
	113
	0
	121
	8
	113
	0


The blocking characteristics of the micro‑BTS receiver are specified for in‑band and out‑of‑band performance. The out‑of‑band blocking remains the same as a normal BTS and the in-band blocking performance shall be no worse than in the table below.

	Frequency band


	GSM 900, GSM 850 MXM 850 and GSM 700 micro and pico‑BTS
	DCS 1 800, PCS 1900 and

MXM 1900

micro and pico‑BTS

	
	M1
	M2
	M3
	P1
	M1
	M2
	M3
	P1

	
	(dBm)
	(dBm)
	(dBm)
	(dBm)
	(dBm)
	(dBm)
	(dBm)
	(dBm)

	in‑band
	
	
	
	
	
	
	
	

	600 kHz
( |f‑f0| < 800 kHz
	‑31
	‑26
	‑21
	‑34
	‑40
	‑35
	‑30
	-41

	800 kHz
( |f‑f0| < 1,6 MHz
	‑21
	‑16
	‑11
	‑34
	‑30
	‑25
	‑20
	-41

	1,6 MHz
( |f‑f0| < 3 MHz
	‑21
	‑16
	‑11
	‑26
	‑30
	‑25
	‑20
	-31

	3 MHz
( |f‑f0| 
	‑21
	‑16
	‑11
	‑18
	‑30
	‑25
	‑20
	-23


The blocking performance for the pico-BTS attempts, for the scenario of a close proximity uncoordinated MS, to balance the impact due to blocking by the MS with that due to wideband noise overlapping the wanted signal.
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