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************** Next change*********************
9.1
BSSMAP-LE PERFORM LOCATION REQUEST message

This message is sent to request a location estimate for a target MS and contains sufficient information to enable location according to the required QoS using any positioning method supported by the PLMN and, where necessary, MS. The message is also used to request LCS assistance data transfer to an MS or request a deciphering keys for LCS broadcast assistance data The message can be sent from the BSS or the GANC to the SMLC.

Table 9.1: BSSMAP-LE PERFORM LOCATION REQUEST message content

	Information element
	Type/Reference
	Presence
	Format
	Length in octets

	Message type
	Message Type
	M
	V
	1

	Location Type
	Location Type
	M
	TLV
	 3-4

	Cell Identifier
	Cell Identifier
	M
	TLV
	3-10

	Classmark Information Type 3
	Classmark Information Type 3
	O
	TLV
	2-n

	LCS Client Type
	LCS Client Type
	C
	TLV
	3

	Chosen Channel
	Chosen Channel
	O
	TLV
	2-n

	LCS Priority
	LCS Priority
	O
	TLV
	3

	LCS QoS
	LCS QoS
	O
	TLV
	6

	Requested GPS Assistance Data
	Requested GPS Assistance Data
	O
	TLV
	3-n

	BSSLAP APDU
	APDU
	O
	TLV
	2-n

	LCS Capability
	LCS Capability
	O
	TLV
	3-n

	Packet Measurement Report
	Packet Measurement Report
	O
	TLV
	2-n

	Measured Cell Identity List
	Cell Identity List
	O
	TLV
	6-n

	GANC request flag
	GANC request flag
	O
	TV
	2


(…)

9.1.12
GANC request flag

This flag shall be present when the GANC sends a BSSMAP-LE PERFORM LOCATION REQUEST to the SMLC.

When the GANC request flag is present and indicates the location requests is sent by a GANC, then the SMLC may send a BSSLAP GAN Position Request to the GANC, as described in TS 48.071.

This flag shall not be present when the location request is sent by a BSS. In this case the SMLC sends the appropriate message to the BSS.
************** Next change*********************
9.2
BSSMAP-LE PERFORM LOCATION RESPONSE message

This message is sent in response to a BSSMAP-LE Perform Location Request to return a successful location estimate for a target MS or to indicate some failure in obtaining this. The message is also sent in response to a BSSMAP-LE Perform Location Request to return deciphering keys or an indication that LCS assistance data has been successfully delivered to an MS. The message can be sent from the SMLC to the BSS or to the GANC. 

Table 9.2: BSSMAP-LE PERFORM LOCATION RESPONSE message content

	Information element
	Type/Reference
	Presence
	Format
	Length in octets

	Message type
	Message Type
	M
	V
	1

	Location Estimate
	Geographic Location
	C
	TLV
	2-22

	Positioning Data
	Positioning Data
	O
	TLV
	2-n

	Deciphering Keys 
	Deciphering Keys 
	O
	TLV
	17

	LCS Cause
	LCS Cause
	O
	TLV
	3-4


************** Next change*********************
10.2
Information Element Identifiers

The next list shows the coding of the Information Element Identifiers used in the present document.

Table 10.2: Information Element Identifier coding

	8 7 6 5 4 3 2 1
	Information element
	Reference

	0 0 1 1 1 1 1 0
	LCS QoS
	10.16

	0 1 0 0 0 0 1 1
	LCS Priority
	10.15

	0 1 0 0 0 1 0 0
	Location Type
	10.18

	0 1 0 0 0 1 0 1
	Geographic Location
	10.9

	0 1 0 0 0 1 1 0
	Positioning Data
	10.20

	0 1 0 0 0 1 1 1
	LCS Cause
	10.13

	0 1 0 0 1 0 0 0
	LCS Client Type
	10.14

	0 1 0 0 1 0 0 1
	APDU
	10.3

	0 1 0 0 1 0 1 0
	Network Element Identity
	10.19

	0 1 0 0 1 0 1 1
	Requested GPS Assistance Data
	10.10

	0 1 0 0 1 1 0 0
	Deciphering Keys
	10.8

	0 1 0 0 1 1 0 1
	Return Error Request
	10.21

	0 1 0 0 1 1 1 0
	Return Error Cause
	10.22

	0 1 0 0 1 1 1 1
	Segmentation
	10.24

	0 0 0 1 0 0 1 1
	Classmark Information Type 3
	10.7

	0 0 0 0 0 1 0 0
	Cause
	10.4

	0 0 0 0 0 1 0 1
	Cell Identifier
	10.5

	0 0 1 0 0 0 0 1
	Chosen Channel
	10.6

	0 0 0 0 0 0 0 0
	Reserved (note)
	

	0 0 0 0 0 0 0 1
	Reserved (note)
	

	0 0 0 0 0 0 1 0
	Reserved (note)
	

	0 0 0 0 0 0 1 1
	Reserved (note)
	

	0 0 0 0 0 1 0 0
	Reserved (note)
	

	0 1 0 1 0 0 0 0
	LCS Capability
	10.26

	0 1 0 1 0 0 0 1
	Packet Measurement Report
	10.27

	0 1 0 1 0 0 1 0
	Cell Identity List
	10.X

	0 1 0 1 0 0 1 1
	GANC request flag
	10.29

	NOTE:
These values of the codepoints shall not be used as they were used in an earlier version of the protocol.


************** Next change*********************
10.29
GANC request flag

The GANC request flag indicates to the SMLC whether the location request is sent by a GANC or not.
	
	8
	7
	6
	5
	4
	3
	2
	1

	Octet 1
	IEI

	Octet 2
	Spare
	GAN flag


Figure 10.29.1: GANC request flag IE

Coding of GANC request flag (octet 2 – bit 1):

0
The location request is not sent by a GANC.

1

The location request is sent by a GANC.
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