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10.1
Messages for Generic Resources management

Table 10.1.1summarizes the messages for Generic Resources management.

Table 10.1.1: Messages for Unlicensed Radio Resources management

	Discovery messages:
	Reference

	 GA-RC DISCOVERY REQUEST
	10.1.2

	 GA-RC DISCOVERY ACCEPT
	10.1.3

	 GA-RC DISCOVERY REJECT
	10.1.4

	Registration messages:
	Reference

	 GA-RC REGISTER REQUEST
	10.1.5

	 GA-RC REGISTER ACCEPT
	10.1.6

	 GA-RC REGISTER REDIRECT
	10.1.7

	 GA-RC REGISTER REJECT
	10.1.8

	 GA-RC DEREGISTER
	10.1.9

	 GA-RC REGISTER UPDATE UPLINK
	10.1.10

	 GA-RC REGISTER UPDATE DOWNLINK
	10.1.11

	GA-CSR connection establishment messages:
	Reference

	 GA-CSR REQUEST
	10.1.12

	 GA-CSR REQUEST ACCEPT
	10.1.13

	 GA-CSR REQUEST REJECT
	10.1.24

	Ciphering messages:
	Reference

	 GA-CSR CIPHERING MODE COMMAND
	10.1.35

	 GA-CSR CIPHERING MODE COMPLETE
	10.1.36

	Traffic Channel establishment messages:
	Reference

	 GA-CSR ACTIVATE CHANNEL
	10.1.15

	 GA-CSR ACTIVATE CHANNEL ACK
	10.1.16

	 GA-CSR ACTIVATE CHANNEL COMPLETE
	10.1.18

	 GA-CSR ACTIVATE CHANNEL FAILURE
	10.1.17

	 GA-CSR CHANNEL MODE MODIFY
	10.1.40

	 GA-CSR CHANNEL MODE MODIFY ACKNOWLEDGE
	10.1.41

	Channel release messages:
	Reference

	 GA-CSR RELEASE
	10.1.19

	 GA-CSR RELEASE COMPLETE
	10.1.20

	 GA-CSR CLEAR REQUEST
	10.1.37

	Handover messages:
	Reference

	 GA-CSR HANDOVER ACCESS
	10.1.29

	 GA-CSR HANDOVER COMPLETE
	10.1.30

	 GA-CSR UPLINK QUALITY INDICATION
	10.1.31

	 GA-CSR HANDOVER INFORMATION
	10.1.32

	 GA-CSR HANDOVER COMMAND
	10.1.33

	 GA-CSR HANDOVER FAILURE
	10.1.34

	Paging messages:
	Reference

	 GA-CSR PAGING REQUEST
	10.1.21

	 GA-CSR PAGING RESPONSE
	10.1.22

	Miscellaneous message:
	Reference

	 GA-CSR UPLINK DIRECT TRANSFER
	10.1.23

	 GA-CSR DOWNLINK DIRECT TRANSFER
	10.1.25

	 GA-CSR CLASSMARK ENQUIRY
	10.1.26

	 GA-CSR CLASSMARK CHANGE
	10.1.27

	 GA-CSR STATUS
	10.1.28

	 GA-RC KEEP ALIVE
	10.1.14

	 GA-CSR GPRS SUSPENSION REQUEST
	10.1.38

	 GA-RC SYNCHRONIZATION INFORMATION
	10.1.39

	 GA-RC CELL BROADCAST INFO
	10.1.14a

	GA-CSR UTRAN CLASSMARK CHANGE
	10.1.42


10.1.1
void
10.1.2
GA-RC DISCOVERY REQUEST

The MS transmits this message to the Provisioning GANC in order to obtain the address information of a Default GANC.

Direction:
MS to GANC

Table 10.1.2.1: GA-RC DISCOVERY REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC DISCOVERY REQUEST Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	1
	IMSI
	Mobile Identity
11.2.1
	M
	TLV
	10
	
	

	2
	GAN Release Indicator
	GAN Release Indicator
11.2.2
	M
	TLV
	3
	
	

	7
	GAN Classmark
	GAN Classmark
11.2.7
	M
	TLV
	4
	
	

	3
	AP Radio Identity
	Radio Identity
11.2.3
	C
	TLV
	9
	
	

	6
	GERAN/UTRAN coverage Indication
	GERAN/UTRAN coverage Indicator
11.2.6
	M
	TLV
	3
	
	

	4
	GERAN Cell Identity
	GERAN Cell Identity
11.2.4
	C
	TLV
	4
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	C
	TLV
	n
	
	

	41
	Routing Area Code
	Routing Area Code
11.2.41
	C
	TLV
	n
	
	

	21
	Register Reject Cause
	Register reject Cause
11.2.21
	C
	TLV
	3
	
	

	11
	Redirection Counter
	Redirection Counter
11.2.11
	C
	TLV
	3
	
	

	9
	Default GANC-SEGW IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	10
	Default GANC-SEGW FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	97
	Default GANC IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	98
	Default GANC FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	73
	3G Cell Identity
	3G Cell Identity
11.2.71
	C
	TLV
	6
	
	


10.1.3
GA-RC DISCOVERY ACCEPT

The Provisioning GANC sends information of the Default GANC and SEGW associated with the Default GANC the MS should use.

Direction:
GANC to MS

Table 10.1.3.1: GA-RC DISCOVERY ACCEPT message content`

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC DISCOVERY ACCEPT Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	9
	Default GANC-SEGW IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	10
	Default GANC-SEGW FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	97
	Default GANC IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	98
	Default GANC FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	103 
	GANC TCP port number
	Communication port
11.2.25
	O
	TLV
	4
	
	


10.1.4
GA-RC DISCOVERY REJECT

The Provisioning GANC rejects the Discovery Request from the MS.

Direction:
GANC to MS

Table 10.1.4.1: GA-RC DISCOVERY REJECT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC DISCOVERY REJECT Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	12
	Discovery Reject Cause
	Discovery Reject Cause
11.2.12
	M
	TLV
	3
	
	

	24
	TU3902 Timer
	TU3902 Timer

11.2.24
	C
	TLV
	4
	
	


10.1.5
GA-RC REGISTER REQUEST

The MS registers with the GANC in order to establish a MS context in the GANC and receive the needed GAN system information. The MS also uses this message to request a list of PLMN identities, when the MS is in manual PLMN selection mode.

Direction:
MS to GANC

Table 10.1.5.1: GA-RC REGISTER REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC REGISTER REQUEST message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	1
	IMSI
	Mobile Identity
11.2.1
	M
	TLV
	10
	
	

	2
	GAN Release Indicator
	GAN Release Indicator
11.2.2
	M
	TLV
	3
	
	

	7
	GAN Classmark
	GAN Classmark
11.2.7
	M
	TLV
	4
	
	

	3
	AP Radio Identity
	Radio Identity
11.2.3
	C
	TLV
	9-n
	
	

	96
	MS Radio identity
	Radio Identity
11.2.3
	M
	TLV
	9-n
	
	

	17
	GSM RR/UTRAN RRC State
	GSM RR/ UTRAN RRC State
11.2.17
	M
	TLV
	3
	
	

	6
	Coverage Indication
	GERAN/UTRAN coverage Indicator
11.2.6
	M
	TLV
	3
	
	

	4
	GERAN Cell Identity
	GERAN Cell Identity
11.2.4
	C
	TLV
	4
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	C
	TLV
	7
	
	

	41
	Routing Area Code
	Routing Area
Code

11.2.41
	C
	TLV
	3
	
	

	8
	Geographic Location
	Geographical Location
11.2.8
	O
	TLV
	9-n
	
	

	42
	AP location
	AP Location
11.2.42
	O
	TLV
	7-n
	
	

	21
	Register Reject Cause
	Register reject Cause
11.2.21
	C
	TLV
	3
	
	

	11
	Redirection Counter
	Redirection Counter
11.2.11
	C
	TLV
	3
	
	

	9
	Last GANC-SEGW IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	10
	Last GANC-SEGW FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	97
	Last GANC IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	98
	Last GANC FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	61
	AP Service Name
	AP Service Name
11.2.61
	C
	TLV
	4-67
	
	

	68
	Registration indicators
	Registration
Indicators
11.2.68
	C
	TLV
	3
	
	

	69
	GAN PLMN List
	GAN PLMN List
11.2.69
	C
	TLV
	n
	
	

	71
	Required GAN Services
	Required GAN Services
11.2.71
	O
	TLV
	3
	
	

	73
	3G Cell Identity
	3G Cell Identity
11.2.73
	C
	TLV
	6
	
	


10.1.6
GA-RC REGISTER ACCEPT

The GANC provides system information to the MS using this message. The contents of this message are a collection of IEs from system information 3 and 13 of GERAN specifications plus some additions.

Direction: GANC to MS

Table 10.1.6.1: GA-RC REGISTER ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC REGISTER ACCEPT message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	4
	Cell Identity
	Cell Identity
11.2.4
	M
	TLV
	4
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	M
	TLV
	7
	
	

	14
	GANC Control Channel Description
	GAN Control Channel Description
11.2.14
	M
	TLV
	8
	
	

	23
	TU3910 Timer
	TU3910 Timer
11.2.23
	M
	TLV
	4
	
	

	22
	TU3906 Timer
	TU3906 Timer
11.2.22
	M
	TLV
	4
	
	

	19
	GAN Band
	GAN Band
11.2.19
	M
	TLV
	3
	
	

	37
	TU3920 Timer
	TU3920 Timer
11.2.37
	M
	TLV
	4
	
	

	13
	GANC Cell Description
	GAN Cell Description

11.2.13
	O
	TLV
	4
	
	

	43
	TU4001 Timer
	TU4001 Timer
11.2.43
	C
	TLV
	4
	
	

	60
	TU4003 Timer
	TU4003 Timer
11.2.60
	C
	TLV
	4
	
	

	44
	Location Status
	Location Status
11.2.44
	O
	TLV
	3
	
	

	62
	GAN Service Zone Information 
	GAN Service Zone Information
11.2.62
	O
	TLV
	5-36
	
	

	67
	Serving GANC table indicator
	Serving GANC table indicator
11.2.67
	O
	TLV
	3
	
	


10.1.7
GA-RC REGISTER REDIRECT

The GANC may use this message to redirect the MS to another GANC. In this case the message will contain the Serving GANC-SEGW and Serving GANC information. The message may also contain information about one or more PLMN identities where the MS may be served while in GAN coverage.

Direction:
GANC to MS

Table 10.1.7.1: GA-RC REGISTER REDIRECT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC REGISTER REDIRECT Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	9
	Serving GANC-SEGW IP address
	IP Address

11.2.9
	C
	TLV
	7-19
	
	

	10
	Serving GANC-SEGW FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	97
	Serving GANC IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	98
	Serving GANC FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	103
	Serving GANC TCP port number
	Communication port
11.2.25
	O
	TLV
	4
	
	

	67
	Serving GANC table indicator
	Serving GANC table indicator
11.2.67
	M
	TLV
	3
	
	

	69
	GAN PLMN List
	GAN PLMN List
11.2.69
	C
	TLV
	n
	
	


10.1.8
GA-RC REGISTER REJECT

The GAN uses this message to reject the registration request from a MS. 

Direction:
GANC to MS

Table 10.1.8.1: GA-RC REGISTER REJECT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC REGISTER REJECT Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	21
	Register Reject Cause
	Register Reject Cause
11.2.21
	M
	TLV
	3
	
	

	16
	TU3907 Timer
	TU3907 Timer
11.2.16
	C
	TLV
	4
	
	

	58
	Location Black List indicator
	Location Black List indicator
11.2.58
	C
	TLV
	3
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	C
	TLV
	7
	
	


10.1.9
GA-RC DEREGISTER

The GANC on receiving this message removes all contexts associated with the MS in the GANC. The MS on receiving this message releases all GA-RC, GA-CSR and GA-PSR resources.

Direction: MS to GANC, GANC to MS 

Table 10.1.9.1: GA-RC DEREGISTER message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC DEREGISTER Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	21
	Register Reject Cause 
	Register Reject Cause
11.2.21
	M
	TLV
	3
	
	

	58
	Location Black List indicator
	Location Black List indicator
11.2.58
	C
	TLV
	3
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	C
	TLV
	7
	
	


10.1.10
GA-RC REGISTER UPDATE UPLINK

The MS shall send this message when it needs to update the GAN with the updated AP and GSM cell identities.

Direction:
MS to GAN

Table 10.1.10.1: GA-RC REGISTER UPDATE UPLINK message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC REGISTER UPDATE UPLINK message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	3
	AP Radio Identity
	Radio Identity
11.2.3
	O
	TLV
	9
	
	

	6
	Coverage Indication
	GERAN/UTRAN coverage Indicator
11.2.6
	O
	TLV
	3
	
	

	4
	GERAN Cell Identity
	GERAN Cell Identity
11.2.4
	C
	TLV
	4
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	C
	TLV
	7
	
	

	41
	Routing Area Code
	Routing Area Code
11.2.41
	C
	TLV
	3
	
	

	8
	Geographic Location
	Geographical Location
11.2.8
	O
	TLV
	9-n
	
	

	42
	AP Location
	AP Location
11.2.42
	O
	TLV
	7-n
	
	

	71
	Required GAN Services
	Required GAN Services
11.2.71
	O
	TLV
	3
	
	

	73
	3G Cell Identity
	3G Cell Identity
11.2.73
	C
	TLV
	6
	
	

	61
	AP Service Name
	AP Service Name
11.2.61
	C
	TLV
	4-67
	
	


10.1.11
GA-RC REGISTER UPDATE DOWNLINK

The network sends this message to the MS to indicate change in GAN system information or MS location status.

Direction:
GANC to MS

Table 10.1.11.1: GA-RC REGISTER UPDATE DOWNLINK message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC REGISTER UPDATE DOWNLINK message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	4
	Cell Identity
	Cell Identity
11.2.4
	O
	TLV
	4
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	O
	TLV
	7
	
	

	14
	GANC Control Channel Description
	GAN Control Channel Description
11.2.14
	O
	TLV
	8
	
	

	23
	TU3910 Timer
	TU3910 Timer
11.2.23
	O
	TLV
	4
	
	

	22
	TU3906 Timer
	TU3906 Timer
11.2.22
	O
	TLV
	4
	
	

	19
	GAN Band
	GAN Band
11.2.19
	O
	TLV
	3
	
	

	37
	TU3920 Timer
	TU3920 Timer
11.2.37
	O
	TLV
	4
	
	

	13
	GANC Cell Description
	GAN Cell Description
11.2.13
	O
	TLV
	4
	
	

	43
	TU4001 Timer
	TU4001 Timer
11.2.43
	O
	TLV
	4
	
	

	60
	TU4003 Timer
	TU4003 Timer
11.2.60
	O
	TLV
	4
	
	

	44
	Location Status
	Location Status
11.2.44
	O
	TLV
	3
	
	

	62
	GAN Service Zone Information 
	GAN Service Zone Information
11.2.62
	O
	TLV
	5-36
	
	


10.1.12
GA-CSR REQUEST

The MS sends this message to the network to establish the GA-CSR Connection.

Direction:
MS to GANC

Table 10.1.12.1: GA-CSR REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR REQUEST message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	50
	Establishment Cause
	Establishment Cause
11.2.50
	M
	TLV
	3
	
	


10.1.13
GA-CSR REQUEST ACCEPT

The GANC sends this message to the MS to indicate that is has accepted the establishment of the GA-CSR Connection.

Direction:
GANC to MS

Table 10.1.13.1: GA-CSR REQUEST ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR REQUEST ACCEPT message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	


10.1.14
GA-RC KEEP ALIVE

The MS sends this message to the GANC.

Direction:
MS to GANC

Table 10.1.14.1: GA-RC KEEP ALIVE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC KEEP ALIVE Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	


10.1.14a
GA-RC CELL BROADCAST INFO

The GANC sends this message to the MS.

Direction:
GANC to MS

Table 10.1.14.1: GA-RC CELL BROADCAST INFO message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC CELL BROADCAST INFO Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	72
	Broadcast Container
	Broadcast container
11.2.72
	M
	TLV
	n-m
	
	


10.1.15
GA-CSR ACTIVATE CHANNEL
The GANC uses this message to establish a traffic channel on GAN.

Direction:
GANC to MS

Table 10.1.15.1: GA-CSR ACTIVATE CHANNEL message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR ACTIVATE CHANNEL message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	27
	Channel Mode
	Channel Mode
11.2.27
	M
	TLV
	3
	
	

	53
	Sample Size
	Sample Size
11.2.53
	M
	TLV
	3
	
	CS payload sample size in ms

	97
	IP Address
	IP Address
11.2.9
	M
	TLV
	7-19
	
	

	104
	RTP UDP Port
	Communication Port
11.2.25
	M
	TLV
	4
	
	

	54
	Payload Type
	Payload Type
11.2.54
	O
	TLV
	3
	
	

	55
	Multi-rate Configuration
	Multi-rate Configuration
11.2.55
	C
	TLV
	3-n
	
	

	63
	RTP Redundancy Configuration
	RTP Redundancy Configuration
11.2.63
	C
	TLV
	3-6
	
	

	105
	RTCP UDP Port
	Communication Port
11.2.25
	O
	TLV
	4
	
	


10.1.16
GA-CSR ACTIVATE CHANNEL ACK

The MS indicates the communication port information for the downlink stream to the Serving GANC.

Direction:
MS to GANC

Table 10.1.16.1: GA-CSR ACTIVATE CHANNEL ACK message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR ACTIVATE CHANNEL ACK message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	104
	RTP UDP Port
	Communication Port
11.2.25
	M
	TLV
	4
	
	

	53
	Sample Size
	Sample Size
11.2.53
	M
	TLV
	3
	
	CS payload sample size in ms

	54
	Payload Type
	Payload Type
11.2.54
	O
	TLV
	3
	
	

	105
	RTCP UDP Port
	Communication Port
11.2.25
	O
	TLV
	4
	
	


10.1.17
GA-CSR ACTIVATE CHANNEL FAILURE

The MS indicates failure to establish the channel to the GANC.

Direction:
MS to GANC

Table 10.1.17.1: GA-CSR ACTIVATE CHANNEL FAILURE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length ndicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR ACTIVATE CHANNEL FAILURE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR cause
	RR cause
11.2.29
	M
	TLV
	3
	
	


10.1.18
GA-CSR ACTIVATE CHANNEL COMPLETE

The Serving GANC acknowledges completion of the traffic channel establishment.
Direction:
GANC to MS

Table 10.1.18.1: GA-CSR ACTIVATE CHANNEL COMPLETE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR ACTIVATE CHANNEL COMPLETE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	


10.1.19
GA-CSR RELEASE

This message is used to instruct the MS to release all GA-CSR related resources associated with the connection to the Serving GANC.

Direction:
GANC to MS

Table 10.1.19.1: GA-CSR RELEASE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR RELEASE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR cause
	RR cause
11.2.29
	M
	TLV
	3
	
	

	31
	GPRS Resumption
	GPRS Resumption
11.2.31
	O
	TLV
	3
	
	


10.1.20
GA-CSR RELEASE COMPLETE

The MS acknowledges release of all GA-CSR related resources to the Serving GANC.

Direction:
MS to GANC

Table 10.1.20.1: GA-CSR RELEASE COMPLETE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR RELEASE COMPLETE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	


10.1.21
GA-CSR PAGING REQUEST

Direction:
GANC to MS

Table 10.1.21.1: GA-CSR PAGING REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR PAGING REQUEST message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	51
	Channel Needed
	Channel Needed
11.2.51
	M
	TLV
	3
	
	

	1
	TMSI or IMSI 
	Mobile Identity
11.2.1
	M
	TLV
	7-10
	
	


10.1.22
GA-CSR PAGING RESPONSE

The MS responds to the page using this message.

Direction:
MS to GANC

Table 10.1.22.1: GA-CSR PAGING RESPONSE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR PAGING RESPONSE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	48
	Ciphering Key Sequence Number
	Ciphering Key Sequence Number
11.2.48
	M
	TLV
	3
	
	

	28
	Mobile Station Classmark 2
	Mobile Station Classmark 2 11.2.28
	M
	TLV
	5
	
	

	1
	Mobile Identity
	Mobile Identity
11.2.1
	M
	TLV
	7-10
	
	

	50
	Establishment Cause
	Establishment
Cause
11.2.50
	M
	TLV
	3
	
	


10.1.23
GA-CSR UPLINK DIRECT TRANSFER

The MS communicates with the CN by encapsulating CC/MM/SS/SMS messages in this container.

Direction:
MS to GANC

Table 10.1.23.1: GA-CSR UPLINK DIRECT TRANSFER message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR UPLINK DIRECT TRANSFER message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	26
	L3 message
	L3 Message
11.2.26
	M
	TLV
	Var. Length
	
	

	49
	SAPI ID
	SAPI ID
11.2.49
	M
	TLV
	3
	
	


10.1.24
GA-CSR REQUEST REJECT

The GANC sends this message to the MS to indicate that is has rejected the establishment of the GA-CSR Connection.

Direction:
GANC to MS

Table 10.1.24.1: GA-CSR REQUEST REJECT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR REQUEST
REJECT message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR cause
	RR cause
11.2.29
	M
	TLV
	3
	
	


10.1.25
GA-CSR DOWNLINK DIRECT TRANSFER

The CN communicates with the MS by encapsulating CC/MM/SS/SMS messages in this container.

Direction:
GANC to MS

Table 10.1.25.1: GA-CSR DOWNLINK DIRECT TRANSFER message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR DOWNLINK DIRECT TRANSFER message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	26
	L3 message
	L3 Message
11.2.26
	M
	TLV
	Var. Length
	
	


10.1.26
GA-CSR CLASSMARK ENQUIRY

The CN obtains classmark information of the mobile through this enquiry message.

Direction:
GANC to MS

Table 10.1.26.1: GA-CSR CLASSMARK ENQUIRY message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR CLASSMARK ENQUIRY message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	65
	Classmark Enquiry Mask
	Classmark Enquiry Mask
11.2.65
	O
	TLV
	3
	
	


10.1.27
GA-CSR CLASSMARK CHANGE

The MS sends classmark information indicating it's capabilities to the network using this message.

Direction:
MS to GANC

Table 10.1.27.1: GA-CSR CLASSMARK CHANGE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR CLASSMARK CHANGE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	


	28
	Mobile Station Classmark 2
	Mobile Station Classmark 2
11.2.28
	M
	TLV
	5
	
	

	56
	Additional Mobile Station Classmark Information
	Mobile Station Classmark 3
11.2.56
	C
	TLV
	3-14
	
	


10.1.28
GA-CSR STATUS 

The MS communicates to the GANC various error conditions.

Direction:
MS to GANC

Table 10.1.28.1: GA-CSR STATUS message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR STATUS message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR Cause
	RR Cause
11.2.29
	M
	TLV
	3
	
	

	52
	PDU in Error
	PDU in Error
11.2.52
	M
	TLV
	4 – (max PDU size-7)
	
	


10.1.29
GA-CSR HANDOVER ACCESS

Direction:
MS to GANC

Table 10.1.29.1: GA-CSR HANDOVER ACCESS message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR HANDOVER ACCESS message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	26
	Handover To GAN Command
	L3 Message
11.2.26
	M
	TLV
	Var. Length
	
	


10.1.30
GA-CSR HANDOVER COMPLETE

Direction:
MS to GANC

Table 10.1.30.1: GA-CSR HANDOVER COMPLETE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator 
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR HANDOVER COMPLETE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	


10.1.31
GA-CSR UPLINK QUALITY INDICATION

The GANC indicates changes in the uplink quality, which may be used by the MS to trigger the handover from GAN procedure.

Direction:
GANC to MS
Table 10.1.31.1: GA-CSR UPLINK QUALITY INDICATION message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR UL QUALITY INDICATION message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	33
	UL Quality Indication
	UL Quality Indication
11.2.33
	M
	V
	3
	
	


10.1.32
GA-CSR HANDOVER INFORMATION

The MS triggers the handover from GAN procedure indicating the list of cell identifiers in the target radio access technology.

Direction:
MS to GANC
Table 10.1.32.1: GA-CSR HANDOVER INFORMATION message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR HANDOVER INFORMATION message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	15
	GERAN Cell Identifier List
	Cell Identifier List
11.2.15
	C
	TLV
	n
	
	

	106
	GERAN Received Signal Level List
	Received Signal Level List
11.2.70
	C
	TLV
	n
	
	

	66
	UTRAN Cell Identifier List
	UTRAN Cell Identifier List
11.2.66
	C
	TLV
	n
	
	

	107
	UTRAN Received Signal Level List
	Received Signal Level List
11.2.70
	C
	TLV
	n
	
	


10.1.33
GA-CSR HANDOVER COMMAND

The  GANC orders the MS to handover from GAN.

Direction:
GANC to MS

Table 10.1.33.1: GA-CSR HANDOVER COMMAND message content 

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR HANDOVER COMMAND message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	32
	Handover From GAN Command
	Handover From GAN Command

11.2.32
	M
	TLV
	n
	
	


10.1.34
GA-CSR HANDOVER FAILURE

The MS indicates a failure to complete the requested handover from GAN.

Direction:
MS to GANC

Table 10.1.34.1: GA-CSR HANDOVER FAILURE message content 

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR HANDOVER FAILURE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR Cause
	RR Cause
11.2.29
	M
	TLV
	3
	
	


10.1.35
GA-CSR CIPHERING MODE COMMAND

The network sends this message to the MS to indicate the ciphering configuration for future handover to GERAN.

Direction:
GANC to MS

Table 10.1.35.1: GA-CSR CIPHERING MODE COMMAND message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR CIPHERING MODE COMMAND message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	30
	Ciphering Mode Setting
	Cipher Mode Setting
11.2.30
	M
	TLV
	3
	
	

	45
	Cipher Response
	Cipher Response
11.2.45
	M
	TLV
	3
	
	

	46
	Random number
	Ciphering Command RAND
11.2.46
	M
	TLV
	18
	
	


10.1.36
GA-CSR CIPHERING MODE COMPLETE

The MS sends this message to the GANC to acknowledge the ciphering configuration as well as to authenticate that the MS holds the correct Kc.

Direction:
MS to GANC

Table 10.1.36.1: GA-CSR CIPHERING MODE COMPLETE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR CIPHERING MODE COMPLETE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	47
	Message Authentication Code
	Ciphering Command MAC
11.2.47
	M
	TLV
	14
	
	

	1
	Mobile Equipment
Identity
	Mobile Identity
11.2.1
	C
	TLV
	11
	
	


10.1.37
GA-CSR CLEAR REQUEST

The MS sends this message to the network to indicate that the network should release the signalling connection and related resources.

Direction:
MS to GANC

Table 10.1.37.1: GA-CSR CLEAR REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR CLEAR REQUEST message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR cause
	RR cause
11.2.29
	M
	TLV
	3
	
	


10.1.38
GA-CSR GPRS SUSPENSION REQUEST

This message is used by the MS to request the suspension of the GPRS downlink data transfer when transitioning to dedicated mode.

Direction:
MS to GANC.
Table 10.1.38.1: GA-CSR GPRS SUSPENSION REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR GPRS SUSPENSION REQUEST message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	34
	TLLI
	TLLI
11.2.34
	M
	TLV
	6
	
	

	36
	Suspension cause
	Suspension Cause
11.2.36
	M
	TLV
	3
	
	

	18
	Routing Area Identification 
	Routing Area Identification
11.2.18
	M
	TLV
	8
	
	


10.1.39
GA-RC SYNCHRONIZATION INFORMATION
This message is sent by the MS after successful re-establishment of the TCP connection as defined in sub-clause 9.5.

Direction:
MS to GANC.
Table 10.1.39.1: GA-RC SYNCHRONIZATION INFORMATION message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC SYNCHRONIZATION INFORMATION message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	1
	IMSI
	Mobile Identity
11.2.1
	M
	TLV
	10
	
	

	20
	GA-RC State
	GA-RC State 
11.2.20
	M
	TLV
	3
	
	


10.1.40
GA-CSR CHANNEL MODE MODIFY

This message is sent by the network to the mobile station to request the setting of the mode for the indicated channel(s).

Table 10.1.40.1: GA-CSR CHANNEL MODE MODIFY message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR CHANNEL MODE MODIFY message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	27
	Channel Mode
	Channel Mode
11.2.27
	O
	TLV
	3
	
	

	55
	Multi-rate Configuration
	Multi-rate Configuration
11.2.55
	C
	TLV
	3-n
	
	

	63
	RTP Redundancy Configuration
	RTP Redundancy Configuration
11.2.63
	C
	TLV
	3-6
	
	

	53
	Sample Size
	Sample Size
11.2.53
	O
	TLV
	3
	
	CS payload sample size in ms

	97
	IP Address
	IP Address
11.2.9
	O
	TLV
	7-19
	
	

	104

	RTP UDP Port
	Communication Port
11.2.25
	O
	TLV
	4
	
	

	105

	RTCP UDP Port
	Communication Port
11.2.25
	O
	TLV
	4
	
	


10.1.41
GA-CSR CHANNEL MODE MODIFY ACKNOWLEDGE

This message is sent by the mobile station to the network to indicate the successful or unsuccessful execution of a channel mode modify request

Table 10.1.41.1: GA-CSR CHANNEL MODE MODIFY ACKNOWLEDGE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR CHANNEL MODE MODIFY ACKNOWLEDGE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	27
	Channel Mode
	Channel Mode
11.2.27
	M
	TLV
	3
	
	

	53
	Sample Size
	Sample Size
11.2.53
	O
	TLV
	3
	
	CS payload sample size in ms


10.1.42
GA-CSR UTRAN CLASSMARK CHANGE

The MS sends UTRAN Classmark information indicating its UTRAN capabilities to the network using this message.

Direction:
MS to GANC

Table 10.1.42.1: GA-CSR UTRAN CLASSMARK CHANGE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR UTRAN CLASSMARK CHANGE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	64
	UTRAN Classmark
	UTRAN Classmark

11.2.64
	M
	TLV
	n
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