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7.8.1
Initiation

The purpose of this procedure is to transfer, upon request from the MS (and under the control of the GAN), a connection between MS and GAN to another radio access technology (e.g. GERAN). 

The procedure is applicable in GA-CSR-DEDICATED state.

The procedure may be initiated by the MS based on:

-
local measurements of GAN coverage signal quality;

-
reception of a GA-CSR UPLINK QUALITY INDICATION message indicating poor uplink quality in the UL Quality Indication IE; If the UL Quality Indication IE indicates "Network problem" a handover out to GERAN or UTRAN should be attempted. In case the UL Quality Indication information element shows "Radio problem" or "Undetermined problem" a search for a new access point should be done before the handover out is initiated.

-
reception of RTCP packets indicating poor uplink quality;

-
excessive loss or delay in the received RTP packets

When the MS decides to trigger the handover from GAN, it shall:

-
send a GA-CSR HANDOVER INFORMATION message to the network including a list of candidate/ target cell identifiers ranked in order of preference which is the most recent list available from the other radio access technology (e.g. GSM RR) and including the received signal strength for each identified GERAN or UTRAN cell.

	Next proposed change


10.1.2
GA-RC DISCOVERY REQUEST

The MS transmits this message to the Provisioning GANC in order to obtain the address information of a Default GANC.

Direction:
MS to GANC

Table 10.1.2.1: GA-RC DISCOVERY REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GAN Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC DISCOVERY REQUEST Message Type
	Message Type
11.1.1.4
	M
	V
	1
	
	

	1
	IMSI
	Mobile Identity
11.2.1
	M
	TLV
	10
	
	

	2
	GAN Release Indicator
	GAN Release Indicator
11.2.2
	M
	TLV
	3
	
	

	7
	GAN Classmark
	GAN Classmark
11.2.7
	M
	TLV
	4
	
	

	3
	AP Radio Identity
	Radio Identity
11.2.3
	C
	TLV
	9
	
	

	6
	GERAN/UTRAN coverage Indication
	GERAN/UTRAN coverage Indicator
11.2.6
	M
	TLV
	3
	
	

	4
	GERAN Cell Identity
	GERAN Cell Identity
11.2.4
	C
	TLV
	4
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	C
	TLV
	n
	
	

	41
	Routing Area Code
	Routing Area Code
11.2.41
	C
	TLV
	n
	
	

	21
	Register Reject Cause
	Register reject Cause
11.2.21
	C
	TLV
	3
	
	

	11
	Redirection Counter
	Redirection Counter
11.2.11
	C
	TLV
	3
	
	

	9
	Default GANC-SEGW IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	10
	Default GANC-SEGW FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	97
	Default GANC IP address
	IP Address
11.2.9
	C
	TLV
	7-19
	
	

	98
	Default GANC FQDN
	Fully Qualified Domain/Host Name
11.2.10
	C
	TLV
	5-258
	
	

	73
	3G Cell Identity
	3G Cell Identity
11.2.73
	C
	TLV
	6
	
	


	Next proposed change


10.1.33
GA-CSR HANDOVER COMMAND

The GANC orders the MS to handover from GAN.

Direction:
GANC to MS

Table 10.1.33.1: GA-CSR HANDOVER COMMAND message content 

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GAN Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR HANDOVER COMMAND message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	32
	Handover From GAN Command
	Handover From GAN Command

11.2.32
	M
	TLV
	n
	
	


10.1.33.1
Handover From GAN Command
If the target radio access technology is GERAN, the value part of the Handover From GAN Command IE is coded as the HANDOVER COMMAND message specified in [44.018]. If the target RAT is UTRAN, the rest of the IE is coded as HANDOVER TO UTRAN COMMAND message in [25.331]
	Next proposed change


10.1.34
GA-CSR HANDOVER FAILURE

The MS indicates a failure to complete the requested handover from GAN.

Direction:
MS to GANC

Table 10.1.34.1: GA-CSR HANDOVER FAILURE message content 

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GAN Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR HANDOVER FAILURE message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR Cause
	RR Cause
11.2.29
	M
	TLV
	3
	
	


10.1.34.1
RR Cause

If the target radio access technology is GERAN/UTRAN, this information element is coded as the RR Cause IE in [44.018].

	Next proposed change


11.2.13
GAN Cell Description

The purpose of the GAN Cell Description information element is to provide a minimum description of a cell, e.g. to identify the GAN in order to be handed over from GERAN/UTRAN.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	GAN Cell Description IEI
	octet 1

	Length of GAN Cell Description value contents
	octet 2

	The rest of the IE is coded as in [12], Cell Description IE, not including IEI and length, if present.
	Octet 3

….

Octet n


Figure 11.2.13.1: GAN Cell Description information element
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