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Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	C31
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	C36
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	C31
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which do not support AOCC
	C32
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and do not support the Call Hold supplementary service
	C33
	

	11.5
	Verification of non-support of services (multiparty)
	Phase 2
	MS which support Call Hold and AOCC, but do not support the Multi-Party supplementary service
	C34
	

	
	< SKIPPED ENTRIES >
	
	
	
	

	70.9.4.3
	MT-LR / RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting LCS MS-Based GPS
	C283
	

	70.10.2.1
	Network Induced Location Request Emergency Call on TCH Radio Channel
	R98
	All MSs supporting LCS conventional GPS
	C328
	

	
	
	
	
	
	

	
	
	
	
	
	

	81.1.1.1
	Discovery procedure, MS holds the IP address of the provisioning SEGW and FQDN of the provisioning GANC and default GANC belong to the same SEGW
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	
	< SKIPPED ENTRIES >
	
	
	
	

	83.4.1.1
	GPRS suspension initiation by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.5.1.1
	Initiation of the downlink flow control and processing of the TU4003 timer expiry by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.6.1.1
	Processing of the uplink flow control request by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.6.2.1
	GA-PSR TC is not active
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	90.1.1
	Transmission of CTM Bearer Code – Mobile Originated TTY Call
	R99
	All MS supporting TTY text telephony services
	C329
	

	90.1.2
	Transmission of CTM Bearer Code – Mobile Terminated TTY Call
	R99
	All MS supporting TTY text telephony services
	C329
	

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	
	< SKIPPED ENTRIES >
	

	C362
	IF A.25/79 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_full_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C363
	IF A.25/112 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_half_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C364
	IF A.2/42 AND A.25/129 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_DARP_Phase1

	C365
	IF A.2/59 AND NOT A.2/57 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_EOTD_ASSIST

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later  as it has been created late.
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