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Bring MS in the active state (U10)
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40.4.3.22
Bring MS in the active state (U10)
	Step
	Direction
	Message
	Comments

	
	
	{Bring MS in active state (U10)}
	Macro parameters: 

N : Timeslot used for traffic channel

	1
	SS -> MS
	PAGING REQUEST Type 1
	Page info contains IMSI of the MS, sent on downlink PCH 

	2
	MS -> SS
	CHANNEL REQUEST
	Establishment cause : ANSWER TO PAGING

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	PAGING RESPONSE
	

	5

(Optional)
	MS -> SS
	CLASSMARK CHANGE
	This step may be optionally performed by a R97 or R98 MS; this step shall be mandatorily performed by R99 and later MS.

	
	
	
	If DTM is not supported from the MS or the cell then step 6-1 is performed otherwise step 6-2

	6-1
	MS -> SS
	GRPS SUSPENSION REQUEST
	

	6-2

(Optional)
	MS -> SS
	GRPS INFORMATION
	The MS send this message to indicate Cell Update. This step is optional for MS with release up to Rel5 and it is mandatory for MS with release from Rel6 onwards.

	7
	SS -> MS
	AUTHENTICATION REQUEST
	

	8
	MS -> SS
	AUTHENTICATION RESPONSE
	

	9
	SS -> MS
	CIPHERING MODE COMMAND
	

	10
	MS -> SS
	CIPHERING MODE COMPLETE
	

	11
	SS -> MS
	SETUP
	

	12
	MS -> SS
	CALL CONFIRMED
	

	13
	
	
	If the MS supports immediate connect then branch A applies. If not then branch B applies 

	14A
	MS -> SS
	CONNECT
	Sent on the old channel

	15A
	SS -> MS
	ASSIGNMENT COMMAND
	Timeslot N used, channel type arbitrarily chosen or PICS dependant

	16A
	MS -> SS
	ASSIGNMENT COMPLETE
	Continues at step 20

	14B
	SS -> MS
	ASSIGNMENT COMMAND
	Timeslot N used, channel type arbitrarily chosen or PICS dependant

	15B
	MS -> SS
	ASSIGNMENT COMPLETE
	Sent on the new channel.

	16B
	MS -> SS
	ALERTING
	

	17B
	MS
	
	An alerting indication as defined in a PICS/PIXIT statement is given by the MS

	18B
	MS
	
	The MS is made to accept the call in the way described in a PICS/PIXIT statement

	19B
	MS -> SS
	CONNECT
	

	20
	SS -> MS
	CONNECT ACKNOWLEDGE
	


SNIP – Begin of new section
41.3
MAC/RLC Release

All test cases in this clause apply to the Mobile Stations which support the GPRS service and are capable of activation of at least one PDP context.
To bring the MS into active state U10, macro 40.4.3.22 shall be used.
The maximum duration of each test is per default 5 minutes.

SNIP – Begin of new section
41.5
Dual transfer mode

To bring the MS into active state U10, macro 40.4.3.22 shall be used.

SNIP – Begin of new section
47
Dual Transfer Mode

The default cell configuration for section 47 for the system simulator is the “PBCCH not present” case unless stated explicitly in the test case initial conditions.
To bring the MS into active state U10, macro 40.4.3.22 shall be used.
SNIP – Begin of new section
51.5
EGPRS Dual transfer mode

To bring the MS into active state U10, macro 40.4.3.22 shall be used.
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