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2 Corrections required for IR_G_r3_wk36 test suite

Change 2.1:

	Testcase
	Selection Expression “GERAN_Band_SpeechAnyRate”, “GERAN_C286”, “GERAN_C287”, “GERAN_Band_SpeechFR”.

	Reason for change
	As per 51010-1, the test cases 60.1, 60.2a, 60.3a, 60.4, 60.6, 60.10 should support PCS 1900 Band.

	Summary of change
	Added “pc_PCS_1900_BAND” in the following selection expressions:

GERAN_Band_SpeechAnyRate, GERAN_C286, GERAN_C287, GERAN_Band_SpeechFR. 

Note: A prose CR will be raised on 51010-2, to support PCS 1900 Band on the selection expressions C285, C286, C287, C288.

Also as test case 60.5 is also using the same selection expression (GERAN_Band_SpeechFR) as that of 60.4 and 60.10 and 60.4 and 60.10 supports PCS 1900 Band, to make it consistent a prose CR will be raised on 51010-1 section 60.5.4 to support PCS 1900 Band for test case 60.5.

	Source of change
	New change

	Test case affected
	60.1, 60.2a, 60.3a, 60.4, 60.5, 60.6, 60.10

	MCC 160 comments
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Change 2.2:

	Testcase
	Selection Expression “GERAN_Band_SpeechAllBands”

	Reason for change
	As per 51010-2, the selection expression C289 should support GSM PCS 1900 Band.

	Summary of change
	Added “pc_PCS_1900_BAND”,  in the  selection expressions: “GERAN_Band_SpeechAllBands” 

	Source of change
	New change

	Test case affected
	20.25.2, 20.25.3, 20.25.4

	MCC 160 comments
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