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******************   First modified section   ******************
Table 1i: Input signal level at reference performance for Repeated Downlink FACCH and Repeated SACCH

	GSM 900 and GSM 850

	
	Propagation conditions

	
	Static
	TU50

(no FH)
	TU50

(ideal FH)
	RA250

(no FH)
	HT100

(no FH)

	FACCH/F
	(dBm)
	-104
	-104
	(2)
	-104
	-104

	SACCH 
	
	[-104]
	[-104]
	(2)
	[-104]
	[-104]

	DCS 1 800 & PCS 1900

	
	Propagation conditions

	
	Static
	TU50

(no FH)
	TU50

(ideal FH)
	RA130

(no FH)
	HT100

(no FH)

	FACCH/F
	(dBm)
	(3)
	-104
	(3)
	(3)
	-104

	SACCH 
	
	(3)
	[-104]
	(3)
	(3)
	[-104]

	NOTE 1:
Ideal FH case assumes perfect decorrelation between bursts. This case may only be tested if such a decorrelation is ensured in the test. For TU50 (ideal FH), sufficient decorrelation may be achieved with 4 frequencies spaced over 5 MHz.

NOTE 2: 
The requirements for GSM 900 & GSM 850 on TU50 (ideal FH) propagation conditions are the same as for TU50 (no FH).

NOTE 3: 
The requirements for the DCS 1800 & PCS 1900 Static propagation condition are the same as for the GSM 850 & GSM 900 Static propagation condition, the requirements for the DCS 1800 & PCS 1900 TU50 (ideal FH) propagation conditions are the same as for the DCS 1800 & PCS 1900 TU50 (no FH) propagation condition, and the requirements for the DCS 1800 & PCS 1900 RA130 (no FH) propagation condition are the same as for the GSM 850 & GSM 900 RA250 (no FH) propagation condition.


******************   Next modified section   ******************
Table 2p: Co-channel interference ratio at reference performance for Repeated Downlink FACCH and Repeated SACCH

	GSM 900 and GSM 850

	
	Propagation conditions

	
	TU3

(no FH)
	TU3

(ideal FH)
	TU50

(no FH)
	TU50

(ideal FH)
	RA250

(no FH)

	FACCH/F
	(dB)
	11,5
	4,5
	5,5
	4,5
	4,5

	SACCH 
	
	[5,0]
	[4,5]
	[4,5]
	[4,5]
	[4,0]

	DCS 1 800 & PCS 1900

	
	Propagation conditions

	
	TU1,5

(no FH)
	TU1,5

(ideal FH)
	TU50

(no FH)
	TU50

ideal FH)
	RA130

(no FH)

	FACCH/F
	(dB)
	(2)
	(2)
	4,5
	(2)
	(2)

	SACCH 
	
	(2)
	(2)
	[4,5]
	(2)
	(2)

	NOTE 1:
Ideal FH case assumes perfect decorrelation between bursts. This case may only be tested if such a decorrelation is ensured in the test. For TU50 (ideal FH), sufficient decorrelation may be achieved with 4 frequencies spaced over 5 MHz. The TU3 (ideal FH) and TU1.5 (ideal FH), sufficient decorrelation cannot easily be achieved. These performance requirements are given for information purposes and need not be tested.

NOTE 2: 
The requirements for the DCS 1800 & PCS 1900 TU1.5 (no FH) propagation condition are the same as for the GSM 850 & GSM 900 TU3 (no FH) propagation condition, the requirements for the DCS 1800 & PCS 1900 TU1.5 (ideal FH), and DCS 1800 & PCS 1900 TU50 (ideal FH) propagation conditions are the same as for the DCS 1800 & PCS 1900 TU50 (no FH) propagation condition, and the requirements for the DCS 1800 & PCS 1900 RA130 (no FH) propagation condition are the same as for the GSM 850 & GSM 900 RA250 (no FH) propagation condition.
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