Page 1



3GPP TSG-GERAN Meeting #28 
Tdoc (
GP-060071
Brussels, Belgium 16 – 20 January, 2006
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	3274
	(

rev
	-
	(

Current version:
	6.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	81.2.3.5 and 81.2.3.6 are combined by adding 81.2.3.5 to the end of  81.2.3.6

	
	

	Source:
(

	Rohde & Schwarz

	
	

	Work item code:
(

	TEI6
	
	Date: (

	02/01/2006

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	The testcases are almost identical. Where 81.2.3.6 ends it is possible to start the relevant part of 81.2.3.5.

	
	

	Summary of change:
(

	81.2.3.5 is combined with 81.2.3.6 by adding 81.2.3.5 to the end of 81.2.3.6

	
	

	Consequences if 
(

not approved:
	Longer testing time.

	
	

	Clauses affected:
(

	81.2.3.5 and 81.2.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	x
	
	 Test specifications
	51.010-2

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to Rel-6 and later MS.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

81.2.3.5
Void


























































	
	
	
	

	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


81.2.3.6
Registration Procedure, Registration rejected, Unspecified, Current GANC is Serving GANC

81.2.3.6.1
Conformance requirement

When the MS receives GA-RC REGISTER REJECT message it shall:

-
stop the timer TU3904,

-
set the timer value for TU3905 to the default value,

-
if the MS is in the process of PLMN selection;

-
ignore the received Register Reject Cause Information Element; and;

-
proceed as defined in sub-clause 6.2.4.5.

-
else extract the Register Reject Cause information element and act as following depending on the value of the Reject Cause IE:

-
'Invalid GANC' or 'Unspecified'

-
release the TCP connection established to the GANC, if still established.

-
release the secure connection towards the SEGW associated with the GANC, as defined in sub-clause 4.5

-
act as defined in sub-clause 6.2.4.5

The MS shall;

-
If the PLMN selection is ongoing:

-
act on upper layer indications as follows;

-
If no more PLMNs are available for selection;

-
stop all ongoing registration procedures;

-
release the TCP connection towards the current GANC, if established,

-
release the secure connection towards SEGW of the current GANC, if established, as defined in sub-clause 4.5

-

initiate registration towards the Default GANC as defined in sub-clause 6.2.1;

-
else if the upper layers indicate new PLMN selection:

-
initiate registration procedure towards the GANC associated with the selected PLMN as defined in sub-clause 6.2.

-
else if the MS attempted the registration towards the Default GANC

-
delete the stored information about the Default GANC,

-
delete the contents of the stored Serving GANC table

-
Increment Redirection Counter

-
initiate Discovery Procedure as defined in sub-clause 5.3

-
else if the MS attempted the registration towards current GANC is a Serving GANC 


-
Update the stored Serving GANC table as defined in the end of sub-clause 6.2.3.3 (i.e. delete information about this Serving GANC in the table) and

-
Increment Redirection Counter

-
initiate Registration Procedure towards the Default GANC as defined in sub-clause 6.2.1

Reference(s)
3GPP TS 44.318 V6.0.0 sub-clause 6.2.3.3 and 6.2.4.5

81.2.3.6.2
Test purpose

To verify for serving and default GANC that the MS does not try to register again to the same GANC after receiving Registration reject due to invalid GANC.

81.2.3.6.3
Method of test

Initial conditions
System Simulator:

-
1 GAN cell, default parameter

-
Public DNS without knowledge of the serving GANC’s FQDN

-
DNS inside of the SEGW associated with the serving GANC

Mobile Station:

-
MS has stored the FQDN or IP address to the serving GANC associated with the AP-ID

-
MS has stored the FQDN or IP address to the default GANC

-
MS in state GA-RC DEREGISTERED

Related PICS/PIXIT Statement(s)
GAN support

Foreseen final state of the MS
The MS will stay in state to GA-RC DEREGISTERED as the registration fails.

Test procedure
Make the MS join the AP so that the Registration procedure is kicked off.

The SS is supposed to answer the Registration Request message with Registration Rejected due invalid GANC before timer TU3904 expires.

Check that the MS kicks off the Registration procedure towards the Default GANC. Check the Register Reject Cause IE and Redirection Counter IE in the Discovery Request message.
The SS is supposed to answer the Registration Request message with Registration Rejected due invalid GANC before timer TU3904 expires.

Check that the MS kicks off the Discovery procedure towards the Provisioning GANC. Check the Register Reject Cause IE and Redirection Counter IE in the Discovery Request message.

Specific Test Parameters
-

Maximum duration of test
2 min.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	MS
	SS
	
	

	1
	MS
	
	MS is joining the first AP

	2
	MS
	
	MS sets up secure connection to the SEGW and establishes a TCP connection to the serving GANC using either IP address or FQDN

	3
	
	GA-RC REGISTER REQUEST
	To serving GANC

	4
	
	GA-RC REGISTER REJECT.
	Cause: Invalid GANC

	5
	
	
	Release the TCP connection to the GANC and the secure connection to the SEGW

	6
	
	
	MS sets up secure connection to the SEGW and establishes a TCP connection to the default GANC using either IP address or FQDN

	7
	
	GA-RC REGISTER REQUEST
	To default GANC

	8
	
	GA-RC REGISTER REJECT.
	Cause: Invalid GANC

	9
	
	
	Release the TCP connection to the GANC and the secure connection to the SEGW

	10
	
	
	MS sets up secure connection to the SEGW and establishes a TCP connection to the provisioning GANC using either IP address or FQDN

	11
	
	GA-RC DISCOVERY REQUEST
	To provisioning GANC
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