Page 1



3GPP TSG-GERAN Meeting #29 
Tdoc (
GP-060542
San Jose Del Cabo, Mexico, 24th – 28th April 2006
	CR-Form-v7

	CHANGE REQUEST

	

	(

	44.018
	CR
	0560
	(

rev
	-
	(

Current version:
	7.3.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	IE order in CHANNEL RELEASE message

	
	

	Source:
(

	Nortel

	
	

	Work item code:
(

	TEI-6
	
	Date: (

	11/04/2006

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	CR 303 of the 3GPP GERAN meeting #18 introduced a new IE in the CHANNEL RELEASE message for Rel-6. The same IE was added to R99, Rel-4 and Rel-5. At this meeting further IE were added to this message for Rel-6 as well. The IE added to the previous releases should be in before the one added only to Rel-6 for backwards compatibility.

	
	

	Summary of change:
(

	Change the order of the IEs in the CHANNEL RELEASE message. (Move the Cell Channel Description IE before the Cell selection indicator after release of all TCH and SDCCH IE)

	
	

	Consequences if 
(

not approved:
	Backwards compatibility is not given for this message.

	
	

	Clauses affected:
(

	9.7.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

FIRST MODIFICATION

9.1.7
Channel release

This message is sent on the main DCCH from the network to the mobile station to initiate deactivation of the dedicated channel used. See table 9.1.7.1.

Message type:
CHANNEL RELEASE

Significance:
dual

Direction:
network to mobile station

Table 9.1.7.1: CHANNEL RELEASE message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management
Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Channel Release
Message Type
	Message Type
10.4
	M
	V
	1

	
	RR Cause
	RR Cause
10.5.2.31
	M
	V
	1

	73
	BA Range
	BA Range
10.5.2.1a
	O
	TLV
	6 - ?

	74
	Group Channel Description
	Group Channel Description
10.5.2.14b
	O (note 1)
	TLV
	5-13

	8x
	Group Cipher Key Number
	Group Cipher Key Number
10.5.1.10
	C
	TV
	1

	Cx
	GPRS Resumption
	GPRS Resumption
10.5.2.14c
	O
	TV
	1

	75
	BA List Pref
	BA List Pref
10.5.2.1c
	O
	TLV
	3-?

	76
	UTRAN Freq List
	UTRAN Freq List
10.5.2.1d
	O
	TLV
	3-?

	62
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	O
	TV
	17

	77
	Cell selection indicator after release of all TCH and SDCCH
	Cell selection indicator after release of all TCH and SDCCH

10.5.2.1e
	O
	TLV
	4 - ?

	
	
	
	
	
	

	Ax
	Enhanced DTM CS Release Indication
	Enhanced DTM CS Release Indication

10.5.2.14e
	O
	TV
	1

	04
	VGCS Ciphering Parameters
	VGCS Ciphering Parameters

10.5.2.42b
	O
	TLV
	3-15

	78
	Group Channel Description 2
	Group Channel Description 2
10.5.2.14f
	O (note 1)
	TLV
	13

	79
	Talker Identity
	Talker Identity

10.5.2.65
	O
	TLV
	3-19

	7A
	Talker Priority Status
	Talker Priority Status

10.5.2.64
	O
	TLV
	3


NOTE 1:
The network may only send either the Group Channel Description or the Group Channel Description 2 element. 
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