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45.2.4.2
Collision of MS initiated and network requested PDP context activation

45.2.4.2.1
Conformance requirement

In the event of collision between MS initiated and network initiated PDP context activation requests, the MS shall discard the REQUEST PDP CONTEXT ACTIVATION message and shall wait for an ACTIVATE PDP CONTEXT ACCEPT message.

Reference

3GPP TS 04.08 / 3GPP TS 24.008 subclause 6.1.3.1.5.

45.2.4.2.2
Test purpose

To test the behaviour of the MS when there is a collision between an MS initiated and network requested PDP context activation.

45.2.4.2.3
Method of test

Related PICS/PIXIT statements

-
GPRS Supported
yes/no.

- 
Network requested pdp context activation supported
yes/no.

-
Method of pdp context activation.

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Case 1

For an MS that supports PDP Context Activation requested by the network.

Test procedure

A context activation is requested by the user with a static PDP address. After receipt of the ACTIVATE PDP CONTEXT REQUEST message the SS sends a REQUEST PDP CONTEXT ACTIVATION message followed by an ACTIVATE PDP CONTEXT ACCEPT message in a time less than T3380 (Use T3380/2). The MS shall send no messages within this time.

Maximum duration of test

5 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Request a pdp context activation

	3
	SS -> MS
	REQUEST PDP CONTEXT ACTIVATION
	Request a pdp context activation request

	4
	SS
	
	Wait for T3380/2 seconds to ensure MS does not resend ACTIVATE PDP CONTEXT REQUEST

	5
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the pdp context activation

	
	
	
	


Case 2

For an MS that does not support PDP Context Activation requested by the network.

Test procedure

A context activation is requested by the user. After receipt of the ACTIVATE PDP CONTEXT REQUEST message the SS sends a REQUEST PDP CONTEXT ACTIVATION message. The MS shall send a REQUEST PDP CONTEXT ACTIVATION REJECT message with cause set to 'insufficient resources' or 'feature not supported'. The SS then sends an ACTIVATE PDP CONTEXT ACCEPT.

Maximum duration of test

5 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Request a pdp context activation

	3
	SS -> MS
	REQUEST PDP CONTEXT ACTIVATION
	Request a pdp context activation request

	4
	MS -> SS
	REQUEST PDP CONTEXT ACTIVATION REJECT
	Cause set to 'insufficient resources' or 'feature not supported' or 'service option not supported' or 'protocol errors'.

	5
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the pdp context activation

	
	
	
	


Specific message contents

As default except:

Activate PDP Context Request

	Information Element
	Value/remark

	Transaction identifier
	In the range 0-6

	Transaction identifier flag
	0

	NSAPI
	In the range 5-15

	Requested LLC SAPI
	3, 5, 9 or 11 

	Requested QoS
	Arbitrarily chosen

	Requested PDP address
	Static

	APN
	Arbitrarily chosen


Request PDP Context Activation

	Information Element
	Value/remark

	Transaction identifier
	In the range 0-6

	Transaction identifier flag
	0

	Offered PDP address
	As requested by the MS

	APN
	As requested by the MS (Case 1)
Different from requested by the MS (Case 2)


Activate PDP Context Accept

	Information Element
	Value/remark

	Transaction identifier
	As above

	Transaction identifier flag
	1

	Negotiated LLC SAPI
	As above

	Negotiated QoS
	As above

	Radio priority level
	Arbitrarily chosen

	Spare half octet
	0


Request PDP Context Activation Reject

	Information Element
	Value/remark

	Transaction identifier
	As above

	Transaction identifier flag
	1

	SM cause
	'insufficient resources' or 'feature not supported'
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