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	Reason for change:
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	The CREATE-BSS-PFC include the IMSI IE as an optional IE, but there is no condition specified for the inclusion of this IE in the PDU while the IMSI is required in the BSS e.g. for proper support of DTM mobile stations of for BSS paging coordination purpose.
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	If the IMSI of the mobile station is available at the SGSN when sending the CREATE-BSS-PFC PDU, the SGSN shall include the IMSI IE.
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10.4.17
CREATE-BSS-PFC

This PDU allows the SGSN to request that a BSS create or modify a BSS Packet Flow Context.

PDU type:
CREATE-BSS-PFC

Direction:
SGSN to BSS

Table 10.4.17: CREATE-BSS-PFC PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI
	TLLI/11.3.35
	M
	TLV
	6

	IMSI
	IMSI/11.3.14
	O (note 4)
	TLV
	5 –10

	PFI
	PFI/11.3.42
	M
	TLV
	3

	PFT
	GPRS Timer/11.3.44
	M
	TLV
	3

	ABQP
	ABQP/11.3.43
	M
	TLV
	13-?

	Service UTRAN CCO
	Service UTRAN CCO/11.3.47
	O
	TLV
	3

	MS Radio Access Capability
	MS Radio Access Capability/11.3.22
	O (note 1)
	TLV
	7-?

	Allocation/Retention Priority
	Priority/11.3.27
	O
	TLV
	3

	T10
	GPRS Timer
	C (note 2)
	TLV
	3

	Inter RAT Handover Info
	Inter RAT Handover Info/11.3.94
	O (note 3)
	TLV
	3-?

	NOTE 1:
This Information Element shall be present if there is valid MS Radio Access Capability information known by the SGSN.

NOTE 2:
This information element shall be present if the Allocation/Retention Priority IE is present and if queuing is allowed for the PFC. 

NOTE 3:   This information element shall be present if available in the SGSN.
NOTE 4:
This information element shall be present if the IMSI is available in the SGSN.
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