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	Reason for change:
(

	Extended UL TBF testing is duplicated in EGPRS and GPRS. 

For an EGPRS MS, this could represent unnecessary tests.

Reducing applicabilty of GPRS tests for EGPRS MS is extended to this feature.


	
	

	Summary of change:
(

	All the GPRS test’s applicabilities are changed except :
· one ‘basic’ Extended UL TBF test (41.3.6.1),

· one mixing Extended UL and NACC (41.3.6.8),

· one mixing Extended UL and 2 PDP context (41.3.6.9).

Additionally ‘erroneous’ applicability is modified to add the ‘PDP context support’.
Missing (from GERAN 28) applicability modification for 43.1.1.5 is changed.
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(

not approved:
	Unecessary testing will be executed for an EGPRS MS.
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	Other comments:
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	Applicable for All EGPRS MS supporting GERAN Feature Package 1
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	41.3.5.2
	PDCH Release/With TIMESLOTS_AVAILABLE
	R97
	All GPRS MS supporting activation of at least one PDP context
	C222
	

	41.3.6.1
	TBF Release / Extended Uplink / Recalculation of CV before CV = 0
	Rel-4
	All GPRS MS supporting Extended Uplink TBF and activation of at least one PDP context
	C330
	

	41.3.6.2
	TBF Release / Extended Uplink / Recalculation of CV after CV = 0
	Rel-4
	All GPRS MS supporting Extended Uplink TBF and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.3
	TBF Release / Extended Uplink / CS change order while CV=0
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.4
	TBF Release / Extended Uplink / TBF reconfigure by PACKET TIMESLOT RECONFIGURE
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.5
	TBF Release / Extended Uplink / TBF reconfigure by PACKET UPLINK ASSIGNMENT
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.6
	Extended Uplink TBF / Cell Change while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting Extended Uplink TBF and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.7
	Extended Uplink TBF / Cell Change failure while in Extended Uplink/ No Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting Extended Uplink TBF and activation of at least one PDP context and not EGPRS
	Cxxx
	

	41.3.6.8
	Extended Uplink TBF / Cell Change while in Extended Uplink/ With Packet Neighbouring Cell Data
	Rel-4
	All GPRS MS supporting Extended uplink TBF and activation of at least one PDP context
	C330
	

	41.3.6.9
	TBF Release / Extended Uplink / Change of RLC mode / normal release
	Rel-4
	All GPRS MS supporting extended uplink TBF and supporting two PDP contexts 
	C337
	

	41.3.6.10
	TBF Release / Extended Uplink / Change of RLC mode / abnormal release
	Rel-4
	All GPRS MS supporting extended uplink TBF and supporting two PDP contexts and not EGPRS
	Cyyy
	

	41.5.1.1.1.1-1
	Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned, test 1
	R99
	All DTM/GPRS capable MS
	C305
	


…

	43.1.1.4
	Acknowledged mode/Uplink TBF/Negatively acknowledged RLC data blocks
	R97
	All GPRS MS
	C215
	

	43.1.1.5
	Acknowledged mode/Uplink TBF/Invalid Negative Acknowledgement
	R97
	All GPRS MS and NOT EGPRS
	C379
	

	43.1.1.6
	Acknowledged mode/Uplink TBF/Decoding of Received Block Bitmap
	R97
	All GPRS MS
	C215
	


…
	C222
	IF A.2/41 AND A.25/83 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_1PDP_CA

	C330
	IF A.2/41 AND A.2/68 AND A.25/83 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_EXT_UL_TBF AND TSPC_Addinfo_1PDP_CA

	C331
	IF A.2/42 AND A.2/68 AND A.25/83  THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EXT_UL_TBF AND TSPC_Addinfo_1PDP_CA

	C332
	IF A.2/41 AND A.25/85 AND A.25/115 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI AND TSPC_SEC_PDP_CONTEXT


…
	C384
	IF (A.25/1) AND A.25/26 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate AND TSPC_Addinfo_CCprotocol_oneBC

	C385
	IF A.1/57 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC Type_GPRS_Multislot_uplink AND NOT TSPC_EGPRS

	Cxxx
	IF A.2/41 AND A.2/68 AND A.25/83 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_EXT_UL_TBF AND TSPC_Addinfo_1PDP_CA  AND NOT TSPC_EGPRS

	Cyyy
	IF A.2/41 AND A.2/68 AND A.25/84 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_EXT_UL_TBF AND TSPC_AddInfo_mor1PDP_CA AND NOT TSPC_EGPRS

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later  as it has been created late.
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