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	There is no information in the paging message as to whether the paging is for a mobile terminating call or a short message. Mobile stations in group receive mode will thus have to leave the voice group or broadcast call and respond to the paging before determining whether the paging is for a mobile terminating call. 
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	Indicate in the paging message that the paging is for a mobile terminating call or a short message.
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not approved:
	The mobile stations will have to leave the voice group or broadcast call and respond to the paging to determine whether the paging is for a mobile terminating call or a point to point short message.
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3.1.10
Paging

PAGING messages for all MSs shall be sent via the BSSMAP as a connectionless message. These will include the IMSI of the MS to allow derivation of the paging population number; they may also include an indication of which combination of channels will be needed for the subsequent transaction related to the paging. This type of PAGING message will then be stored and a corresponding radio interface paging message transmitted over the radio interface at the appropriate time.

It should be noted that each PAGING message on the MSC-BSS interface relates to only one MS and therefore the BSS has to pack the pages into the relevant 3GPP TS 24.008 radio interface paging message.

If a radio interface PAGING RESPONSE message is received then the relevant connection is set up towards the MSC as described in 3GPP TS 48.002 and the radio interface PAGING RESPONSE message is passed to the MSC in a COMPLETE LAYER 3 INFORMATION message.

A single PAGING message across the MSC to BSS interface contains information on the cells in which the page shall be broadcast.

If the VGCS/VBS flag is set to zero, this indicates that the mobile station to be paged is not a member of any VGCS/VBS group and it is thus not necessary to perform in band paging for this mobile station over the FACCH channel for any VGCS/VBS group.
If the purpose of the paging is to inform the mobile station of an incoming point-to-point short message and the mobile station is a member of at least one VBS/VGCS group, then the MSC shall indicate the paging cause in the PAGING message.

3.2.2.85
Paging Information

This information element is included if the MSC has some extra information on how to perform the paging.

It is coded as follows:

	8
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	Element identifier
	octet 1

	spare
	Paging Cause
	VGCS/VBS
	octet 2


If the VGCS/VBS flag is set to zero, the mobile station to be paged is not a member of any VGCS/VBS-group. If the VGCS/VBS flag is set to one, the mobile station to be paged is a member of a VGCS/VBS-group.

For mobile stations that are members of at least one VBS/VGCS group, the paging cause indicates whether the paging is for a mobile terminating call or a short message. If the flag is set to zero, the paging is for a mobile terminating call. If the flag is set to one, the paging is for a short message. 
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