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**********************   Changed sub-clause  **********************

3.6
RR Procedures in packet transfer mode

3.6.1
RR Connection establishment using enhanced DTM CS establishment

The initiation of the procedure and the assignment of resources for the establishment of the RR connection are described in 3GPP TS 44.060. 

In respect of the establishment of the RR connection, the mobile station shall act on the starting time information element, if present in an IMMEDIATE ASSIGNMENT message, as specified in sub-clause 3.3.1.1.3.1.

The establishment of the main signalling link is described in sub-clause 3.1.5. In the case of a network initiated establishment (i.e. not following the sending of a PACKET CS REQUEST message), the layer 2 SABM frame shall contain a PAGING RESPONSE message. Otherwise (i.e. the mobile station has sent a PACKET CS REQUEST message), an appropriate layer 3 service request message shall be sent in the layer 2 SABM frame.
A PACKET CS COMMAND message sent by the BSS to the mobile station containing a DTM ASSIGNMENT COMMAND message not addressing any TBF shall result in all currently allocated TBF(s) being maintained. If the DTM ASSIGNMENT COMMAND message addresses a subset of the ongoing TBFs then those TBFs that are not addressed shall be released.
The completion of the establishment of the RR connection is described in sub-clause 3.6.2.
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