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26.18.1.3
Method of Test

Initial Conditions

MS:

Switched off

MS operating in a band for which support of Dynamic ARFCN mapping is mandatory.

System Simulator:

1 cell, default setting for the frequency band to be tested.

Cell Options (BCCH) IE shall indicate that Dynamic ARFCN is supported

Related PICS/PIXIT Statements

-
Type of Mobile Station (GSM 700 or T-GSM).

Test Procedure

Two dynamic ARFCN mapping of the carrier frequencies of the band to be tested are defined (the two mappings shall not overlap):

a)
the first mapping referred as DM1 maps the N carrier frequencies of the band to be tested to the ARFCNs 438 to 438 + N.

b)
the second mapping referred as DM2 maps N - 1 carrier frequencies (the first frequency is excluded) of the band to be tested to the ARFCNs 438 + N +1 to 438 + N + N

The parameters of the SI14/SI15 rest octets corresponding to these mapping are defined in the following table:

	SI14/SI15 rest octets parameters
	DM1 mapping
	DM2 mapping

	GSM_Band
	GSM T 380 or GSM T 410 or GSM T 810 or GSM 710 or GSM T 900
	GSM T 380 or GSM T 410 or GSM T 810 or GSM 710 or GSM T 900

	ARFCN_FIRST
	438
	438 + N

	ARFCN_OFFSET
	0
	1

	ARFCN_RANGE
	N
	N - 1


With:

N = 47 for T-GSM 380,

N = 47 for T-GSM 410, 

N = 89 for GSM 710,

N = 74 for GSM 750,

N = 74 for T-GSM 810,

N = 27 for T-GSM 900.

The default layer 3 messages of the section 26.6.19 shall be used but when the DM2 mapping is used, the ARFCN numbers shall be modified by adding N.

The test is done in 3 steps:

1)
Checking that the MS takes into account the ARFCN mapping defined in SI15


The SS broadcasts on the BCCH the default SIs and the SI15 containing the DM1 parameters. The MS is switched on. The MS shall trigger a IMSI Attach procedure. The SS assigns a SDCCH channel according to the dynamic ARFCN mapping defined in DM1. It is checked that the MS uses the frequency assigned in  the IMMEDIATE ASSIGNMENT message.  Before releasing the SDCCH channel, the SS sends to the MS on the SACCH the SI14 containing the DM2 parameters.

2)
Checking that the MS takes into account the ARFCN mapping defined in SI14


When the channel has been released and before the MS receives on the BCCH the SI14 containing the DM2 parameters, the SS establishes a SDCCH by assigning a channel according to the dynamic ARFCN mapping defined in DM2. It is checked that the MS uses the frequency assigned in  the IMMEDIATE ASSIGNMENT message.

3)
Checking that the MS takes into account a change of dynamic ARFCN mapping in SI15


When the channel has been released by the MS the SS broadcasts on the BCCH the SI15 containing the the DM2 parameters and then the DM1 parameters.  The SS establishes a SDCCH by assigning a channel according to the dynamic ARFCN mapping defined in DM1. It is checked that the MS uses the frequency assigned in  the IMMEDIATE ASSIGNMENT message.

Maximum Duration of Test

1 minutes

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	
	The SS broadcasts the SI15 containing the DM1 parameters.

	2
	MS
	
	The MS is switched on.

	3
	MS -> SS
	CHANNEL REQUEST
	The MS initiates an IMSI attach procedure.

	4
	SS -> MS
	IMMEDIATE ASSIGNMENT
	The assigned carrier frequency is set using the dynamic ARFCN mapping defined with the DM1 parameters.

	5
	MS -> SS
	LOCATION UPDATING REQUEST
	It is checked that the LOCATION UPDATING REQUEST message is received on the carrier frequency assigned with the IMMEDIATE ASSIGNMENT message sent in step 4.

	6
	SS -> MS
	LOCATION UPDATING ACCEPT
	The SS allocates a new TMSI.

	7
	MS -> SS
	TMSI REALLOCATION COMPLETE
	

	8
	SS -> MS
	
	The SS sends to the MS on the SACCH the SI14 containing the DM2 parameters.

	9
	SS -> MS
	CHANNEL RELEASE
	After the sending of this message, the SS waits the disconnection of the main signalling link.

	10
	MS
	
	The MS shall stay in “idle” state for a short time and shall not receive the SI15 with the DM2 parameters during this time.

	11
	SS -> MS
	PAGING REQUEST TYPE 1
	

	12
	MS -> SS
	CHANNEL REQUEST
	“Establishment cause ": answer to paging.

	13
	SS -> MS
	IMMEDIATE ASSIGNMENT
	The assigned carrier frequency is set using the dynamic ARFCN mapping defined with the DM2 parameters.

	14
	MS -> SS
	PAGING RESPONSE
	It is checked that the PAGING RESPONSE message is received on the carrier frequency assigned with the IMMEDIATE ASSIGNMENT message sent in step 13.

	15
	SS -> MS
	CHANNEL RELEASE
	After the sending of this message, the SS waits the disconnection of the main signalling link.

	16
	SS -> MS
	
	The SS broadcasts the SI15 containing the DM2 parameters during 5 seconds and then the SI15 containing the DM1 parameters.

	17
	SS -> MS
	PAGING REQUEST TYPE 1
	

	18
	MS -> SS
	CHANNEL REQUEST
	“Establishment cause ": answer to paging.

	19
	SS -> MS
	IMMEDIATE ASSIGNMENT
	The assigned carrier frequency is set using the dynamic ARFCN mapping defined with the DM1 parameters.

	20
	MS -> SS
	PAGING RESPONSE
	It is checked that the PAGING RESPONSE message is received on the carrier frequency assigned with the IMMEDIATE ASSIGNMENT message sent in step 19.

	21
	SS -> MS
	CHANNEL RELEASE
	


26.19.10
AMR signalling/ test of the channel mode modify procedure
26.19.10.1
WB AMR signalling test of the channel mode modify procedure / full rate
This test applies to mobiles supporting the AMR WB speech codec.

NOTE:
this test is derived from the one described in subclause 26.16.10.1 and entitled: "AMR signalling/ test of the channel mode modify procedure/full rate”
26.19.10.1.1
Conformance requirement

The MS with a TCH/F allocated acknowledges a CHANNEL MODE MODIFY message by sending a CHANNEL MODE MODIFY ACKNOWLEDGE message specifying the new mode and by switching to this mode.

References

3GPP TS 04.08 / 3GPP TS 44.018, subclauses 3.4.6.1.1 and 3.4.6.1.2

26.19.10.1.2
Test purpose

To verify that the MS with a TCH/F allocated acknowledges a CHANNEL MODE MODIFY message by sending a CHANNEL MODE MODIFY ACKNOWLEDGE message specifying the new mode and by switching to this mode.

26.19.10.1.3
Method of test

Initial Conditions

System Simulator:
1 cell, default parameters.

Mobile Station:
The MS is "idle updated", with TMSI allocated.

Related PICS/PIXIT Statements

-
Speech supported for full rate version 1, TCH/F.

-
Speech supported for full rate version 5.
-
Speech supported for full rate version 4.

Foreseen Final State of the MS

"Idle, updated", with TMSI allocated.

Test procedure

A Mobile Terminated call is initiated, however following the CHANNEL REQUEST received from the Mobile Station, the SS sends an IMMEDIATE ASSIGNMENT to the MS commanding it to go to a TCH/F. This sets the Channel Mode automatically to "Signalling Only".

The SS then sends a series of CHANNEL MODE MODIFY messages to the MS. Each time it is checked that the MS responds with a CHANNEL MODE MODIFY ACKNOWLEDGE message specifying the channel mode that has been specified in the CHANNEL MODE MODIFY message

This test is repeated for full rate version 5 for M=1, and where the MS supports Full rate version 4 for M=2.

Maximum Duration of Test

30 seconds.
Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS->MS
	PAGING REQUEST TYPE 1
	Sent on correct paging subchannel

	2
	MS->SS
	CHANNEL REQUEST
	Establishment cause indicates "answer to paging"

	3
	SS->MS
	IMMEDIATE ASSIGNMENT
	Assignment to a non hopping TCH/F signalling only

	4
	MS->SS
	PAGING RESPONSE
	Message is contained in the SABM

	5
	SS->MS
	AUTHENTICATION REQUEST
	

	6
	MS->SS
	AUTHENTICATION RESPONSE
	SRES specifies correct value

	7
	SS->MS
	CIPHERING MODE COMMAND
	SS starts deciphering after sending the message

	8
	MS->SS
	CIPHERING MODE COMPLETE
	Shall be sent enciphered. All following messages shall be sent enciphered.

	9
	SS
	
	SS starts ciphering

	10
	SS->MS
	CHANNEL MODE MODIFY
	

	11
	MS->SS
	CHANNEL MODE MODIFY ACKNOWLEDGE
	Verify that Channel description = TCH/F, Channel mode = speech full or half rate version 5 for M = 1 or speech full or half rate version 4 for M = 2.

	12
	SS->MS
	CHANNEL MODE MODIFY
	

	13
	MS->SS
	CHANNEL MODE MODIFY ACKNOWLEDGE
	Verify that Channel description = TCH/F, Channel mode = speech full or half rate version 5 or speech full or half rate version 4 for M = 2.

	14
	SS->MS
	CHANNEL MODE MODIFY
	

	15
	MS->SS
	CHANNEL MODE MODIFY ACKNOWLEDGE
	Verify that Channel description = TCH/F, Channel mode = speech full or half rate version 5 or speech full or half rate version 4 for M = 2.

	16
	SS->MS
	CHANNEL MODE MODIFY
	

	17
	MS->SS
	CHANNEL MODE MODIFY ACKNOWLEDGE
	Verify that Channel description = TCH/F, Channel mode = speech full or half rate version 5 or speech full or half rate version 4 for M = 2.

	18
	SS->MS
	CHANNEL RELEASE
	


Specific Message Contents

In steps 12 – 19:

CHANNEL MODE MODIFY

	Information Element
	value/remark

	Channel description
	in steps 12, 14, 16, 18: same as for step 3



	Channel mode
	

	
Mode
	speech full or half rate version 4 or 5

	Multi-Rate configuration
	in steps 12:
change of MR configuration, no initial codec mode

in steps 14: change of MR configuration, initial codec mode specified 

in steps 16:
change of MR thresholds, no initial codec mode

in steps 18:
initial codec mode specified
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