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3.6
Terms on test conditions
Unless otherwise stated, all Test Cases apply to all the frquency bands mentioned in this section.
3.6.1
Radio test conditions

The radio propagation conditions refer to multipath propagation models of 3GPP TS 05.05.

They are expressed by typical profiles:

-
static;

-
rural area

(RA);

-
hilly terrain

(HT);

-
urban area

(TU); or for

-
equalization test
(EQ).

The non-static profiles are also related to typical speeds of movement of the MS expressed in km/h, e.g. TU1,5, TU3, TU50, HT100, EQ50.

In the present document the following conventions are used.

Table 3.2

	Term
	for GSM 400

represents
	for GSM 700 represents
	For GSM 850 and GSM 900 represents 
	for DCS 1800 and PCS 1 900 represents

	RA
	RA500
	RA300
	RA250
	RA130

	HT
	HT200
	HT120
	HT100
	HT100

	TUhigh
	TU100
	TU60
	TU50
	TU50

	TUlow
	TU6
	TU3.6
	TU3
	TU1,5

	EQ
	EQ100
	EQ60
	EQ50
	EQ50


For tests using ARFCN ranges the following table 3.3 and shall be used.
Table 3.3

	
	Term

	Band
	Low ARFCN range
	Mid ARFCN range
	High ARFCN range

	GSM 450
	259 to 261 
	275 to 277 
	291 to 293

	GSM 480
	306 to 308
	322 to 324
	338 to 340

	GSM 710 *
	438 to 452
	472 to 474
	507 to 511

	GSM 750
	438 to 452
	472 to 474
	507 to 511

	T-GSM 810 *
	438 to 452
	472 to 474
	507 to 511

	GSM 850
	128 to 132
	188 to 192
	247 to 251

	P-GSM 900
	1 to 5
	60 to 65
	120 to 124

	E-GSM 900
	975 to 980
	60 to 65
	120 to 124

	R-GSM 900
	955 to 960 (R-GSM) and 
975 to 980 (E-GSM)
	60 to 65
	120 to 124

	DCS 1800
	513 to 523
	690 to 710
	874 to 884

	PCS 1900
	513 to 523
	650 to 670
	799 to 809


NOTE 1:
For definitions of GSM 450, GSM 480, GSM 710, GSM 750, T-GSM 810, GSM 850, P-GSM 900, DCS 1 800, PCS 1 900, E‑GSM 900 and R-GSM 900 refer to 3GPP TS 05.05.
NOTE 2:
In the present document the term "GSM 900" is used to cover the primary GSM band, the extended GSM band and the railway-GSM band.

NOTE3:
For R-GSM two low ARFCN ranges are defined. Unless specified otherwise for a specific test the ARFCN range defined for E-GSM900 MS is used for the testing of MS supporting the R-GSM 900 frequency range.

NOTE4:
GSM 710 and T-GSM 810 use dynamic ARFCN mapping. The numbering scheme choosen here is the same as that for GSM 750 for ease of specifiying default message contents.
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