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Changes

Change 2.1: tc_41_5_1_1_1_4

	Object
	tc_41_5_1_1_1_4: lt_LocalTest

	Reason for change
	UE may optionally trigger XID negotiation after activating PDP context.

	Summary of change
	At row#19, added test step +ts_LLC_XID (tsc_GSM_CellA, tsc_PhyCh1, tsc_LLC_SAPI_11) after +ts_DTM_EstablishGPRSPDPContext2 (tsc_GSM_CellA, tsc_PhyCh1, bcch, tcv_Timeslot).

	Source of change
	Modification

	MCC 160 comments
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Change 2.2: ts_G_ReceiveOptSuspend

	Object
	ts_G_ReceiveOptSuspend

	Reason for change
	If the UE supports DTM, it may optionally send GPRS Information to notify Cell Update (With empty LLC PDU) instead of GPRS Suspention.

	Summary of change
	Wait for GPRS Information message at the same indentation level as that of GPRS Suspention message. Used constraint “cr_GPRS_Information” which is same as that used for IR_U ATS.

	Source of change
	Modification

	MCC 160 comments
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Change 2.3: tc_41_5_1_1_1_4

	Object
	tc_41_5_1_1_1_4: lt_Postamble

	Reason for change
	UE may send Detach Request (Non Auto Attach UE) after Deactivating PDP Context.

	Summary of change
	At row#55, added a local tree +lt_OptionalDetachReqest to handle Detach Request

	Source of change
	Modification

	MCC 160 comments
	


Before:

[image: image5.png]t_Postamble.

3 15 _GetrF
g +15_55_SecurtyDownlbadsiart (cs_tomain, 1ov_Collndnio start_C5)
@ +is_Activateitegity NoSRBA (
tse_Calle,
tev_AuthCK,
tev A,
tev_ARKEGSM, FALSE, cs_domain )
W AN 1RLC_AM_DATA_FEG [Gas_RRC_Uiraniobiyiniol
ftse_Cellesicated, tec_RE2,
[co_UTRAN Mobiltyinfo_BoinChinto
ltev_RRC_TS,
ftev_Celindinio.ol_ntegrtyCheckinto,
loniT, omm)
50 A7 RLC_AM_DATA D [car_UTRAN Wobiitinfocniing
ts5_CelDedicated, tsc_RE2,
Jer_UTRaN_obityinfoCnt_ActTime(?))
51 15 RALpiate_AuinCiph NoSRB4(isc_Cell, 7, 0008)
2 w115 {Flag=16)
% +15_DeacivlePDP_CortexhT(isc_Cell, v TS,
hs_SM_Cause_vilse_ReiCauPDP_CtxiDeact) )
5 ov_T1S {Flag =05)
55 +15_CC_Disconnect (1s5_Co1A )
5 15 _RRC_ConrRel (1sc_Calle_call Do)
57 +15_RRC_ConnEt (15c_Cell, =5t_Re, regstiaion)
5 +15_CelChangs_RAUpdate(iss_Celé, 0B, (0018, 0108), TRUE)
59 15 G DetachOnswichoft (tsc_Cella)
50 “t5_GSM_ChannelRelease ( tsc_GSM_Celé, tsc_G_Trohial)





After:

[image: image6.png]_Postamble

0 e
© 1555 SecurtyDowrioadStr (5 o, fev_Celindio i C5)
© s _Acivatehteorty_NoSRE4
tsoLcelih,
tov_AutheK,
tov A,
1ov_AAAKGOSM, FALSE, cs_domain)
© MIRLC_AN_DATA REG cas RRC Uiraniobityo{ tsc_Celbedicated,
502, ot LTRAN otiltyio_BatnChinto
(o7 FRC.Ti
fov_Celindno d_tegrtycheckinto,
oM, owm)
g 847 RLC_AMLDATA D cor LITRAR Hobiltyifocrin dsc_Celbedicaed,
[tsc_RB2, cr_UTRAN_MokilityinfoCnf_ActTime(?))
B 5 RAlpdete_AHGph NoSRBAsc_CelA, 7, 006E)
53 (tev_TI_StiFlag:="1'8)
& 45 DeactivatePP_Corfed(ias _Cell fov 115,
cos_SM_Cause el RelCauPDP_CidDeoct))
&= _ptionabetactegest
& v TS g8y
5 45 CC Discomnect (s Geli)
B 15 FRC_Cornfel (1sc_CelA el Bch)
& 5 RRC_ConnEst(1sc_ColA, est e regihration)
& 45 CelChange_RAUpd(iss_Cell, 75, (0015, T108), TRUE)
ot 15 _OWM_DetachOnSwiGhoft(tsc_CelA)
& 45 _GSH_ChannelReease ( 1sc_GSM_CelA, 152 G_Treh)





Details of local tree: lt_OptionalDetachReqest
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Change 2.4: ts_DTM_IdleUpdated

	Object
	ts_DTM_IdleUpdated

	Reason for change
	Ciphering is not disabled after Channel Release.

	Summary of change
	Anite CR G3t060013 was raised for this, but it is not implemented in this test step.

	Source of change
	Modification

	MCC 160 comments
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