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40.1
Default test conditions

The following default test conditions shall apply if not otherwise stated within an individual test description.

The testcases for higher layers shall use the second set of default test conditions for channel combination v), xi) and xiii) as specified in subclause 40.3.

In the tables following, decimal values will normally be used. Where a hexadecimal value is used, it indicated with an "H". A binary value will be indicated with a "B".

For MSs that cannot be configured to send an exact number of octets in RLC data blocks of uplink data transfer, test cases specifying 'uplink transfer of n octets data' shall be interpreted as ' uplink transfer of at least n octets data', unless otherwise stated in the test case. 

Rel-6 network simulation shall apply unless otherwise stated in the test case.

Note 1:
In case when NC mode is different from NC2 and PBCCH is not present in the cell and where neighbour cells are indicated in the testcase and are indeed activated, the MS shall read system information on the target cell (e.g. SI3, SI4 ) for cell reselection calculations . In these cases, the MS may temporarily suspend ongoing TBF (see 3GPP TS 04.60/3GPP TS 44.060 sub-clause 5.5.1.4.2). Test case implementation should take this into account i.e. that blocks or control messages sent by SS are missed during these SI refreshes. 
[NEXT_CHANGE]
40.2.1.1.1 
Contents of information elements in SYSTEM INFORMATION TYPE 1 to 13 messages.

	(CBCH) Channel Description
	Not present.

	(CBCH) Mobile Allocation
	Not present.

	Cell Channel Description
	

	
	              ‘

	
	              ‘

	
	              ‘

	
	              ‘

	
	              ‘

	SI 7 Rest Octets
	Same as SI 4 Rest Octets

	SI 8 Rest Octets
	Same as SI 4 Rest Octets

	SI 13 Rest Octets
	For PBCCH present case

	
- 
	H (SI 13 Rest Octets are not spare) 

	
- BCCH_CHANGE_MARK
	000

	
- SI_CHANGE_FIELD
	0  Update of unspecified message

	
- {0|1
	GPRS Mobile Allocation IE present

	
- SI13 CHANGE MARK
	00

	
-HSN
	000000         Sequence 0

	
-{0|1<RFL number list>}
	0                  Number list not present

	
-{0
	0                   using MA BITMAP

	
-MA_LENGTH
	000101 (for GSM 700, T-GSM 810, GSM 850 and GSM900).

000011 (for DCS 1 800 and PCS 1 900).

	
-MA_BITMAP}
	001111             4 belonging (for GSM 700, T-GSM 810, GSM 850 and GSM900).

1111                 4 belonging (for DCS 1 800 and PCS 1 900).

	
- {0 | 1
	1 (PBCCH present in cell)

	
- PSI1_REPEAT_PERIOD
	0010  PSI1repeat period = 3 multiframes

	
- PBCCH Description
	

	
- Pb
	0000 (0 dB)

	
- TSC
	101

	
- TN
	100  Timeslot 4

	
- {00 | 01 | 1
	1    MAIO

	
MAIO}}
	000010

	For R99/Rel 4 network simulation:
	

	
- Additions in R99
	H

	
- SGSNR bit
	1     SGSN is Release '99 onwards

	End R99
	

	
- Additions in Rel 4
	H

	
- SI_STATUS_IND bit
	0     PACKET SI STATUS msg not supported

	end Rel 4
	

	For R6 network simulation:
	

	Additions for Rel.6
	1

	    - LB_MS_TXPWR_MAX_CCH
	01010

	    - SI2n_SUPPORT
	00

	End Rel 6
	

	
- spare padding
	Spare Padding

	
	

	SI 13 Rest Octets
	Only applicable in Testcases specified

PBCCH not present  

	
- 
	H (SI 13 Rest Octets are not spare) 

	
- BCCH_CHANGE_MARK
	000

	
- SI_CHANGE_FIELD
	0  Update of unspecified message

	
- {0|1
	GPRS Mobile Allocation IE present

	
- SI13 CHANGE MARK
	00

	
-HSN
	000000         Sequence 0

	
-{0|1<RFL number list>}
	0                  Number list not present

	
-{0
	0                   using MA BITMAP

	
-MA_LENGTH
	000101 (for GSM 700, T-GSM 810, GSM 850 and GSM900).

000011 (for DCS 1 800 and PCS 1 900).

	
-MA_BITMAP}
	001111             4 belonging (for GSM 700, T-GSM 810, GSM 850 and GSM900).

1111                 4 belonging (for DCS 1 800 and PCS 1 900).

	
- {0 | 1
	0 (PBCCH not present in cell)

	
- RAC
	00000101(Binary)

	
-SPGC_CCCH_SUP
	1                  supported

	
-PRIORITY_ACCESS_THR
	11                PA allowed for priority level 1 to 4

	
-NETWORK_CONTROL_ORDER
	00                NC0

	
-GPRS Cell Options
	Present

	
-Network Mode of Operation
	NMO I

	
-T3168
	2 seconds

	
-T3192
	1.5 seconds

	
-DRX_TIMER_MAX
	000              Non-DRX not supported

	
-ACCESS_BURST_TYPE
	1                  Use 11 bits access burst

	
-CONTROL_ACK_TYPE
	1                  RLC/MAC control block

	
-BS_CV_MAX
	0111            value 7

	
-PAN_DEC
	011              value 3

	
-PAN_INC
	011              value 3

	
-PAN_MAX
	010              Max value for counter N3102=12

	
-Optional extension information
	0      Extension information not present

	For R99/Rel 4 network simulation:
	

	
Optional extension information
	1      Extension information present

	
- Extension length
	R99: 000011

Rel 4: 000101
Rel 6: 001001

	
- {0|1 <Extension Information>}
	0     EGPRS not supported by the cell.

	
- PFC_FEATURE_MODE
	0     Packet Flow Context Procedures not supported

	
- DTM_SUPPORT
	Default:

0.....The cell does not support DTM procedures

For DTM test cases:

1.....The cell supports DTM procedures

	
- BSS_PAGING_COORDINATION
	0     Circuit-Switched paging coordination not supported

       in cell

	end R99
	

	For Rel 4 network simulation
	

	
- CCN_ACTIVE
	0     CCN is disabled in the cell

	
- NW_EXT_UTBF
	0     Ext UL TBF not supported in the cell

	end Rel 4
	

	For R6 network simulation:
	

	Additions for Rel.6
	

	       - MULTIPLE_TBF_CAPABILITY
	0   Cell does not support  multiple TBF procedures

	       -  EXT_UTBF_NO_DATA
	0   MS shall send a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network

	       -  DTM_ENHANCEMENTS_CAPABILITY
	0   Cell does not support enhanced DTM CS establishment and enhanced DTM CS release procedures

	       -   { 0 | 1 }
	0 -- MBMS procedures not supported by the cell 

	End Rel 6
	

	
-GPRS Power Control Parameters
	Present

	
-ALPHA
	0000            Alpha = 0.0

	
-T_AVG_W
	01100          value 12

	
-T_AVG_T
	01100          value 12

	
-PC_MEAS_CHAN
	0                  BCCH

	
-N_AVG_I
	0111            value 7

	For R99/Rel 4 network simulation:
	

	
- Additions in R99
	H

	
- SGSNR bit
	1     SGSN is Release '99 onwards

	end R99
	

	
- Additions in Rel 4
	H

	
- SI_STATUS_IND bit
	0     PACKET SI STATUS message not supported

	end Rel 4
	

	For R6 network simulation:
	

	Additions for Rel.6
	1

	    - LB_MS_TXPWR_MAX_CCH
	01010

	    - SI2n_SUPPORT
	00

	End Rel 6
	

	
-spare padding
	Spare Padding

	SI 14 Rest Octets
	Only applicable for GSM 710 and T-GSM 810 bands

	
- SI14_INDEX
	0

	
- SI14_COUNT
	0

	
- DM_CHANGE_MARK
	0

	
- DYNAMIC ARFCN MAPPING Description
	Present 

	

- GSM_Band
	0110

for GSM 710 band

	
	0111

for T-GSM 810 band

	

- ARFCN_FIRST
	110110110
ARFCN 438

	

- BAND_OFFSET
	000000000

	

- ARFCN_RANGE
	1001010

74 channels

	SI 15 Rest Octets
	Only applicable for GSM 710 and T-GSM 810 bands

	
- SI15_INDEX
	0

	
- SI15_COUNT
	0

	
- DM_CHANGE_MARK
	0

	
- DYNAMIC ARFCN MAPPING
	Present

	

- GSM_Band
	0110

for GSM 710 band

	
	0111

for T-GSM 810 band

	

- ARFCN_FIRST
	110110110
ARFCN 438

	

- BAND_OFFSET
	000000000

	

- ARFCN_RANGE
	1001010

74 channels


[NEXT_CHANGE]
40.2.2.1.1
PACKET SYSTEM INFORMATION TYPE 1 

This message is transmitted on PBCCH and PACCH. On PACCH it is transmitted in such a way that the mobile station receives PSI1 once in 15 seconds. 

	MESSAGE_TYPE
	110001

	PAGE_MODE
	00     Normal Paging

	PBCCH_CHANGE_MARK
	000

	PSI_CHANGE_FIELD
	0000

	PSI1_REPEAT_PERIOD
	0010 
PSI1 repeat period = 3 mframes

	PSI_COUNT_LR
	000011   PSI Count Low Rate = 3 

(000100   PSI Count Low Rate = 4 when MEASUREMENT_ORDER IE are set to 1 and PSI5 are broadcasted)

	{PSI_COUNT_HR}
	1   PSI_COUNT_HR  present

	PSI_COUNT_HR
	0011   PSI Count High Rate = 4

	MEASUREMENT_ORDER
	0    PSI5 not broadcasted

(for the Measurement Reporting and Network Controlled cell reselection test cases, the MEASUREMENT_ORDER IE shall be set to 1 and PSI5 shall be broadcasted).

	GPRS Cell Options
	

	
- NMO
	00    Network Mode 1

	
- T3168
	011   2 seconds

	
- T3192_VALUE
	010   1.5 seconds

	
- DRX_TIMER_MAX
	000

	
- ACCESS_BURST_TYPE
	1      11 bit access burst

	
- CONTROL_ACK_TYPE
	1      RLC/MAC Control block

	
- BS_CV_MAX
	0111

	{ PAN parameters}
	1      PAN parameters present

	
- PAN_DEC
	001

	
- PAN_INC
	001

	
- PAN_MAX
	000

	
- Optional extension information
	0      Extension information not present

	For R99/Rel 4 network simulation:
	

	
Optional extension information
	1      Extension information present

	
- Extension lenght
	R99: 000011

Rel 4: 000101
Rel 6: 001001

	
- {0|1 <Extension Information>}
	0     EGPRS not supported by the cell.

	
- PFC_FEATURE_MODE
	0     Packet Flow Context Procedures not supported

	
- DTM_SUPPORT
	Default:

0.....The cell does not support DTM procedures

For DTM test cases:

1.....The cell supports DTM procedures

	
- BSS_PAGING_COORDINATION
	0     Circuit-Switched paging coordination not supported

       in cell

	For Rel 4 network simulation
	

	
- CCN_ACTIVE
	0     CCN is disabled in the cell

	
- NW_EXT_UTBF
	0     Ext UL TBF not supported in the cell

	end Rel 4
	

	end R99
	

	For R6 network simulation:
	

	Additions for Rel.6
	

	       - MULTIPLE_TBF_CAPABILITY
	0   Cell does not support  multiple TBF procedures

	       -  EXT_UTBF_NO_DATA
	0   MS shall send a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network

	       -  DTM_ENHANCEMENTS_CAPABILITY
	0   Cell does not support enhanced DTM CS establishment and enhanced DTM CS release procedures

	       -   { 0 | 1 }
	0 -- MBMS procedures not supported by the cell 

	End Rel 6
	

	PRACH Control Parameters
	

	
- ACC_CONTR_CLASS
	0000000000000000   All Access Control Classes are allowed

	
- MAX_RETRANS
	00    Maximum 1 retransmission each priority

	
- S
	0001   15 slots between

	
- TX_INT
	0010    4 slots

	
- {0|1<PERSISTENCE_LEVEL>}
	0           persistence level not present

	PCCCH Organization Parameters
	

	
- BS_PCC_REL
	0        No release pending

	
- BS_PBCCH_BLKS
	10      Blocks B0, B6, B3

	
- BS_PAG_BLKS_RES
	0010  2 blocks reserved

	
- BS_PRACH_BLKS
	0001  1 block (B0) reserved

	Global Power Control Parameters
	

	
- ALPHA
	0000     ( = 0

	
- T_AVG_W
	00000   k = 0

	
- T_AVG_T
	00000   k = 0

	
- Pb
	0000     Pb = -0dB

	
- PC_MEAS_CHAN
	0            On BCCH

	
- INT_MEAS_CHANNEL_LIST_AVAIL
	0           PSI4 message not broadcasted

	
- N_AVG_I
	0110

	PSI_STATUS_IND
	0

	For R99 network simulation:
	

	Additions for Rel.99
	1

	
- MSCR bit
	1     MSCR is Release '99 onwards

	
- SGSNR bit
	1     SGSN is Release '99 onwards

	
- Band Indicator
	0 (for GSM 700, T-GSM 810, GSM 850 GSM 900 and GSM 1800)

1 (for GSM 1900)

	For R6 network simulation:
	

	Additions for Rel.6
	1

	       -LB_MS_TXPWR_MAX_CCH
	01010

	End Rel 6
	

	Padding
	Padding bits


[NEXT_CHANGE]
40.2.2.1.10
PACKET SYSTEM INFORMATION TYPE 5.

Note that the following message is only sent if the MEASUREMENT_ORDER IE in PSI1 is set to 1. The MEASUREMENT_ORDER IE in PSI1shall be set to 1 for the Measurement Reporting and Network Controlled cell reselection test cases.

	MESSAGE_TYPE
	110110

	PAGE_MODE
	00   Normal Paging

	PSI5_CHANGE_MARK
	00

	PSI5_INDEX
	000

	PSI5_COUNT
	000

	{0|1<NC Measurement Parameters>}
	1   NC Measurement Parameters present

	
- NETWORK_CONTROL_ORDER
	00  NC0

	
- {
	1    NC Periods present

	
- NC_NON_DRX_PERIOD
	111

	
- NC_REPORTING_PERIOD_I
	111

	
- NC_REPORTING_PERIOD_T}
	011

	0
	0

	For R99 network simulation:
	

	Additions for Rel.99
	1

	{0|1< ENH Reporting Parameters >}
	1  ENH Reporting Parameters present 

	       - Report_Type
	1

	       - REPORTING_RATE
	0   Normal Rate Reporting

	       - INVALID_BSIC_REPORTING
	0

	             - { 0 | 1 < NCC_PERMITTED > }
	0   not present

	             - { 0 | 1 < GPRS MEASUREMENT Parameters Description > }
	0   GPRS MEASUREMENT Parameters Description struct not present 

	             - { 0 | 1 < GPRS 3G MEASUREMENT Parameters Description > } 
	0    GPRS 3G MEASUREMENT Parameters Description struct not present

	End Rel 99 
	

	For Rel 5 network simulation:
	

	Additions for Rel.5
	

	< GPRS 3G Additional Measurement Parameters 2 struct >
	0    GPRS 3G Additional Measurement Parameters 2 struct not present

	End Rel.5
	

	Padding
	Padding bits


40.2.2.1.11
PACKET SYSTEM INFORMATION TYPE 13 (for PBCCH present case).

	MESSAGE_TYPE
	110111

	PAGE_MODE
	00        Normal Paging

	BCCH_CHANGE_MARK
	000

	SI_CHANGE_FIELD
	0000    Unspecified

	{0|1<SI13_CHANGE_MARK>}
	1           Present

	      - SI13_CHANGE_MARK
	00

	{GPRS Mobile Allocation}
	

	
-HSN
	000000         Sequence 0

	
-{0|1<RFL number list>}
	0                  Number list not present

	
-{0
	0

	
-MA_LENGTH
	000101 (for GSM 700, T-GSM 810, GSM 850 and GSM900).

000011 (for DCS 1 800 and PCS 1 900).

	
-MA_BITMAP
	001111              4 belonging (for GSM 700, T-GSM 810, GSM 850 and GSM900).

1111                  4 belonging (for DCS 1 800 and PCS 1 900).

	
	1          PBCCH present in cell

	
- PSI1_REPEAT_PERIOD
	0010    PSI1 repeat period = 3

	PBCCH Description

- Pb

- TSC

- TN

- {0 | 10 | 11


- MAIO }
	0110 (-12dB)

101

100

11

000010

	
	            ‘

	
	            ‘

	
	            ‘

	
	            ‘

	Additions for Rel.99/Rel 4
	1

	
- SGSNR bit
	1     SGSN is Release '99 onwards

	End R99
	

	Additions for Rel 4
	1

	
- SI_STATUS_IND bit
	0     PACKET SI STATUS msg not supported

	For R6 network simulation:
	

	Additions for Rel.6
	1

	    - LB_MS_TXPWR_MAX_CCH
	01010

	    - SI2n_SUPPORT
	00

	end Rel 6
	

	Padding
	Padding bits


40.2.2.1.12
PACKET SYSTEM INFORMATION TYPE 13 (only applicable in test cases where PBCCH is not present).

This message is transmitted PACCH in such a way that the Mobile station receives PSI13 once in 15 seconds.

	MESSAGE_TYPE
	110111

	PAGE_MODE
	00        Normal Paging

	BCCH_CHANGE_MARK
	000

	SI_CHANGE_FIELD
	0000    Unspecified

	{0|1<SI13_CHANGE_MARK>}
	1           Present

	      - SI13_CHANGE_MARK
	00

	{GPRS Mobile Allocation}
	

	
-HSN
	000000         Sequence 0

	
-{0|1<RFL number list>}
	0                  Number list not present

	
-{0
	0

	
-MA_LENGTH
	000101 (for GSM 700, T-GSM 810, GSM 850 and GSM900).

000011 (for DCS 1 800 and PCS 1 900).

	
-MA_BITMAP
	001111              4 belonging (for GSM 700, T-GSM 810, GSM 850 and GSM900).

1111                  4 belonging (for DCS 1 800 and PCS 1 900).

	
	0          PBCCH not present in cell

	
- RAC
	00000101(Binary)

	
-SPGC_CCCH_SUP
	1                  supported

	
-PRIORITY_ACCESS_THR
	11                PA allowed for priority level 1 to 4

	
-NETWORK_CONTROL_ORDER
	00                NC0

	GPRS Cell Options
	Same as the GPRS Cell Options as stated in SI13 rest octets for test cases where PBCCH is not present.

	GPRS Power Control Parameters
	Same as the GPRS Power Control Parameters as stated in SI13 rest octets for test cases where PBCCH is not present.

	Additions for Rel.99/Rel 4
	1

	
- SGSNR bit
	1     SGSN is Release '99 onwards

	End R99
	

	Additions for Rel 4
	1

	
- SI_STATUS_IND bit
	0     PACKET SI STATUS msg not supported

	For R6 network simulation:
	

	Additions for Rel.6
	1

	    - LB_MS_TXPWR_MAX_CCH
	01010

	    - SI2n_SUPPORT
	00

	end Rel 6
	

	Padding
	Padding bits
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