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---------------------------------------------
FIRST MODIFIED SUB-CLAUSE

---------------------------------------------

10.7.1
MBMS-SESSION-START-REQUEST 

This PDU allows an SGSN to request BSS to start an MBMS session.

PDU type:
MBMS-SESSION-START-REQUEST

Direction:
SGSN to BSS

Table 10.7.1: MBMS-SESSION-START-REQUEST PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TMGI
	TMGI/ 11.3.77
	M
	TLV
	3-8

	MBMS Session Identity
	MBMS Session Identity/ 11.3.71
	O
	TLV
	3

	ABQP
	ABQP/11.3.43
	M
	TLV
	13-?

	MBMS Service Area Identity List
	MBMS Service Area Identity List / 11.3.73
	M
	TLV
	4-?

	MBMS Routing Area List
	MBMS Routing Area List/ 11.3.75
	M
	TLV
	3-?

	MBMS Session Duration
	MBMS Session Duration / 11.3.72
	M
	TLV
	3-?

	MBMS Session Information
	MBMS Session Information /11.3.76
	M
	TLV
	3

	Time to MBMS Data Transfer
	Time to MBMS Data Transfer / 11.3.92
	M
	TLV
	3

	Allocation/Retention Priority
	Priority/11.3.27
	O
	TLV
	3

	MBMS Session Repetition Number
	MBMS Session Repetition Number / 11.3.93
	O
	TLV
	3


---------------------------------------------
NEXT MODIFIED SUB-CLAUSE

---------------------------------------------
11.3.93
MBMS Session Repetition Number

The MBMS Session Repetition Number denotes the repetition number of the MBMS session as defined in 3GPP TS 23.246 [32]. The element coding is:
Table 11.3.93: MBMS Session Repetition Number IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	Octet 1
	IEI

	Octet 2, 2a
	Length Indicator

	Octet 3
	MBMS-Session-Repetition-Number AVP encoded as in 3GPP TS 29.061 [31], excluding AVP Header fields as defined in IETF RFC 3588 [33].
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