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11.2.46
DTM Handover Command

This message is sent on the PACCH by the network to the mobile station in dual transfer mode to command the mobile station to leave the current cell and change to a new cell. This message may be sent using Extended RLC/MAC control segmentation (see sub-clause 9.1.12a). The combined length of the IEs included in the DTM HANDOVER COMMAND message shall not exceed 175 octets.

Message type:
DTM HANDOVER COMMAND

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.46.1: DTM HANDOVER COMMAND information elements

	< DTM Handover Command message content > ::=


< PAGE_MODE : bit (2) >


< Global TFI : < Global TFI IE > >


{ 0 < DTM Handover to A/Gb Mode Payload : < DTM Handover to A/Gb mode Payload description struct > >


| 1 < DTM Handover to UTRAN Payload : < RRC Container IE > > }


< padding bits >


! < Non-distribution part error : bit (*) = < no string > > ;



	< DTM Handover to A/Gb mode Payload description struct > ::=


< DTM Handover CS RR Info: < DTM Handover CS Radio Resources IE > >


< DTM Handover PS RR Info: < DTM Handover PS Radio Resources IE > >


{ 0 | 1 < NAS Container for PS Handover IE > };



	





Table 11.2.46.2: DTM HANDOVER COMMAND information element details

	PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

	Global TFI
This information element contains the TFI of the mobile station's downlink TBF or uplink TBF. This field is defined in sub-clause 12.10.

	DTM Handover CS Radio Resources
This information element contains the CS information needed by the mobile station when performing DTM Handover to A/Gb mode and is defined in sub-clause 12.47.

	DTM Handover PS Radio Resources
This information element contains the PS information needed by the mobile station when performing DTM Handover to A/Gb mode and is defined in sub-clause 12.46.

	NAS Container for PS Handover
This information element contains the NAS information needed by the mobile station when performing DTM Handover to A/Gb mode and is defined in sub-clause 12.43.

	DTM Handover to UTRAN Payload
This information element contains a HANDOVER TO UTRAN COMMAND message (as defined in 3GPP TS 25.331) containing the information needed by the mobile station when performing DTM Handover to UTRAN. This information element is defined in sub-clause 12.45b. 
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