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************************************************************************
********                  First modified section                                                           ********                    
************************************************************************

11.2.2
GAN Release Indicator

This information element is used to indicate the GAN Release supported.
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	GAN Release Indicator IEI
	octet 1

	Length of GAN Release Indicator IE contents
	octet 2

	Spare
	URI
	octet 3


Figure 11.2.2.1: GAN Release Indicator information element

Table 11.2.2.1: GAN Release Indicator information element

	URI, GAN Release Indicator (octet 3)

Bits

	3
	2
	1
	

	0
	0
	0
	UMA Release

	0
	0
	1
	GAN Release 1

	All other values are reserved in Release 1.


************************************************************************
********                  Next modified section                                                           ********                    
************************************************************************

11.2.12 Discovery Reject Cause

The Discovery reject Cause information element contains information to the MS about the reason for a Discovery Reject. The MS shall act according to the cause value received. 
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	Discovery Reject Cause IEI
	octet 1

	Length of Discovery Reject Cause IE contents
	octet 2

	Discovery Reject Cause Value
	octet 3


Figure 11.2.12.1: Discovery Reject Cause information element

Table 11.2.12.1: Discovery Reject Cause information element

	Discovery Reject Cause (octet 3)

Bits

	3
	2
	1
	

	0
	0
	0
	Network Congestion

	0
	0
	1
	Unspecified

	0
	1
	0
	IMSI not allowed

	1
	0
	0
	Release not supported

	1
	0
	1
	

	to
	

	1
	1
	1
	Reserved for future use.
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