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 [next modified section]
Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which do not support AOCC
	
	C32
	TSPC_Addinfo_MTsvc
TSPC_Addinfo_MOsvc
TSPC_AddInfo_SvcOnTCH
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and MO Teleservices and do not support the Call Hold supplementary service
	
	C33
	
	

	11.5
	Verification of non-support of services (multiparty)
	Phase 2
	MS which support Call Hold and AOCC and MO Teleservices and, but do not support the Multi-Party supplementary service
	
	C34
	
	

	11.6
	Verification of non-support of feature (Fixed Dialling Number (FDN))
	Phase 2
	MS which support MO Teleservices and do not support FDN
	
	C35
	
	

	11.7
	IMEI Security
	Phase 2
	All MS
	
	A
	
	

	12.1.1
	Conducted spurious emissions, MS allocated a channel
	Phase 2
	All MS with a permanent antenna connector
	
	C99
	
	

	12.1.2
	Conducted spurious emissions, MS in idle mode
	Phase 2
	All MS with a permanent antenna connector
	
	C99
	
	

	12.2.1
	Radiated spurious emissions, MS allocated a channel
	Phase 2
	All MS not supporting R-GSM. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C102
	
	

	12.2.2
	Radiated spurious emissions, MS in idle mode
	Phase 2
	All MS not supporting R-GSM. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C102
	
	

	12.3.1
	Conducted spurious emissions, MS allocated a channel for MS supporting the R-GSM band
	R96
	R-GSM MS with a permanent antenna connector
	
	C115
	
	

	12.3.2
	Conducted spurious emissions, MS in idle mode for MS supporting the R-GSM band
	R96
	R-GSM MS with a permanent antenna connector
	
	C115
	
	

	12.4.1
	Radiated spurious emissions, MS allocated a channel for MS supporting the R-GSM band
	R96
	R-GSM MS. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C103
	
	

	12.4.2
	Radiated spurious emissions, MS in idle mode for MS supporting the R-GSM band
	R96
	R-GSM MS. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C103
	
	

	13.1
	Frequency error and phase error
	Phase 2
	All MS
	Rxx1
	A
	
	

	13.2
	Frequency error under multipath and interference conditions
	Phase 2
	All MS
	
	A
	
	

	13.3-1
	Transmitter output power and burst timing - MS with permanent antenna connector
	Phase 2
	All MS with a permanent antenna connector
	Rxx1
	C99
	
	

	13.3-2
	Transmitter output power and burst timing - MS with integral antenna
	Phase 2
	All MS with integral antenna connector
	Rxx1
	C92
	
	

	13.4
	Output RF spectrum
	Phase 2
	All MS not supporting R-GSM
	Rxx1
	C375
	
	

	13.6
	Frequency error and phase error in HSCSD multislot configuration
	R96
	HSCSD Multislot MS
	Rxx2
	C380
	
	

	13.7-1
	Transmitter output power and burst timing in HSCSD configurations - MS with permanent antenna connector
	R96
	HSCSD Multislot MS with permanent antenna connector
	Rxx3
	C377
	
	

	13.7-2
	Transmitter output power and burst timing in HSCSD configurations - MS with integral antenna
	R96
	HSCSD Multislot MS with integral antenna
	Rxx3
	C378
	
	

	13.8
	Output RF spectrum in HSCSD multislot configuration
	R96
	HSCSD Multislot MS
	Rxx3
	C376
	
	

	13.9
	Output RF spectrum for MS supporting the R-GSM band
	R96
	R-GSM MS
	
	C103
	
	

	13.10
	Void
	
	
	
	
	
	

	13.11
	Void
	
	
	
	
	
	

	13.12
	Void
	
	
	
	
	
	

	13.13
	Void
	
	
	
	
	
	

	13.14
	Void
	
	
	
	
	
	

	13.15
	Void
	
	
	
	
	
	

	13.16.1
	Frequency error and phase error in GPRS multislot configuration
	R97
	GPRS MS supporting multislot operation on the uplink
	
	C204
	
	

	13.16.2-1
	Transmitter output power in GPRS multislot configuration - MS with permanent antenna connector
	R97
	GPRS MS supporting multislot operation on the uplink - MS with permanent antenna connector
	
	C95
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf
	

	13.16.2-2
	Transmitter output power in GPRS multislot configuration - MS with integral antenna connector
	R97
	GPRS MS supporting multislot operation on the uplink - MS with integral antenna connector
	
	C96
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf
	

	13.16.3
	Output RF spectrum in GPRS multislot configuration 
	R97
	GPRS MS supporting multislot operation on the uplink 
	
	C204
	
	

	13.17.1
	Frequency error and Modulation accuracy 
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes
	
	C238
	
	

	13.17.2
	Frequency error under multipath and interference conditions
	R99
	All EGPRS MS
	
	C216
	
	

	13.17.3-1
	EGPRS Transmitter output power- MS with permanent antenna connector
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes with permanent antenna connector
	
	C97
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf
	

	13.17.3-2
	EGPRS Transmitter output power- MS with integral antenna connector
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes with integral antenna connector
	
	C98
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf
	

	13.17.4
	Output RF spectrum
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes
	
	C238
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Table B.1a: Applicability of tests - Conditions definitions
	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	C6
	IF A.25/10 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncData

	C7
	IF A.2/26 THEN A ELSE N/A
	-- TSPC_Feat_Autocall

	C8
	IF A.2/26 AND A.25/56 THEN A ELSE N/A
	-- TSPC_Feat_Autocall  AND TSPC_AddInfo_AutocallBnoGreaterM

	C9
	IF A.2/22 THEN A ELSE N/A
	-- TSPC_Feat_BO

	C10
	IF A.25/17 THEN A ELSE N/A
	-- TSPC_AddInfo_fullRate4.8

	C11
	IF A.25/5 THEN A ELSE N/A
	-- TSPC_AddInfo_FullRateData

	C12
	IF A.25/6 THEN A ELSE N/A
	-- TSPC_ Addinfo_HalfRateData

	C13
	IF A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1

	C14
	IF A.25/41 OR A.25/42 THEN A ELSE N/A
	-- TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn

	C15
	IF (A.25/41 OR A.25/42) AND A.25/43 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_AddInfo_DisablePin

	C16
	IF (A.25/41 OR A.25/42) AND A.2/21 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_Feat_FND

	C17
	IF (A.25/41 OR A.25/42) AND A.25/44 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_AddInfo_Pin2

	C18
	IF A.25/59 THEN A ELSE N/A
	-- TSPC_AddInfo_MT2orOther

	C19
	IF A.2/41 AND A.2/58 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_non_zero_NON_DRX_TIMER

	C20
	void
	

	C21
	IF A.25/45 THEN A ELSE N/A
	-- TSPC_AddInfo_Pin2Feature

	C22
	IF A.25/7 THEN A ELSE N/A
	-- TSPC_AddInfo_NonTransData

	C23
	IF A.25/8 THEN A ELSE N/A
	-- TSPC_AddInfo_TransData

	C24
	IF A.25/2 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C25
	IF A.25/8 AND A.25/58 THEN A ELSE N/A
	-- TSPC_AddInfo_TransData AND TSPC_AddInfo_MT2

	C26
	IF A.3/6 THEN A ELSE N/A
	-- TSPC_Serv_TS61

	C27
	IF A.3/7 THEN A ELSE N/A
	-- TSPC_Serv_TS62

	C28
	IF A.3/7 AND NOT A.3/6 THEN A ELSE N/A
	-- TSPC_Serv_TS62 AND NOT TSPC_Serv_TS61

	C29
	IF A.3/7 OR A.3/6 THEN A ELSE N/A
	-- TSPC_Serv_TS62 OR TSPC_Serv_TS61

	C30
	IF (A.3/7 OR A.3/6) AND A.25/28 THEN A ELSE N/A
	-- (TSPC_Serv_TS62 OR TSPC_Serv_TS61) AND TSPC_AddInfo_FaxErrCor

	C31
	IF A.25/19 THEN A ELSE N/A
	-- TSPC_ Addinfo_MTsvc

	C32
	IF NOT A.5/14 THEN A ELSE N/A
	-- NOT TSPC_Serv_SS_AoCC

	C33
	IF A.5/14 AND A.25/20 AND (NOT A.5/10) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Addinfo_MOsvc AND (NOT TSPC_Serv_SS_HOLD)

	C34
	IF A.5/14 AND A.5/10 AND A.25/20 AND (NOT A.5/11) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_HOLD AND TSPC_Addinfo_MOsvc AND (NOT TSPC_Serv_SS_MPTY)

	C35
	IF A.25/20 AND NOT A.2/21 THEN A ELSE N/A
	-- TSPC_Addinfo_MOsvc AND NOT TSPC_Feat_FND

	C36
	IF A.25/20 THEN A ELSE N/A
	-- TSPC_ Addinfo_MOsvc

	C37
	IF A.25/22 THEN A ELSE N/A
	-- TSPC_ Addinfo_SvcOnTCH

	C38
	IF A.25/23 THEN A ELSE N/A
	-- TSPC_ Addinfo_DualRate

	C39
	IF A.25/4 THEN A ELSE N/A
	-- TSPC_ Addinfo_DataSvc

	C40
	IF A.25/30 THEN A ELSE N/A
	-- TSPC_ Addinfo_NonCallSS

	C41
	IF A.3/4 THEN A ELSE N/A
	-- TSPC_Serv_TS22

	C42
	IF A.3/1 OR A.3/2 THEN A ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12

	C43
	IF A.25/26 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC

	C47
	IF A.25/26 AND A.2/17 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_Feat_A51

	C48
	IF A.25/26 AND A.25/55 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_ Addinfo_RFAmp

	C50
	IF A.25/26 AND A.25/3 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_AddInfo_Half_rate_version_1

	C51
	IF A.25/40 THEN A ELSE N/A
	-- TSPC_ Addinfo_SIMRmv

	C52
	IF A.25/2 OR A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1

	C53
	IF A.25/4 AND NOT A.25/2 THEN A ELSE N/A
	-- TSPC_AddInfo_DataSvc AND NOT TSPC_AddInfo_Full_rate_version_1

	C55
	IF (NOT A.25/27 ) AND (NOT A.25/51 ) AND A.25/19 THEN A ELSE N/A
	-- (NOT TSPC_ Addinfo_EmgOnly ) AND (NOT TSPC_ Addinfo_ImmConn ) AND TSPC_ Addinfo_MTsvc

	C56
	IF A.3/1 OR A.3/2 OR A.3/6 OR A.4/20 THEN A ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_TS61 OR TSPC_Serv_BS61

	C58
	IF A.3/6 OR A.4/20 OR A.4/21 THEN A ELSE N/A
	-- TSPC_Serv_TS61 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C59
	IF A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCI

	C62
	IF A.5/16 OR A.5/18 OR A.5/17 OR A.5/19 OR A.5/15 THEN A ELSE N/A
	-- TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BAIC OR TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BICRoam OR TSPC_Serv_SS_BAOC 

	C64
	IF A.5/7 OR A.5/5 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFNRy OR TSPC_Serv_SS_CFU

	C65
	IF A.5/6 OR A.5/5 OR A.5/8 OR A.5/7 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFU OR TSPC_Serv_SS_CFNRc OR TSPC_Serv_SS_CFNRy

	C66
	IF A.5/6 OR A.5/8 OR A.5/7 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFNRc OR TSPC_Serv_SS_CFNRy

	C67
	IF A.5/6 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFB

	C68
	IF A.5/19 AND A.5/15 THEN A ELSE N/A
	-- TSPC_Serv_SS_BICRoam AND TSPC_Serv_SS_BAOC

	C69
	IF A.5/14 AND A.25/40 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_ Addinfo_SIMRmv

	C70
	IF A.5/14 AND A.5/10 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_HOLD

	C71
	IF A.5/14 AND A.5/11 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_MPTY

	C72
	IF A.3/3 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_CCprotocol_oneBC

	C73
	IF A.3/4 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_TS22 AND TSPC_Addinfo_CCprotocol_oneBC

	C74
	IF A.3/3 AND (A.25/36) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_ Addinfo_StoreRcvSMSSIM

	C76
	IF A.1/6 THEN A ELSE N/A
	-- Type_MB_Simul

	C78
	IF A.1/6 AND A.25/26 THEN A ELSE N/A
	-- Type_MB_Simul AND TSPC_ AddInfo_CC

	C79
	IF A.25/26 AND A.25/61 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_AddInfo_PseudoSynch

	C80
	IF A.25/62 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_5V AND (NOT TSPC_Card_Appl)

	C81
	IF A.25/63 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_3V AND (NOT TSPC_Card_Appl)

	C82
	IF A.25/64 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_5V3V AND (NOT TSPC_Card_Appl)

	C83
	IF A.25/65 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2

	C84
	IF A.25/20 AND A.25/65 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2 AND TSPC_ Addinfo_MOsvc

	C85
	IF A.25/19 AND A.25/65 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2 AND TSPC_ Addinfo_MTsvc

	C86
	IF A.1/15 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot

	C87
	IF A.1/15 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_Addinfo_CCprotocol_oneBC

	C88
	IF A.1/15 AND A.25/20 THEN A ELSE N/A
	-- Type_ HSCSD_Multislot AND TSPC_ Addinfo_Mosvc

	C89
	IF A.1/15 AND A.25/19 THEN A ELSE N/A
	-- Type_ HSCSD_Multislot AND TSPC_ Addinfo_MTsvc

	C90
	IF A.1/15 AND NOT A.25/50 THEN A ELSE N/A
	-- TSPC_Type_GPRS_Multislot_operation AND NOT TSPC_AddInfo_ApplAlwaysRun

	C91
	IF A.25/95 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_1,8V AND (NOT TSPC_Card_Appl)

	C92
	IF A.25/104 THEN A ELSE N/A
	-- TSPC_AddInfo_IntegrAntenna

	C93
	IF A.1/15 AND A.25/60 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_PermAntenna
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	C373
	IF A.25/79 AND A.25/113 AND NOT A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND NOT TSPC_AddInfo_Half_rate_version_3

	C374
	void
	

	C375
	IF NOT A.1/3 THEN A ELSE N/A
	-- NOT Type_GSM_R_Band

	C376
	IF A.1/15 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot

	C377
	IF A.1/15 AND A.25/60 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_PermAntenna

	C378
	IF A.1/15 AND A.25/104 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_IntegrAntenna

	C379
	IF A.2/41 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND NOT TSPC_EGPRS

	C380
	IF A.1/15 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot 

	C381
	IF A.1/53 OR A.1/54 OR A.1/181 THEN A ELSE N/A
	-- TSPC_Type_T GSM_Band OR TSPC_Type_GSM_700_Band OR TSPC_Type_GSM_750_Band

	C382
	IF (A.1/53 OR A.1/54 OR A.1/181) AND A.2/42 THEN A ELSE N/A
	-- (TSPC_Type_T GSM_Band OR TSPC_Type_GSM_700_Band OR TSPC_Type_GSM_750_Band) AND TSPC_EGPRS

	C383
	IF A.25/136 THEN A ELSE N/A
	TSPC_O-TCH_WHS

	C384
	IF (A.25/1) AND A.25/26 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate AND TSPC_Addinfo_CCprotocol_oneBC

	C385
	IF A.1/57 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC Type_GPRS_Multislot_uplink AND NOT TSPC_EGPRS

	C386
	IF A.5/35 THEN A ELSE N/A
	-- TSPC_CNAP

	C387
	IF A.25/137 THEN A ELSE NA
	TSPC_TCH_WFS

	C388
	IF A.2/41 AND A.2/72 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND NOT TSPC_EGPRS

	C389
	IF A.2/41 AND A.2/72 AND A.25/84 AND A.25/128 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP AND NOT TSPC_EGPRS

	C390
	IF A.25/137 OR IF A.25/133 OR IF A.25/136 THEN A ELSE N/A
	TSPC_TCH_WFS OR TSPC_O-TCH_WFS OR TSPC_O-TCH_WHS

	C391
	IF (A.25/136 OR A.25/131) THEN A ELSE N/A
	TSPC_O-TCH_WHS OR TSPC_O-TCH_AHS

	C392
	IF A.25/136 AND NOT A.25/132 THEN A ELSE N/A
	TSPC_O-TCH_WHS AND NOT TSPC_Improv_RX_perform

	C393
	IF A.25/2 AND IF NOT (A.25/79 AND A.25/113) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1  AND IF NOT (TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack)

	C394
	IF (A.25/2 OR A.25/3) AND IF (NOT (A.25/79 OR A.25/112) OR NOT A.25/113) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1 IF (NOT (TSPC_AddInfo_Full_rate_version_3 OR TSPC_AddInfo_Half_rate_version_3) OR NOT TSPC_AMR_LoopBack)

	C395
	IF A.25/133 AND A.25/113 THEN A ELSE N/A
	-- TSPC_O-TCH_WFS AND TSPC_AMR_LoopBack

	C396
	IF A.25/137 AND NOT A.25/132 THEN A ELSE N/A
	TSPC_TCH_WFS AND NOT TSPC_Improv_RX_perform

	C397
	IF A.3/3 AND (A.25/36) AND NOT (A.25/138) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_StoreRcvSMSSIM AND NOT (TSPC_AddInfo_OverwriteRcvClass2SMSSIM)

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.



Table B.1b: Limited Applicability of tests - Conditions definitions

	Rxx1
	IF A.1/15 OR A.1/57 THEN R ELSE A
	-- TSPC_Type_HSCSD_Multislot OR TSPC_GPRS_Multislot_Uplink

	Rxx2
	IF A.1/57 THEN R ELSE A
	-- TSPC_GPRS_Multislot_Uplink

	Rxx3
	IF A.2/41 OR A.2/42 THEN R ELSE A
	-- TSPC_GPRS OR TSPC_EGPRS
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