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MODIFIED SECTION

10.5.2.8b
Channel Request Description 2

The purpose of the Channel Request Description 2 information element is to indicate to the network the reason of the request to enter dual transfer mode.

The Channel Request Description 2 information element is coded as shown in figure 10.5.2.8b.1 and tables 10.5.2.8b.1 and 10.5.2.8b.2.

The Channel Request Description 2 information element is a type 4 information element with a minimum length of 6 octets. The maximum length of this information element is resulting from the encoding of the value part as specified below.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	Channel Request Description 2 IEI
	octet 1

	Length of Channel Request Description 2 value part
	octet 2

	Channel Request Description 2 value part
	octet 3 - n



Figure 10.5.2.8b.1: Channel Request Description 2 information element

Table 10.5.2.8b.1: Channel Request Description 2 value part

	< Channel Request Description 2 value part > ::=


< PACKET_ESTABLISHMENT_CAUSE :bit(2) >

< Channel Request Description : Channel Request Description IE >

-- Defined in 3GPP TS 44.060


{ 0 | 1 < PFI : bit (7) > }

< Multiple TBF Capability : bit > 











-- Additions in Rel-6

< spare padding >;




Table 10.5.2.8b.2: Channel Request Description 2 value part details

	PACKET_ESTABLISHMENT_CAUSE (2 bit field)
This field indicates the reason for requesting the access.

Bit 
2 1
0 0
User Data 
0 1
Page Response
1 0
Cell Update
1 1
Mobility Management procedure

Channel Request Description (information element)
The Channel Request Description information element is defined in 3GPP TS 44.060. 

PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018.

Multiple TBF Capability (1 bit field)

This field is included as the MS Radio Access capabilities IE is not present and the Classmark 3 does not contain this information.

Bit

L
Multiple TBF procedures in A/Gb mode not supported

H
Multiple TBF procedures in A/Gb mode supported
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