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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	2
	Speech supported for Full rate version 1 (GSM FR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	C2501
	
	TSPC_AddInfo_Full_rate_version_1

	3
	Speech supported for Half rate version 1 (GSM HR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	O
	
	TSPC_AddInfo_Half_rate_version_1

	4
	at least one data service.
	3GPP TS 07.01 annex D, 3GPP TS 09.07, 3
	Phase 2
	O
	
	TSPC_ AddInfo_DataSvc

	5
	at least one full rate data service.
	3GPP TS 07.01 annex D, 

3GPP TS 27.001, D

3GPP TS 09.07, 10

3GPP TS 29.007, 10
	Phase 2
	O
	
	TSPC_AddInfo_FullRateData

	6
	at least one half rate data service.
	3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_HalfRateData

	7
	at least one non transparent data service.
	3GPP TS 02.02 3,

3GPP TS 22.002, D.2

3GPP TS 02.03 6

3GPP TS 22.001, D.2
	Phase 2
	O
	
	TSPC_AddInfo_NonTransData

	8
	at least one transparent data service.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3,

3GPP TS 02.03 6

3GPP TS 22.003, 6
	Phase 2
	O
	
	TSPC_AddInfo_TransData

	9
	only transparent data service 
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 02.03 6

3GPP TS 22.003, 6
	Phase 2
	O
	
	TSPC_AddInfo_TranspDataOnly

	10
	at least one asynchronous data service.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_AsyncData

	11
	at least one asynchronous non transparent data service.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_AsyncNonTransData

	12
	2.4 k full rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_24DataF

	13
	2.4 k half rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_24DataH

	14
	4.8 k full rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_48DataF

	15
	4.8 k half rate data mode.
	3GPP TS 02.02 3,

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_48DataH

	16
	9.6 k full rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_96Data

	17
	non transparent service with full rate channel at a user rate of 4.8 kbit/s.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B,

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_fullRate48

	18
	at least one bearer capability.
	3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_BC

	19
	at least one MT circuit switched basic service.
	3GPP TS 04.08 5.3.4.2.2

3GPP TS 24.008, 5.3.4.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_MTsvc

	20
	at least one MO circuit switched basic service.
	3GPP TS 04.08 5.3.4.2.1

3GPP TS 24.008, 5.3.4.2.1
	Phase 2
	O
	
	TSPC_ AddInfo_MOsvc

	21
	only SDCCH.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_SDCCHOnly

	22
	at least one service on traffic channel supported
	3GPP TS 02.02 3,

3GPP TS 22.002, 3

3GPP TS 02.03 annex A

3GPP TS 22.003, annex A
	Phase 2
	O
	
	TSPC_ AddInfo_SvcOnTCH

	23
	dual rate ratio channel types (no relation to supported speech codecs).
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_DualRate

	24
	only full rate radio channel type (no relation to supported speech codecs).
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_FullRateOnly

	25
	at least one teleservice.
	3GPP TS 02.03 6

3GPP TS 22.003, 6
	Phase 2
	O
	
	TSPC_ AddInfo_TeleSvc

	26
	CC protocol for at least one BC.
	3GPP TS 04.08 5

3GPP TS 24.008, 5
	Phase 2
	O
	
	TSPC_Addinfo_CCprotocol_oneBC

	27
	only circuit switched basic service supported by the mobile is emergency call.
	3GPP TS 02.03 6, A.1.2

3GPP TS 22.003, 6, A.1.2
	Phase 2
	C2505
	
	TSPC_ AddInfo_EmgOnly

	28
	Fax Error Correction Mode.
	3GPP TS 03.45,4.2.2

3GPP TS 23.045, 4.2.2

3GPP TS 03.46,2.6


	Phase 2
	O
	
	TSPC_AddInfo_FaxErrCorr

	29
	at least one supplementary service.
	3GPP TS 02.04 4, 

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	O
	
	TSPC_ AddInfo_SS

	30
	non call related supplementary service.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_ AddInfo_NonCallSS

	31
	at least one short message service.
	3GPP TS 02.03 B.1.7, A.1.3

3GPP TS 22.003, B.1.3, A.1.3
	Phase 2
	O
	
	TSPC_ AddInfo_SMS

	32
	(SMS) reply procedure.
	3GPP TS 03.40 3

3GPP TS 23.040, 3
	Phase 2
	O
	
	TSPC_ AddInfo_ReplyProc

	33
	replace SMS.
	3GPP TS 03.40 3

3GPP TS 23.040, 3
	Phase 2
	O
	
	TSPC_ AddInfo_ReplaceSMS

	34
	display of received SMS.
	3GPP TS 03.40 9,

3GPP TS 23.040, 9

3GPP TS 03.41 8

3GPP TS 23.041, 8
	Phase 2
	O
	
	TSPC_ AddInfo_DispRcvSMS

	35
	SMS status report capabilities.
	3GPP TS 03.40 3.2.9

3GPP TS 23.040, 3.2.9
	Phase 2
	O
	
	TSPC_AddInfo_SMSStatusRepCap

	36
	Storing of short messages in the SIM.
	3GPP TS 03.38 4

3GPP TS 23.038, 4
	Phase 2
	O
	
	TSPC_AddInfo_StoreRcvSMSSIM

	37
	Storing of short messages in the ME.
	3GPP TS 03.38 4

3GPP TS 23.038, 4

3GPP TS 03.40, 10

3GPP TS 23.040, 10
	Phase 2
	O
	
	TSPC_AddInfo_StoreRcvSMSME

	38
	detach on power down.
	3GPP TS 04.08 4.3.4

3GPP TS 24.008, 4.3.4
	Phase 2
	O
	
	TSPC_AddInfo_DetachOnPwrDn

	39
	detach on SIM remove.
	3GPP TS 04.08 4.3.4

3GPP TS 24.008, 4.3.4
	Phase 2
	O
	
	TSPC_AddInfo_DetachOnSIMRmv

	40
	SIM removable without power down.
	3GPP TS 02.17 5.7
	
	O
	
	TSPC_ AddInfo_SIMRmv

	41
	ID‑1 SIM.
	3GPP TS 02.17 4.1.1
	Phase 2
	O.2502
	
	TSPC_AddInfo_ID1

	42
	Plug-In SIM.
	3GPP TS 02.17 4.1.2
	Phase 2
	O.2502
	
	TSPC_AddInfo_PlugIn

	43
	Disable PIN feature.
	3GPP TS 02.17 5.6
	Phase 2
	O
	
	TSPC_AddInfo_DisablePin

	44
	PIN2 feature.
	3GPP TS 02.17 5.6
	Phase 2
	O
	
	TSPC_AddInfo_Pin2

	45
	Feature requiring entry of PIN2.
	3GPP TS 02.17 5.6
	Phase 2
	O
	
	TSPC_AddInfo_Pin2Feature

	46
	Chars 0‑9, *, # supported
	3GPP TS 02.30 2.3,

3GPP TS 22.030, 2.3

3GPP TS 02.07 B.1.5
	Phase 2
	O
	Phase 2
	TSPC_ AddInfo_BasCharSet

	47
	A, B, C, D chars. supported
	3GPP TS 02.30 2.3

3GPP TS 22.030, 2.3
	Phase 2
	O
	Phase 2
	TSPC_AddInfo_AddCharSet

	48
	automatically enter automatic selection of PLMN mode.
	3GPP TS 02.11 3.2

3GPP TS 22.011, 3.2
	Phase 2
	O
	Phase 2
	TSPC_AddInfo_AutoAutoMode

	49
	alerting indication to the user.
	3GPP TS 04.08 5.2.1.5

3GPP TS 24.008, 5.2.1.5 
	Phase 2
	O
	Phase 2
	TSPC_AddInfo_AlertInd

	50
	Appl. Layer is always running.
	3GPP TS 11.10‑1 18.1

3GPP TS 51.010-1, 18.1
	R98
	O
	
	TSPC_AddInfo_ApplAlwaysRun

	51
	Immediate connect supported for all circuit switched basic services.
	3GPP TS 04.08 5.2.1.6

3GPP TS 24.008, 5.2.1.6
	Phase 2
	O
	
	TSPC_AddInfo_ImmConn

	52
	In-Call modification.
	3GPP TS 04.08 5.3.4.3

3GPP TS 24.008, 5.3.4.3
	Phase 2
	O
	
	TSPC_AddInfo_InCallMod

	53
	follow-on request procedure.
	3GPP TS 04.08 4.4.4.6

3GPP TS 24.008, 4.4.4.6
	Phase 2
	O
	
	TSPC_AddInfo_followOnReq

	54
	refusal of call.
	3GPP TS 04.08 5.2.2.3.1

3GPP TS 24.008, 5.2.2.3.1
	Phase 2
	O
	
	TSPC_AddInfo_RefusalCall

	55
	RF amplification.
	3GPP TS 04.08 3.4.10

3GPP TS 44.018, 3.4.10
	Phase 2
	O
	
	TSPC_AddInfo_RFAmp

	56
	Number of B-party number for autocalling is greater than the number of entries in the blacklist.
	3GPP TS 02.07 annex A
	Phase 2
	O
	
	TSPC_AddInfo_AutocallBnoGreaterM

	57
	Handset MS supporting speech.
	3GPP TS 03.50 3.1.1
	Phase 2
	O
	
	TSPC_AddInfo_SpeechHandset

	58
	MT2 Configuration.
	3GPP TS 04.02 3

3GPP TS 24.002, 3
	Phase 2
	O
	
	TSPC_AddInfo_MT2

	59
	MT2 Configuration or any other possibility to send data over Um interface.
	3GPP TS 04.02 3

3GPP TS 24.002, 3
	Phase 2
	O
	
	TSPC_AddInfo_MT2orOther

	60
	Permanent Antenna Connector.
	3GPP TS 51.010‑1 12.1.1, 12.1.2
	Release 4
	O.2504
	
	TSPC_AddInfo_PermAntenna

	61
	Pseudo-synchronized handover supported.
	3GPP TS 05.10 2, annex A
	Phase 2
	O
	
	TSPC_AddInfo_PseudoSynch

	62
	5V only SIM/ME interface.
	3GPP TS 11.11
	R96
	O.2503
	
	TSPC_AddInfo_5V

	63
	3V only SIM/ME interface.
	3GPP TS 11.12
	R96
	O.2503
	
	TSPC_AddInfo_3V

	64
	3V/5V SIM/ME interface.
	3GPP TS 11.12
	R96
	O.2503
	
	TSPC_AddInfo_3V5V

	65
	Speech supported for Full rate version 2 (GSM EFR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	C2502
	
	TSPC_AddInfo_Full_rate_version_2

	66a
	RLP supports non default parameters
	3GPP TS 04.22 5.2.2.6

3GPP TS 24.022, 3
	Phase 2
	O
	
	TSPC_AddInfo_NonDefaultRlpParam

	66b
	Support of listening to voice broadcast calls (VBS listening)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 1.7.1
	R 96
	O
	
	TSPC_AddInfo_VBS_Listening

	67
	Support of originating voice broadcast call (VBS originating)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 1.7.1
	R 96
	O
	
	TSPC_AddInfo_VBS_Originating

	68
	Support of listening to voice group calls (VGCS listening)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 1.7.1
	R96
	C2503
	
	TSPC_AddInfo_VGCS_Listening

	69
	Support of talking in voice group calls (VGCS talking)
	3GPP TS 04.08, 0.7.1

3GPP TS 24.008, 1.7.1
	R96
	C2504
	
	TSPC_AddInfo_VGCS_Talking

	70
	Support of originating voice group call (VGCS originating)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 0.7
	R96
	O
	
	TSPC_AddInfo_VGCS_Originating

	71
	Support reduced NCH monitoring
	3GPP TS 04.08, 3.3.3.3

3GPP TS 44.018, 3.3.3.3
	R96
	O
	
	TSPC_AddInfo_NCH_ReducedMonitor

	72
	14.4 k data mode
	3GPP TS 02.02 3,

3GPP TS 22.002, 3

3GPP TS 07.01 Annex B,

3GPP TS 27.001, Annex B
	R 96
	O
	
	TSPC_ AddInfo_144Data

	73
	Implementation of cause number 27 of busy autocalling in category 2
	3GPP TS 02.07, Annex A
	Phase 2
	O
	
	TSPC_AddInfo_Impl_CNr27_Cat2

	74
	Implementation of cause number 27 of busy autocalling in category 3
	3GPP TS 02.07, Annex A
	Phase 2
	O
	
	TSPC_AddInfo_Impl_CNr27_Cat3

	75
	Support of immediate connect
	3GPP TS 04.08, 5.2.1.6

3GPP TS 24.008, 5.2.1.6
	Phase 2
	O
	
	TSPC_AddInfo_imm_Con

	76
	Artificial ear type 1
	3GPP TS 03.50
	Phase 2 up to and including release 4 
	O
	
	TSPC_AddInfo_Ear_type1

	77
	Artificial ear type 3.2, Low leak option
	3GPP TS 03.50
	Phase 2
	O
	
	TSPC_AddInfo_Ear_type32_LL

	78
	Artificial ear type 3.4
	3GPP TS 03.50
	R96
	O
	
	TSPC_AddInfo_Ear_type34

	79
	Speech supported for Full rate version 3 (FR AMR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	R98
	C2502
	
	TSPC_AddInfo_Full_rate_version_3

	80
	NCH monitoring in group receive mode
	3GPP TS 03.68 11.3.1.3.a

3GPP TS 43.068, 11.3.1.3
	R 96
	O
	
	TSPC_AddInfo_NCH_Monit_Rev

	81
	NCH monitoring in group transmit mode
	3GPP TS 03.68 11.3.1.3.a

3GPP TS 43.068, 11.3.1.3
	R 96
	O
	
	TSPC_AddInfo_NCH_Monit_Tra

	82
	NCH monitoring in dedicated mode
	3GPP TS 03.68 11.3.1.3.a

3GPP TS 43.068, 11.3.1.3
	R 96
	O
	
	TSPC_AddInfo_NCH_Monit_Ded

	83
	Support of one PDP context activation
	3GPP TS 04.08, 6.1.3.1

3GPP TS 24.008, 6.1.3.1
	R 97
	O
	
	TSPC_AddInfo_1PDP_CA

	84
	Support of more than one PDP context activation
	3GPP TS 04.08

3GPP TS 24.008
	R 97
	O
	
	TSPC_AddInfo_mor1PDP CA

	85
	Support of more than one PDP context activation simultaneously on the same SAPI
	3GPP TS 04.08

3GPP TS 24.008
	R 97
	O
	
	TSPC_AddInfo_mor1PDP CA_SAPI

	86
	Support of GPRS data compression
	3GPP TS 04.65, 6.6

3GPP TS 24.065, 6.6
	R 97
	O
	
	TSPC_AddInfo_GPRS_Data_Compr

	87
	Support of GPRS header compression
	3GPP TS 04.65 

3GPP TS 24.065
	R 98
	O
	
	TSPC_AddInfo_GPRS_Header_Compr

	88
	Support of Network requested PDP context activation
	3GPP TS 04.08, 6.1.3.1.2

3GPP TS 24.008, 6.1.3.1.2
	R 97
	O
	
	TSPC_AddInfo_N_req_PDP_CA

	89
	Support for user settings of minimum QoS
	3GPP TS 02.60

3GPP TS 22.060
	R 97
	O
	
	TSPC_ AddInfo_min_QoS

	90
	Automatic GPRS attach procedure at switch-on/power-on
	3GPP TS 04.08, 4.7.3

3GPP TS 24.008, 4.7.3
	R 97
	O
	
	TSPC_AddInfo_on_auto_GPRS_AP

	91
	MMI controlled attach/detach procedures for non-GPRS services
	3GPP TS 04.08, 4.7.3.1.4

3GPP TS 24.008, 4.7.3.1.4
	R 97
	O
	
	TSPC_AddInfo_MMI_contr_A_DProc_Non GPRS

	92
	Automatic attach procedure when MS identity cannot derived by the network
	3GPP TS 04.08, 4.7.5.1.4

3GPP TS 24.008, 4.7.5.1.4
	R 97
	O
	
	TSPC_AddInfo_auto_AP_no_MS ID

	93
	Automatic MM IMSI attach procedure at switch-on/power-on
	3GPP TS 04.08, 4.7.3.2.4

3GPP TS 24.008, 4.7.3.2.4
	R98
	O
	
	TSPC_AddInfo_auto_MM_IMSI_AP_on_off

	94
	Support of SIM Application Toolkit
	3GPP TS 11.11, 11.6
	R96
	O
	
	TSPC_AddInfo_SIM_Appl_Toolkit

	95
	1,8V only SIM/ME interface.
	3GPP TS 11.18
	R98
	O.2503
	
	TSPC_AddInfo_1_8V

	96
	1,8V/3V SIM/ME interface.
	3GPP TS 11.18
	R98
	O.2503
	
	TSPC_AddInfo_1_8V3V

	97
	Multiple SM MO/PP on same RR link
	3GPP TS 03.40 3.7

3GPP TS 23.040, 3.7
	Phase 2
	O
	
	TSPC_AddInfo_MultSMsameRR

	98
	Support of stored list cell selection
	3GPP TS 05.08

3GPP TS 45.008
	Phase 2
	O
	
	TSPC_AddInfo_StoredListCellSel

	99
	at least one service not support immediate connection
	3GPP TS 04.08

3GPP TS 24.008
	Phase 2
	O
	
	TSPC_ AddInfo_NoimmConn

	100
	Void
	
	
	
	
	

	101
	Void
	
	
	
	
	

	102
	EFR_EmgCallSetup message contains the bearer capability
	3GPP TS 06.51
	Phase 2
	O
	
	TSPC_AddInfo_EFR_EmgCallBcap

	103
	Support of MonitorPCH_GroupTransmitMode
	3GPP TS 11.10-1

3GPP TS 51.010-1
	Phase 2
	O
	
	TSPC_AddInfo_MonitorPCH_GroupTransmitMode

	104
	Integral_Antenna Connector
	3GPP TS 51.010‑1 12
	Release 4
	O.2504
	
	TSPC_AddInfo_IntegrAntenna

	105
	User requested combined GPRS and non-GPRS detached without powering off
	3GPP TS 04.08, 4.7.4

3GPP TS 24.008, 4.7.4
	R97
	O
	
	TSPC_AddInfo_Comb_DP_no_pwr_off

	106
	User requested non-GPRS detached
	3GPP TS 04.08, 4.7.4

3GPP TS 24.008, 4.7.4
	R97
	O
	
	TSPC_AddInfo_Usr_non_GPRS_DP

	107
	Artificial ear type 3.2, High leak option
	3GPP TS 43.050
	Phase 2
	O
	
	TSPC_AddInfo_Ear_type32_HL

	108
	Artificial ear type 3.3
	3GPP TS 43.050
	R96
	O
	
	TSPC_AddInfo_Ear_type33

	109
	Support of Multiple SMS
	3GPP TS 03.40 3.7

3GPP TS 23.040, 3.7
	Phase2
	O
	
	TSPC_Addinfo_MultSMS

	110
	Cell Reselection after T3184 Expiry
	3GPP TS 04.60


	R97
	O
	
	TSPC_Cell_Resel

	111
	GPRS attach attempted automatically due to outstanding request
	3GPP TS 04.08, 4.7.3

3GPP TS 24.008, 4.7.3
	R97
	O
	
	TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding

	112
	Speech supported for Half rate version 3 (HR AMR)
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	R98
	O
	
	TSPC_AddInfo_Half_rate_version_3

	113
	AMR LoopBack Modes
	3GPP TS 44.014
	R5
	C2506
	
	TSPC_AMR_LoopBack

	114
	TTY services
	3GPP TS 24.008
	R99
	O
	
	TSPC_AddInfo_TTY

	115
	Support of Secondary PDP Context Activation
	3GPP TS 24.008, 6.1.3
	R99
	O
	
	TSPC_SEC_PDP_CONTEXT

	116
	Support of MO SMS Concatenation
	3GPP TS 23.040 9.2.3.24.1
	Phase2
	O
	
	TSPC_SMS_MO_CONCATENATION

	117
	Support of MT SMS Concatenation
	3GPP TS 23.040 9.2.3.24.1
	Phase2
	O
	
	TSPC_SMS_MT_CONCATENATION

	118
	NITZ Supported
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ

	119
	R97/98 MS Use of DST (Daylight Saving Time)
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_DST

	120
	Deletion of NITZ parameters supported
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Parameters_Deletion

	121
	Re-attach automatically when the network commands a detach with no cause value
	3GPP TS 04.08, 4.7.3
	R97
	O
	
	TSPC_AddInfo_GPRS_Attach_on_NW_Detach_NoCause

	122
	Support  of GPRS header compression algorithm type RFC 1144
	3GPP TS 04.65

3GPP TS 44.065
	R98
	O
	
	TSPC_AddInfo_GPRS_Header_Compr_Type_RFC1144

	123
	Support  of GPRS header compression algorithm type RFC 2507
	3GPP TS 04.65

3GPP TS 44.065
	R99
	O
	
	TSPC_AddInfo_GPRS_Header_Compr_Type_RFC2507

	124
	Support  of ROHC algorithm type RFC 3241
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC _Type_RFC3241

	125
	Support  of ROHC algorithm type RFC 3242
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC_Type_RFC3242

	126
	Support  of ROHC algorithm type RFC 3408
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC_Type_RFC3408

	127
	Support  of ROHC algorithm type  RFC 3095
	3GPP TS 44.065
	Rel-6
	O
	
	TSPC_AddInfo_ROHC_Type_RFC3095

	128
	The way to trigger transferring of new user data in a different PDP context while an uplink transfer is in progress
	3GPP TS 04.08

3GPP TS 24.008
	R97
	O
	
	TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	129
	Support of DARP phase 1
	3GPP TS 05.15

3GPP TS 45.015

3GPP TS 24.008

3GPP TS 45.005
	R99
	O
	
	TSPC_DARP_Phase1

	130
	Support of Card Application
	3GPP TS 22.100
	R99
	O
	
	TSPC_Card_Appl

	131
	Support of GSM speech half rate version 6 (O-TCH/AHS)
	3GPP TS 24.008, 10.5.4.5
	Rel-5
	O
	
	TSPC_O-TCH_AHS

	132
	MS with improved receiver performance
	3GPP TS 05.09

3GPP TS 45.009
	R99
	O
	
	TSPC_Improv_RX_perform

	133
	Support of GSM speech full rate version 4 (O-TCH/WFS)
	3GPP TS 24.008, 10.5.4.5
	Rel-5
	O
	
	TSPC_O-TCH_WFS

	134
	Verification for correct repetition of new password
	3GPP TS 02.30

3GPP TS 22.030,

4.5.1
	R97
	O
	
	TSPC_Verification_correct_new_password

	135
	MS using reduced interslot dynamic range in multislot configurations
	3GPP TS 45.005
	R99
	O
	
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf

	136
	Support of GSM speech Half rate version 4 (O-TCH/WHS)
	3GPP TS 24.008, 10.5.4.5
	Rel-5
	O
	
	TSPC_O-TCH_WHS

	137
	Support of GSM Speech Full Rate version 5 (TCH/WFS)
	3GPP TS 45.005
	Rel-5
	O
	
	TSPC_TCH_WFS

	138
	Support of overwriting the existing Class 2 SMS
	3GPP TS 03.40, subclause 10.3 (operation 14)
	Phase 2
	O
	
	TSPC_AddInfoOverwriteRcvClass2SMSSIM

	Zzz
	Support for a method for resetting stored A-GPS assistance data


	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_A-GPS_Data_Reset

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_ AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	Comments:


	
	


Table A.25.1: Additional Information (requiring values)

	Item
	Additional information
	Reference
	Release
	Status
	Support
	Values

	
	
	
	
	
	
	Allowed
	Supported

	1
	AMR C/I normalization factor

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R98
	O
	
	0 … (
	

	2
	Loop C delay

(round trip delay, in number of TDMA frames)
	3GPP TS 04.14, 5.1.4.4

3GPP TS 44.014, 5.1.4.4
	R98
	O
	
	1 … (
	

	3
	AMR C/I normalization factors (AFS, DARP)

12 values representing SS adjustment of variable normalisation factors for C/I values as stated in 14.10.3

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R99
	O
	
	0 … (,

0 … (,

..

..

0 … (
	

	4
	AMR C/I normalization factors (AHS, DARP)

10 values representing SS adjustment of variable normalisation factors for C/I values as stated in 14.10.4

(units: dB)
	3GPP TS 05.09, 3.3.1

3GPP TS 45.009, 3.3.1
	R99
	O
	
	0 … (,

0 … (,

..

..

0 … (
	

	5
	O-TCH/F C/I normalisation factor
(units: dB)
	3GPP TS 45.009, 3.3.1
	Rel-5
	O
	
	0 … (
	

	Comments:




A.4.9
SIM Application Toolkit

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the information given in the tables below.

A.4.9.1
SIM Application Toolkit mechanism

The PICS tables for SIM Application Toolkit mechanism are contained in document 3GPP TS 11.10-4.
The “Applicability of Test” tables for the SIM Application Toolkit mechanism are contained in document 3GPP TS 11.10-4 R99.
A.4.9.1.1
Terminal Profile

The contents of TERMINAL PROFILE used in the Profile Download instruction is detailed in document 3GPP TS 11.10-4 [96] 

A.4.10
Support of UTRAN Radio Access Technology

The supplier of the implementation shall state the support of the implementation for each of the questions concerning Support of UTRAN Radio Access Technology given in the table below.

Table A.27: Support of UTRAN Radio Access Technology

Prerequisite:

A.1/56  -- TSPC_Type_UTRAN
	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	3GPP TS 34.123-2, A.18c/4

3GPP TS 34.108 6.10.2.4.1.4
	R99
	O
	
	TSPC_Conversational_12_2_CSRAB_3_4_SRAB

	2
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	3GPP TS 34.123-2, A.18c/15

3GPP TS 34.108 6.10.2.4.1.15
	R99
	O
	
	TSPC_Streaming_14_4_CSRAB_3_4_SRAB

	3
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	3GPP TS 34.123-2, A.18c/16

3GPP TS 34.108, 6.10.2.4.1.16
	R99
	O
	
	TSPC_Streaming_28_8_CSRAB_3_4_SRAB

	4
	Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	3GPP TS 34.123-2, A.18c/17

3GPP TS 34.108, 6.10.2.4.1.17
	R99
	O
	
	TSPC_Streaming_57_6_CSRAB_3_4_SRAB


************* NEXT MODIFIED SECTION *********************

Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	…
	….
	…
	…
	…
	…
	…
	…

	70.8.4.2.2
	MO-LR Positioning Measurement / Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting MS-Assisted GPS and supporting a method for resetting stored A-GPS assistance data


	
	Cxxx
	
	

	70.8.4.3
	MO-LR Positioning Measurement / Multiple RRLP Requests with Same Reference Number
	R98
	All MSs supporting MS-Assisted GPS
	
	C284
	
	

	70.8.4.4
	MO-LR Positioning Measurement / Multiple RRLP Requests with Different Reference Number
	R98
	All MSs supporting MS-Assisted GPS
	
	C284
	
	

	70.8.4.5
	MO-LR Positioning Measurement / RR Management Commands
	R98
	All MSs supporting MS-Assisted GPS
	
	C284
	
	

	70.8.5.1
	MO_LR Basic Self Location Request in Idle Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.8.5.2
	MO_LR Basic Self Location Request in Dedicated Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.8.5.3
	MO_LR Basic Self Location Request in Idle Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.8.5.4
	MO_LR Basic Self Location Request in Dedicated Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.8.6
	MO-LR Transfer to 3rd Party for MS-Based A-GPS
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.9.1.1
	MT-LR Location Notification for mobiles supporting MS-Based GPS 
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.9.1.2
	MT-LR Location Notification for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS
	
	C284
	
	

	70.9.2.1
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and Privacy Options
	
	C302
	
	

	70.9.2.2
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and Privacy Options
	
	C303
	
	

	70.9.3.1
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and Privacy Options
	
	C302
	
	

	70.9.3.2
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and Privacy Options
	
	C303
	
	

	70.9.4.1
	MT-LR / RRLP Error Handling for MS-Based A-GPS / RRLP Protocol Error
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.9.4.2
	MT-LR / RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: Requested Method Not Supported
	R98
	All MSs supporting MS-Based GPS and not supporting MS-Assisted EOTD
	
	C365
	
	

	70.9.4.3
	MT-LR / RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting LCS MS-Based GPS and supporting a method for resetting stored A-GPS assistance data
	
	Cyyyy
	
	

	…
	…
	…
	…
	…
	…
	…
	…


Table B.1a: Applicability of tests - Conditions definitions
	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	C6
	IF A.25/10 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncData

	C7
	IF A.2/26 THEN A ELSE N/A
	-- TSPC_Feat_Autocall

	C8
	IF A.2/26 AND A.25/56 THEN A ELSE N/A
	-- TSPC_Feat_Autocall  AND TSPC_AddInfo_AutocallBnoGreaterM

	C9
	IF A.2/22 THEN A ELSE N/A
	-- TSPC_Feat_BO

	C10
	IF A.25/17 THEN A ELSE N/A
	-- TSPC_AddInfo_fullRate4.8

	C11
	IF A.25/5 THEN A ELSE N/A
	-- TSPC_AddInfo_FullRateData

	C12
	IF A.25/6 THEN A ELSE N/A
	-- TSPC_ Addinfo_HalfRateData

	C13
	IF A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1

	C14
	IF A.25/41 OR A.25/42 THEN A ELSE N/A
	-- TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn

	C15
	IF (A.25/41 OR A.25/42) AND A.25/43 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_AddInfo_DisablePin

	C16
	IF (A.25/41 OR A.25/42) AND A.2/21 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_Feat_FND

	C17
	IF (A.25/41 OR A.25/42) AND A.25/44 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_AddInfo_Pin2

	C18
	IF A.25/59 THEN A ELSE N/A
	-- TSPC_AddInfo_MT2orOther

	C19
	IF A.2/41 AND A.2/58 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_non_zero_NON_DRX_TIMER

	C20
	IF A.25/60 AND NOT A.1/15 AND NOT A.1/57 THEN A ELSE N/A
	-- TSPC_AddInfo_PermAntenna AND NOT TSPC_Type_HSCSD_Multislot AND NOT  TSPC_Type_GPRS_Multislot_uplink

	C21
	IF A.25/45 THEN A ELSE N/A
	-- TSPC_AddInfo_Pin2Feature

	C22
	IF A.25/7 THEN A ELSE N/A
	-- TSPC_AddInfo_NonTransData

	C23
	IF A.25/8 THEN A ELSE N/A
	-- TSPC_AddInfo_TransData

	C24
	IF A.25/2 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C25
	IF A.25/8 AND A.25/58 THEN A ELSE N/A
	-- TSPC_AddInfo_TransData AND TSPC_AddInfo_MT2

	C26
	IF A.3/6 THEN A ELSE N/A
	-- TSPC_Serv_TS61

	C27
	IF A.3/7 THEN A ELSE N/A
	-- TSPC_Serv_TS62

	C28
	IF A.3/7 AND NOT A.3/6 THEN A ELSE N/A
	-- TSPC_Serv_TS62 AND NOT TSPC_Serv_TS61

	C29
	IF A.3/7 OR A.3/6 THEN A ELSE N/A
	-- TSPC_Serv_TS62 OR TSPC_Serv_TS61

	C30
	IF (A.3/7 OR A.3/6) AND A.25/28 THEN A ELSE N/A
	-- (TSPC_Serv_TS62 OR TSPC_Serv_TS61) AND TSPC_AddInfo_FaxErrCor

	C31
	IF A.25/19 THEN A ELSE N/A
	-- TSPC_ Addinfo_MTsvc

	C32
	IF NOT A.5/14 THEN A ELSE N/A
	-- NOT TSPC_Serv_SS_AoCC

	C33
	IF A.5/14 AND (NOT A.5/10) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND (NOT TSPC_Serv_SS_HOLD)

	C34
	IF A.5/14 AND A.5/10 AND (NOT A.5/11) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_HOLD AND (NOT TSPC_Serv_SS_MPTY)

	C35
	IF NOT A.2/21 THEN A ELSE N/A
	-- NOT TSPC_Feat_FND

	C36
	IF A.25/20 THEN A ELSE N/A
	-- TSPC_ Addinfo_MOsvc

	C37
	IF A.25/22 THEN A ELSE N/A
	-- TSPC_ Addinfo_SvcOnTCH

	C38
	IF A.25/23 THEN A ELSE N/A
	-- TSPC_ Addinfo_DualRate

	C39
	IF A.25/4 THEN A ELSE N/A
	-- TSPC_ Addinfo_DataSvc

	C40
	IF A.25/30 THEN A ELSE N/A
	-- TSPC_ Addinfo_NonCallSS

	C41
	IF A.3/4 THEN A ELSE N/A
	-- TSPC_Serv_TS22

	C42
	IF A.3/1 OR A.3/2 THEN A ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12

	C43
	IF A.25/26 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC

	C47
	IF A.25/26 AND A.2/17 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_Feat_A51

	C48
	IF A.25/26 AND A.25/55 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_ Addinfo_RFAmp

	C50
	IF A.25/26 AND A.25/3 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_AddInfo_Half_rate_version_1

	C51
	IF A.25/40 THEN A ELSE N/A
	-- TSPC_ Addinfo_SIMRmv

	C52
	IF A.25/2 OR A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1

	C53
	IF A.25/4 AND NOT A.25/2 THEN A ELSE N/A
	-- TSPC_AddInfo_DataSvc AND NOT TSPC_AddInfo_Full_rate_version_1

	C55
	IF (NOT A.25/27 ) AND (NOT A.25/51 ) AND A.25/19 THEN A ELSE N/A
	-- (NOT TSPC_ Addinfo_EmgOnly ) AND (NOT TSPC_ Addinfo_ImmConn ) AND TSPC_ Addinfo_MTsvc

	C56
	IF A.3/1 OR A.3/2 OR A.3/6 OR A.4/20 THEN A ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_TS61 OR TSPC_Serv_BS61

	C58
	IF A.3/6 OR A.4/20 OR A.4/21 THEN A ELSE N/A
	-- TSPC_Serv_TS61 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C59
	IF A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCI

	C62
	IF A.5/16 OR A.5/18 OR A.5/17 OR A.5/19 OR A.5/15 THEN A ELSE N/A
	-- TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BAIC OR TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BICRoam OR TSPC_Serv_SS_BAOC 

	C64
	IF A.5/7 OR A.5/5 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFNRy OR TSPC_Serv_SS_CFU

	C65
	IF A.5/6 OR A.5/5 OR A.5/8 OR A.5/7 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFU OR TSPC_Serv_SS_CFNRc OR TSPC_Serv_SS_CFNRy

	C66
	IF A.5/6 OR A.5/8 OR A.5/7 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFNRc OR TSPC_Serv_SS_CFNRy

	C67
	IF A.5/6 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFB

	C68
	IF A.5/19 AND A.5/15 THEN A ELSE N/A
	-- TSPC_Serv_SS_BICRoam AND TSPC_Serv_SS_BAOC

	C69
	IF A.5/14 AND A.25/40 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_ Addinfo_SIMRmv

	C70
	IF A.5/14 AND A.5/10 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_HOLD

	C71
	IF A.5/14 AND A.5/11 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_MPTY

	C72
	IF A.3/3 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_CCprotocol_oneBC

	C73
	IF A.3/4 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_TS22 AND TSPC_Addinfo_CCprotocol_oneBC

	C74
	IF A.3/3 AND (A.25/36) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_ Addinfo_StoreRcvSMSSIM

	C76
	IF A.1/6 THEN A ELSE N/A
	-- Type_MB_Simul

	C78
	IF A.1/6 AND A.25/26 THEN A ELSE N/A
	-- Type_MB_Simul AND TSPC_ AddInfo_CC

	C79
	IF A.25/26 AND A.25/61 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_AddInfo_PseudoSynch

	C80
	IF A.25/62 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_5V AND (NOT TSPC_Card_Appl)

	C81
	IF A.25/63 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_3V AND (NOT TSPC_Card_Appl)

	C82
	IF A.25/64 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_5V3V AND (NOT TSPC_Card_Appl)

	C83
	IF A.25/65 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2

	C84
	IF A.25/20 AND A.25/65 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2 AND TSPC_ Addinfo_MOsvc

	C85
	IF A.25/19 AND A.25/65 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2 AND TSPC_ Addinfo_MTsvc

	C86
	IF A.1/15 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot

	C87
	IF A.1/15 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_Addinfo_CCprotocol_oneBC

	C88
	IF A.1/15 AND A.25/20 THEN A ELSE N/A
	-- Type_ HSCSD_Multislot AND TSPC_ Addinfo_Mosvc

	C89
	IF A.1/15 AND A.25/19 THEN A ELSE N/A
	-- Type_ HSCSD_Multislot AND TSPC_ Addinfo_MTsvc

	C90
	IF A.1/15 AND NOT A.25/50 THEN A ELSE N/A
	-- TSPC_Type_GPRS_Multislot_operation AND NOT TSPC_AddInfo_ApplAlwaysRun

	C91
	IF A.25/95 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_1,8V AND (NOT TSPC_Card_Appl)

	C92
	IF A.25/104 AND NOT A.1/15 AND NOT A.1/57 THEN A ELSE N/A
	-- TSPC_AddInfo_IntegrAntenna AND NOT TSPC_Type_HSCSD_Multislot AND NOT  TSPC_Type_GPRS_Multislot_uplink

	C93
	IF A.1/15 AND A.25/60 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_PermAntenna

	C94
	IF A.1/15 AND A.25/104 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_IntegrAntenna

	C95
	IF A.1/51 AND A.25/60 AND A.1/57 THEN A ELSE N/A
	-- TSPC_Type_GPRS_Multislot_operation AND TSPC_AddInfo_PermAntenna AND TSPC_Type_GPRS_Multislot_uplink

	C96
	IF A.1/51 AND A.25/104 AND A.1/57 THEN A ELSE N/A
	-- TSPC_Type_GPRS_Multislot_operation AND TSPC_AddInfo_IntegrAntenna AND TSPC_Type_GPRS_Multislot_uplink

	C97
	IF A.1/52 AND A.25/60 THEN A ELSE N/A
	-- TSPC_Type_EGPRS_8PSK_uplink AND TSPC_AddInfo_PermAntenna

	C98
	IF A.1/52 AND A.25/104 THEN A ELSE N/A
	-- Type_EGPRS_8PSK_uplink AND TSPC_AddInfo_IntegrAntenna

	C99
	IF (NOT A.1/3) AND A.25/60 THEN A ELSE N/A
	-- NOT TSPC_Type_GSM_R_Band AND TSPC_AddInfo_PermAntenna

	C100
	IF (NOT A.1/3) AND (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- NOT TSPC_Type_GSM_R_Band AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C101
	IF A.25/96 AND (NOT A.25/130) THEN A ELSE N/A
	-- TSPC_AddInfo_1,8V3V AND (NOT TSPC_Card_Appl)

	C102
	IF NOT A.1/3 THEN A ELSE N/A
	-- NOT Type_GSM_R_Band

	C103
	IF A.1/3 THEN A ELSE N/A
	-- TSPC_Type_GSM_R_Band

	C104
	IF A.25/66b OR A.25/68 THEN A ELSE N/A
	-- TSPC_ Addinfo_VBS_Listening OR TSPC_ Addinfo_VGCS_Listening

	C105
	IF (A.25/66b OR A.25/68) AND A.25/71 AND A.25/80 AND A.25/81 AND A.25/82 THEN A ELSE N/A
	-- (TSPC_ Addinfo_VBS_Listening OR TSPC_ Addinfo_VGCS_Listening) AND TSPC_ Addinfo_NCH_ReducedMonitor AND TSPC_ Addinfo_NCH_Monit_Rev AND TSPC_ Addinfo_NCH_Monit_Tra AND TSPC_ Addinfo_NCH_Monit_Ded

	C106
	IF A.25/67 OR A.25/69 THEN A ELSE N/A
	-- TSPC_ Addinfo_VBS_Originating OR TSPC_ Addinfo_VGCS_Talking

	C107
	IF A.25/67 OR A.25/70 THEN A ELSE N/A
	-- TSPC_ Addinfo_VBS_Originating OR TSPC_ Addinfo_VGCS_ Originating

	C108
	IF A.25/69 THEN A ELSE N/A
	-- TSPC_ Addinfo_VGCS_Talking

	C109
	IF A.25/70 THEN A ELSE N/A
	-- TSPC_ Addinfo_VGCS_Originating

	C110
	IF A.25/67 THEN A ELSE N/A
	-- TSPC_ Addinfo_VBS_Originating

	C111
	IF A.5/21 AND A.3/1 THEN A ELSE N/A
	-- TSPC_Serv_eMLPP AND TSPC_Serv_TS11

	C112
	IF A.5/21 AND A.5/10 AND A.5/9 AND A.3/1 THEN A ELSE N/A
	-- TSPC_Serv_eMLPP AND TSPC_Serv_SS_HOLD AND TSPC_Serv_SS_CW AND TSPC_Serv_TS11

	C113
	IF (A.25/66b OR A.25/68) AND A.5/21 THEN A ELSE N/A
	-- (TSPC_ Addinfo_VBS_Listening OR TSPC_ Addinfo_VGCS_Listening) AND TSPC_Serv_eMLPP

	C114
	IF A.5/21 THEN A ELSE N/A
	-- TSPC_Serv_eMLPP 

	C115
	IF A.25/60 AND A.1/3 THEN A ELSE N/A
	-- TSPC_AddInfo_PermAntenna AND TSPC_Type_GSM_R_Band 

	C116
	IF (A.25/2 OR A.25/3) AND A.1/3 THEN A ELSE N/A
	-- (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_Type_GSM_R_Band

	C119
	IF A.1/3 AND NOT (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- TSPC_Type_GSM_R_Band AND NOT (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C120
	IF A.25/7 AND A.25/66a THEN A ELSE N/A
	-- TSPC_AddInfo_NonTransData AND TSPC_AddInfo_NonDefaultRlpParam

	C121
	IF A.25/57 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset

	C122
	IF A.25/58 THEN A ELSE N/A
	-- TSPC_AddInfo_MT2

	C123
	IF (A.1/2 OR A.1/3) AND A.25/26 THEN A ELSE N/A
	-- (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band) AND TSPC_Addinfo_CCprotocol_oneBC

	C124
	IF A.1/2 OR A.1/3 THEN A ELSE N/A
	-- TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band

	C125
	IF (A.1/2 OR A.1/3) AND (A.3/1 OR A.3/6 OR A.3/7) THEN A ELSE N/A
	-- (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band) AND (TSPC_Serv_TS11 OR TSPC_Serv_TS61 OR TSPC_Serv_TS62)

	C126
	IF (A.1/2 OR A.1/3) AND A.3/1 THEN A ELSE N/A
	-- (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_R_Band) AND TSPC_Serv_TS11

	C127
	IF A.1/6 AND (A.3/1 OR A.3/7) THEN A ELSE N/A
	-- TSPC_Type_MB_Simul AND (TSPC_Serv_TS11 OR TSPC_Serv_TS62)

	C128
	IF A.25/68 THEN A ELSE N/A
	-- TSPC_ Addinfo_VGCS_Listening

	C129
	IF (A.1/4 OR A.1/6) AND (A.25/41 OR A.25/42) THEN A ELSE N/A
	-- (TSPC_Type_DCS_Band OR TSPC_Type_MB_Simul) AND (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn)

	C130
	IF A.25/19 AND A.25/54 THEN A ELSE N/A
	-- TSPC_ Addinfo_MTsvc AND TSPC_ Addinfo_RefusalCall

	C131
	IF A.3/1 OR A.3/7 THEN A ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS62

	C132
	IF A.25/44 THEN A ELSE N/A
	-- TSPC_AddInfo_Pin2

	C133
	IF A.5/6 OR A.5/8 THEN A ELSE N/A
	-- TSPC_Serv_SS_CFB OR TSPC_Serv_SS_CFNRy

	C134
	IF A.5/16 THEN A ELSE N/A
	-- TSPC_Serv_SS_BAOC

	C135
	IF A.5/18 THEN A ELSE N/A
	-- TSPC_Serv_SS_BAIC

	C136
	IF A.5/17 THEN A ELSE N/A
	-- TSPC_Serv_SS_BOICexHC

	C137
	IF A.5/17 OR A.5/18 THEN A ELSE N/A
	-- TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BAIC

	C138
	IF A.5/16 OR A.5/19 THEN A ELSE N/A
	-- TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BICRoam

	C139
	IF A.5/20 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct

	C140
	IF A.5/20 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct AND TSPC_Addinfo_CCprotocol_oneBC

	C141
	IF A.3/3 AND A.3/4 AND A.25/35 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_ Addinfo_SMSStatusRepCap

	C142
	IF A.3/3 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_DispRcvSMS

	C143
	IF A.3/3 AND A.25/34 AND (A.25/36 OR A.25/37) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_ Addinfo_DispRcvSMS AND (TSPC_ Addinfo_StoreRcvSMSSIM OR TSPC_ Addinfo_StoreRcvSMSME)

	C144
	IF A.3/3 AND A.25/33 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_ Addinfo_ReplaceSMS AND TSPC_ Addinfo_DispRcvSMS

	C145
	IF A.3/3 AND A.3/4 AND A.25/32 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_ Addinfo_ReplyProc AND TSPC_ Addinfo_DispRcvSMS

	C190
	IF A.2/1 THEN A ELSE N/A
	-- TSPC_Feat_DCN

	C191
	IF A.5/28 THEN A ELSE N/A
	-- TSPC_Serv_SS_FollowMe

	C192
	IF A.5/25 THEN A ELSE N/A
	-- TSPC_Serv_SS_ImpUUS1

	C193
	IF A.5/24 THEN A ELSE N/A
	-- TSPC_Serv_SS_ECT

	C194
	IF A.5/11 THEN A ELSE N/A
	-- TSPC_Serv_SS_MPTY

	C195
	IF A.5/10 THEN A ELSE N/A
	-- TSPC_Serv_SS_HOLD

	C196
	IF A.5/9 THEN A ELSE N/A
	-- TSPC_Serv_SS_CW

	C197
	IF A.5/1 THEN A ELSE N/A
	-- TSPC_Serv_SS_CLIP

	C198
	IF A.5/2 THEN A ELSE N/A
	-- TSPC_Serv_SS_CLIR

	C199
	IF A.5/3 THEN A ELSE N/A
	-- TSPC_Serv_SS_COLP

	C200
	IF A.5/4 THEN A ELSE N/A
	-- TSPC_Serv_SS_COLR

	C201
	IF A.2/11 THEN A ELSE N/A
	-- TSPC_Feat_ServInd

	C202
	IF A.2/14 THEN A ELSE N/A
	-- TSPC_Feat_SIM

	C203
	IF A.25/79 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C204
	IF A.1/57 THEN A ELSE N/A
	-- TSPC_Type_GPRS_Multislot_uplink

	C206
	IF A.2/39 THEN A ELSE N/A
	-- TSPC_Feat_audible_tone

	C207
	IF A.2/38 THEN A ELSE N/A
	-- TSPC_SoLSA

	C208
	Void
	

	C209
	Void
	

	C210
	IF A.2/41 AND A.25/26 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_CCprotocol_oneBC

	C211
	IF A.2/42 AND NOT A.1/18 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_Type_GPRS_Multislot_operation

	C213
	IF A.1/58 THEN A ELSE N/A
	-- TSPC_COMPACT

	C214
	IF A.2/53 THEN A ELSE N/A
	-- TSPC_ECSD

	C215
	IF A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS

	C216
	IF A.2/42 THEN A ELSE N/A
	-- TSPC_EGPRS

	C220
	IF A.25/109 AND A.25/97 THEN A ELSE N/A
	-- TSPC_AddInfo_MultSMS AND TSPC_AddInfo_MultSMsameRR

	C221
	IF A.2/41 AND A.2/48 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_operation_mode_B

	C222
	Void
	

	C223
	IF A.2/41 AND A.25/84 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA

	C224
	IF A.2/41 AND A.25/85 AND A.25/128 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C225
	IF A.2/41 AND A.25/88 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_N_req_PDP_CA

	C226
	IF A.2/41 AND A.2/47 OR A.2/48 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_operation_mode_A OR TSPC_operation_mode_B

	C227
	IF A.2/41 AND NOT (A.1/67 OR A.1/68 OR A.1/70 OR A.1/74) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_GPRS_Multislot_Class1 AND TSPC_Type_GPRS_Multislot_Class2 AND TSPC_Type_GPRS_Multislot_Class4 AND TSPC_Type_GPRS_Multislot_Class8)

	C228
	IF A.2/41 AND (A.1/69 OR A.1/70 OR A.1/71 OR A.1/72 OR A.1/73 OR A.1/74 OR A.1/75 OR A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class4 OR...OR TSPC_Type_GPRS_Multislot_Class29)

	C229
	IF A.2/41 AND (A.1/85 OR A.1/90) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GRPS_Multislot_Class19 OR TSPC_Type_GPRS_Multislot_Class24)

	C230
	IF A.2/41 AND (A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GPRS_Multislot_Class10 OR...OR TSPC_Type_GPRS_Multislot_Class29)

	C231
	IF A.2/41 AND A.1/67 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_GPRS_Multislot_Class1

	C232
	IF A.2/41 AND (A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GPRS_Multislot_Class19 OR...OR TSPC_Type_GPRS_Multislot_Class29)

	C233
	IF A.2/41 AND (A.1/69 OR A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 OR A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR TSPC_Type_GPRS_Multislot_Class10 OR...OR TSPC_Type_GPRS_Multislot_Class29)

	C234
	IF A.2/41 AND (A.1/68 OR A.1/69 OR A.1/70 OR A.1/71 OR A.1/72 OR A.1/74 OR A.1/75 OR A.1/76 OR A.1/85 OR A.1/90) THEN A ELSE N/A
	-- TSPC_GPRS AND (

TSPC_Type_GPRS_Multislot_Class2 OR TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class4 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class8 OR TSPC_Type_GPRS_Multislot_Class9 OR TSPC_Type_GPRS_Multislot_Class10 OR TSPC_Type_GPRS_Multislot_Class19 OR TSPC_Type_GPRS_Multislot_Class24)

	C235
	Void
	

	C236
	IF (A.2/41 AND (A.2/47 OR A.2/48)) AND NOT A.25/90 THEN A ELSE N/A
	-- (TSPC_GPRS AND TSPC_operation_mode_A OR TSPC_operation_mode_B ) AND NOT TSPC_AddInfo_on_auto_GPRS_AP

	C237
	IF A.2/41 AND NOT A.25/88 THEN A ELSE N/A
	-- TSPC_GPRS AND NOT TSPC_AddInfo_N_req_PDP_CA

	C238
	IF A.1/52 THEN A ELSE N/A
	-- TSPC_Type_EGPRS_8PSK_uplink Multislot_operation

	C248
	IF A.2/41 AND A.25/89 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC AddInfo_min_QoS

	C251
	IF A.2/67 THEN A ELSE N/A
	TSPC_MT_SMS_over_GPRS

	C252
	IF A.2/67 AND A.25/35 THEN A ELSE N/A
	TSPC_MT_SMS_over_GPRS AND TSPC_ Addinfo_SMSStatusRepCap

	C253
	IF (A.2/41 AND A.2/50) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_SMS_over_GPRS

	C254
	IF (A.2/41 AND A.2/50 AND A.25/116) THEN A ELSE N/A 
	-- TSPC_GPRS AND TSPC_SMS_over_GPRS AND TSPC_SMS_MO_CONCATENATION

	C255
	IF (A.2/41 AND A.2/50 AND A.25/117) THEN A ELSE N/A 
	-- TSPC_GPRS AND TSPC_SMS_over_GPRS AND TSPC_SMS_MT_CONCATENATION

	C256
	Void
	

	C257
	Void
	

	C258
	Void
	

	C259
	Void
	

	C260
	Void
	

	C261
	Void
	

	C262
	Void
	

	C263
	Void
	

	C264
	Void
	

	C265
	Void
	

	C266
	Void
	

	C267
	Void
	

	C268
	Void
	

	C269
	Void
	

	C270
	Void
	

	C271
	Void
	

	C272
	IF A.25/97 THEN A ELSE N/A
	-- TSPC_AddInfo_MultSMsameRR

	C273
	IF A.1/56 THEN A ELSE N/A
	-- TSPC_Type_UTRAN

	C274
	IF A.2/41 AND A.25/105 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_Comb_DP_no_pwr_off

	C275
	IF A.2/41 AND A.25/106 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_Usr_non_GPRS_DP

	C276
	IF A.2/42 AND (A.1/98 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR...OR TSPC_Type_EGPRS_Multislot_Class29)

	C277
	IF A.2/42 AND (A.1/97 OR A.1/98 OR A.1/99 OR A.1/100 OR A.1/101 OR A.1/103 OR A.1/104 OR A.1/105 OR A.1/114 OR A.1/119) THEN A ELSE N/A
	-- TSPC_EGPRS AND (

TSPC_Type_EGPRS_Multislot_Class2 OR TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class4 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class8 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR TSPC_Type_EGPRS_Multislot_Class19 OR TSPC_Type_EGPRS_Multislot_Class24)

	C278
	IF A.2/42 AND A.25/84 AND A.25/128 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_ AddInfo_mor1PDP CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C279
	Void
	

	C280
	IF A.25/57 AND NOT A.1/56 THEN A ELSE N/A
	--TSPC_AddInfo_SpeechHandset AND NOT TSPC_Type_UTRAN

	C281
	IF A.2/57 THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST

	C282
	IF A.2/41 AND A.25/88 AND A.25/110 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_N_req_PDP_CA AND TSPC_Cell _Resel

	C283
	IF A.2/59 THEN A ELSE N/A
	-- TSPC_A-GPS_Based

	C284
	IF A.2/60 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist

	C285
	IF (A.1/56 AND A.27/1 AND (A.25/2 OR A.25/3 OR A.25/65 OR A.25/79) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1  OR TSPC_AddInfo_Full_rate_version_2  OR TSPC_AddInfo_Full_rate_version_3) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C286
	IF (A.1/56 AND A.27/2 AND (((A.1/15 OR A.25/5)  AND A.25/72) OR (A.27/3 AND (A.1/15 OR A.25/5)) OR (A.27/4 AND A.25/4)) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Streaming_14_4_CSRAB_3_4_SRAB AND (

TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData)  AND TSPC_ AddInfo_144Data) OR (TSPC_Streaming_28_8_CSRAB_3_4_SRAB  AND (TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData) OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_ AddInfo_DataSvc) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C287
	IF (A.1/56 AND ((A.27/3 AND (A.1/15 OR A.25/5)  AND A.25/72) OR (A.27/4 AND (A.1/15 OR A.25/5) AND A.25/72) OR (A.27/4 AND (A.1/15 OR A.25/5))) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND (TSPC_STREAMING_28_8_CSRAB_3_4_SRAB AND (TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData)  AND TSPC_ AddInfo_144Data)  OR ((TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData) AND TSPC_ AddInfo_144Data) OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_Type_HSCSD_Multislot OR TSPC_AddInfo FullRateData) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR OR TSPC_TYPE_GSM_750_BAND TSPC_TYPE_T_GSM_810_BAND)

	C288
	IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C289
	IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C290
	IF A.3/3 THEN A ELSE N/A
	-- TSPC_Serv_TS21

	C300
	IF A.3/5 THEN A ELSE N/A
	-- TSPC_Serv_TS23

	C301
	Void
	

	C302
	IF A.2/59 AND A.2/61 THEN A ELSE N/A
	-- TSPC_A-GPS_BASE AND TSPC_PRIVACY

	C303
	IF A.2/60 AND A.2/61 THEN A ELSE N/A
	-- TSPC_A-GPS_ASSIST AND TSPC_PRIVACY

	C304
	IF A.2/57 AND A.2/61 THEN A ELSE N/A
	-- TSPC_EOTD AND TSPC_PRIVACY

	C305
	IF A.2/62 THEN A ELSE N/A
	-- TSPC_DTM/GPRS

	C306
	IF A.1/59 THEN A ELSE N/A
	-- TSPC_DTM/GPRS _Multislot_Class_1

	C307
	IF A.1/60 THEN A ELSE N/A
	-- TSPC_DTM/GPRS _Multislot_Class_5

	C308
	IF A.1/61 OR A.1/60 OR A.1/148 THEN A ELSE N/A
	-- TSPC_DTM/GPRS_Multislot_Class_9 OR TSPC_DTM/GPRS_Multislot_Class_5 OR TSPC_DTM/GPRS_Multislot_Class_11

	C309
	void
	

	C310
	IF A.1/62 THEN A ELSE N/A
	-- TSPC_DTM/GPRS _Singleslot_Allocation

	C311
	IF A.2/62 AND NOT A.1/62 THEN A ELSE N/A
	-- TSPC_DTM/GPRS AND NOT TSPC_DTM/GPRS _Singleslot_Allocation

	C312
	void
	

	C313
	IF A.2/63 THEN A ELSE N/A
	TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

	C314
	IF A.2/64 THEN A ELSE N/A
	TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	C315
	IF A.2/62 AND A.1/56 THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_DTM/GPRS

	C316
	IF A.2/42 AND A.2/65 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EGPRS_ENHANC

	C317
	IF A.2/41 AND A.2/15 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Feat_OnOff

	C318
	IF (A.2/57 AND NOT A.2/60) THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST  AND NOT -- TSPC_A-GPS_Assist

	C319
	IF A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3

	C320
	IF (A.2/60 AND NOT A.2/57) THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND NOT -- TSPC_EOTD_ASSIST  

	C321
	IF A.25/79 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack

	C322
	IF A.2/41 AND A.2/72 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1

	C323
	IF (A.25/23) AND A.25/26 THEN A ELSE N/A
	-- TSPC_ Addinfo_DualRate AND TSPC_Addinfo_CCprotocol_oneBC

	C324
	IF A.2/41 AND A.1/56 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_UTRAN

	C325
	IF A.2/41 AND (A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 OR A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR TSPC_Type_GPRS_Multislot_Class10 OR...OR TSPC_Type_GPRS_Multislot_Class29)

	C326
	IF A.2/42 AND (A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR...OR TSPC_Type_EGPRS_Multislot_Class29)

	C327
	IF A.25/23 AND A.25/112 THEN A ELSE N/A
	--  TSPC_ AddInfo_DualRate AND TSPC_AddInfo_Half_rate_version_3

	C328
	IF A.1/65 AND NOT A.2/59 THEN A ELSE N/A
	-- TSPC_Conv-GPS AND NOT TSPC_A-GPS_Based

	C329
	If A.25/114 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY

	C330
	void
	

	C331
	IF A.2/42 AND A.2/72 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_GERAN_FEATURE_PACKAGE_1

	C332
	IF A.2/41 AND A.25/85 AND A.25/115 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI AND TSPC_SEC_PDP_CONTEXT

	C333
	IF A.25/112 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack

	C334
	IF A.2/41 AND A.25/118 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NITZ

	C335
	IF A.25/118 THEN A ELSE N/A
	-- TSPC_NITZ

	C336
	IF A.2/41 AND A.25/87 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_GPRS_Header_Compr

	C337
	IF A.2/41 AND A.2/72 AND A.25/84 AND A.25/128 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C338
	IF A.2/42 AND A.2/72 AND A.25/84 AND A.25/128 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C339
	IF A.25/26 AND A.25/2 THEN A ELSE N/A
	-- TSPC_ AddInfo_CC AND TSPC_AddInfo_Full_rate_version_1

	C340
	IF A.5/14 AND (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C341
	IF A.5/13 AND (A.25/2 OR A.25/3) THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCI AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	C342
	IF A.2/69 THEN A ELSE N/A
	-- TSPC_DTM/EGPRS

	C343
	IF A.2/69 AND A.1/62 THEN A ELSE N/A
	-- TSPC_DTM/EGPRS AND TSPC DTM/GPRS _Singleslot_Allocation

	C344
	IF A.25/79 AND A.25/113 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase1

	C345
	IF A.25/2 AND NOT A.25/79 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND NOT TSPC_AddInfo_Full_rate_version_3

	C346
	IF A.25/3 AND NOT A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1 AND NOT TSPC_AddInfo_Half_rate_version_3

	C347
	IF (A.25/2 OR A.25/3) AND NOT (A.25/79 OR A.25/112) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1AND NOT TSPC_AddInfo_Full_rate_version_3 OR TSPC_AddInfo_Half_rate_version_3

	C348
	IF A.2/41 AND A.2/70 AND (A.1/69 OR A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 OR A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A.1/150 OR A.1/151 OR A.1/152 OR A.1/153 OR A.1/155 OR A.1/156 OR A.1/157 OR A.1/158 OR A.1/160 OR A.1/161 OR A.1/162 OR A.1/163 OR A.1/164) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR...OR TSPC_Type_GPRS_Multislot_Class29 OR TSPC_Type_GPRS_Multislot_Class31 OR...OR TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class36 OR...OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class41 OR...OR TSPC_Type_GPRS_Multislot_Class45 OR)

	C349
	IF (A.2/41) AND (A.25/129) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_DARP_Phase1

	C350
	IF A.25/2 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND TSPC_DARP_Phase1

	C351
	IF A.25/112 AND A.25/113 AND A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase1

	C352
	IF A.25/112 AND A.25/113 AND NOT A.25/129 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND NOT TSPC_DARP_Phase1

	C353
	IF A.2/62 AND NOT A.1/62 THEN A ELSE N/A
	TSPC_DTM/GPRS AND NOT TSPC_DTM/GPRS _Singleslot_Allocation

	C354
	IF A.2/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM/GPRS AND Type_MB_Simul

	C355
	IF A.1/62 AND A.1/6 THEN A ELSE N/A
	-- TSPC_DTM/GPRS _Singleslot_Allocation AND Type_MB_Simul

	C356
	IF (A.25/41 OR A.25/42) AND NOT A.25/130 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND (NOT TSPC_Card_Appl)

	C357
	IF A.2/42 AND A.2/70 AND (A.1/98 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/166 OR A.1/167 OR A.1/168 OR A.1/169 OR A.1/171 OR A.1/172 OR A.1/173 OR A.1/174 OR A.1/176 OR A.1/177 OR A.1/178 OR A.1/179 OR A.1/180) THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR TSPC_Type_EGPRS_Multislot_Class31 OR...OR TSPC_Type_EGPRS_Multislot_Class34 OR TSPC_Type_EGPRS_Multislot_Class36 OR...OR TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class41 OR...OR TSPC_Type_EGPRS_Multislot_Class45 OR)

	C358
	IF A.25/131 THEN A ELSE N/A
	TSPC_O-TCH_AHS

	C359
	IF A.2/71 THEN A ELSE N/A
	-- TSPC_GAN

	C360
	IF A.25/79 AND A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_Improv_RX_perform

	C361
	IF A.25/112 AND A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_Improv_RX_perform

	C362
	IF A.25/79 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_full_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C363
	IF A.25/112 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_half_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C364
	IF A.2/42 AND A.25/129 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_DARP_Phase1

	C365
	IF A.2/59 AND NOT A.2/57 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_EOTD_ASSIST

	C366
	IF A.25/133 THEN A ELSE N/A
	TSPC_O-TCH_WFS

	C367
	IF A.25/131 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_O-TCH_AHS AND NOT TSPC_Improv_RX_perform

	C368
	IF A.5/14 AND (A.25/2 OR A.25/3) AND A.25/40 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_ AddInfo_SIMRmv

	C369
	IF A.25/131 AND A.25/113 THEN A ELSE N/A
	-- TSPC_O-TCH_AHS AND TSPC_AMR_LoopBack

	C370
	IF (A.5/16 OR A.5/18 OR A.5/17 OR A.5/19 OR A.5/15) AND NOT A.25/134 THEN A ELSE N/A
	-- (TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BAIC OR TSPC_Serv_SS_BOICexHC OR TSPC_Serv_SS_BICRoam OR TSPC_Serv_SS_BAOC)_AND_NOT TSPC_Verification_correct_new_password

	C371
	IF A.25/112 AND A.25/113 AND NOT A.25/79 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND NOT TSPC_AddInfo_Full_rate_version_3

	C372
	IF A.25/5 AND NOT A.1/15 THEN A ELSE N/A
	-- TSPC_AddInfo_FullRateData AND NOT TSPC_Type_HSCSD_Multislot

	C373
	IF A.25/79 AND A.25/113 AND NOT A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND NOT TSPC_AddInfo_Half_rate_version_3

	C374
	IF NOT A.1/15 AND NOT A.1/57 THEN A ELSE N/A
	-- NOT TSPC_Type_HSCSD_Multislot AND NOT TSPC_GPRS_Multislot_Uplink 

	C375
	IF NOT A.1/15 and NOT A.1/3 AND NOT A.1/57 THEN A ELSE N/A
	-- NOT TSPC_Type_HSCSD_Multislot AND NOT Type_GSM_R_Band AND NOT TSPC_Type_GPRS_Multislot_uplink

	C376
	IF A.1/15 AND NOT A.2/41 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND NOT TSPC_GPRS AND NOT TSPC_EGPRS

	C377
	IF A.1/15 AND A.25/60 AND NOT A.2/41 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_PermAntenna AND NOT TSPC_GPRS AND NOT TSPC_EGPRS

	C378
	IF A.1/15 AND A.25/104 AND NOT A.2/41 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND TSPC_AddInfo_IntegrAntenna AND NOT TSPC_GPRS AND NOT TSPC_EGPRS

	C379
	IF A.2/41 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND NOT TSPC_EGPRS

	C380
	IF A.1/15 AND NOT A.1/57 THEN A ELSE N/A
	-- TSPC_Type_HSCSD_Multislot AND NOT TSPC_GPRS_Multislot_Uplink

	C381
	IF A.1/53 OR A.1/54 OR A.1/181 THEN A ELSE N/A
	-- TSPC_Type_T GSM_Band OR TSPC_Type_GSM_700_Band OR TSPC_Type_GSM_750_Band

	C382
	IF (A.1/53 OR A.1/54 OR A.1/181) AND A.2/42 THEN A ELSE N/A
	-- (TSPC_Type_T GSM_Band OR TSPC_Type_GSM_700_Band OR TSPC_Type_GSM_750_Band) AND TSPC_EGPRS

	C383
	IF A.25/136 THEN A ELSE N/A
	TSPC_O-TCH_WHS

	C384
	IF (A.25/1) AND A.25/26 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate AND TSPC_Addinfo_CCprotocol_oneBC

	C385
	IF A.1/57 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC Type_GPRS_Multislot_uplink AND NOT TSPC_EGPRS

	C386
	IF A.5/35 THEN A ELSE N/A
	-- TSPC_CNAP

	C387
	IF A.25/137 THEN A ELSE NA
	TSPC_TCH_WFS

	C388
	IF A.2/41 AND A.2/72 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND NOT TSPC_EGPRS

	C389
	IF A.2/41 AND A.2/72 AND A.25/84 AND A.25/128 AND NOT A.2/42 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1 AND TSPC_AddInfo_mor1PDP_CA AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP AND NOT TSPC_EGPRS

	C390
	IF A.25/137 OR IF A.25/133 OR IF A.25/136 THEN A ELSE N/A
	TSPC_TCH_WFS OR TSPC_O-TCH_WFS OR TSPC_O-TCH_WHS

	C391
	IF (A.25/136 OR A.25/131) THEN A ELSE N/A
	TSPC_O-TCH_WHS OR TSPC_O-TCH_AHS

	C392
	IF A.25/136 AND NOT A.25/132 THEN A ELSE N/A
	TSPC_O-TCH_WHS AND NOT TSPC_Improv_RX_perform

	C393
	IF A.25/2 AND IF NOT (A.25/79 AND A.25/113) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1  AND IF NOT (TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack)

	C394
	IF (A.25/2 OR A.25/3) AND IF (NOT (A.25/79 OR A.25/112) OR NOT A.25/113) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1 IF (NOT (TSPC_AddInfo_Full_rate_version_3 OR TSPC_AddInfo_Half_rate_version_3) OR NOT TSPC_AMR_LoopBack)

	C395
	IF A.25/133 AND A.25/113 THEN A ELSE N/A
	-- TSPC_O-TCH_WFS AND TSPC_AMR_LoopBack

	C396
	IF A.25/137 AND NOT A.25/132 THEN A ELSE N/A
	TSPC_TCH_WFS AND NOT TSPC_Improv_RX_perform

	C397
	IF A.3/3 AND (A.25/36) AND NOT (A.25/138) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_StoreRcvSMSSIM AND NOT (TSPC_AddInfo_OverwriteRcvClass2SMSSIM)

	Cxxx
	IF A.2/60 AND A.25/zzz THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_A-GPS_Data_Reset

	Cyyy
	IF A.2/59 AND A.25/zzz THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_A-GPS_Data_Reset

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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