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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	
[…SKIP…]
	
	
	
	
	
	
	

	26.6.1.1
	Immediate assignment/SDCCH or TCH assignment
	Phase 2
	All MS



	
	A
	TSPC_AddInfo_SDCCHOnly
TSPC_AddInfo_HalfRate
	

	26.6.1.2
	Immediate assignment/extended assignment
	Phase 2
	All MS
	
	A
	
	

	26.6.1.3
	Immediate assignment/assignment rejection
	Phase 2
	All MS
	
	A
	
	

	26.6.1.4
	Immediate assignment/ignore assignment
	Phase 2
	All MS
	
	A
	
	

	26.6.1.5
	Immediate assignment after immediate assignment reject
	Phase 2
	All MS
	
	A
	
	

	26.6.2.1.1
	Paging/normal/type 1
	Phase 2
	All MS
	
	A
	
	

	26.6.2.1.2
	Paging/normal/type 2
	Phase 2
	All MS
	
	A
	
	

	26.6.2.1.3
	Paging/normal/type 3
	Phase 2
	All MS
	
	A
	
	

	26.6.2.2
	Paging/extended
	Phase 2
	All MS
	
	A
	
	

	26.6.2.3.1
	Paging/reorganization/procedure 1
	Phase 2
	All MS
	
	A
	
	

	26.6.2.3.2
	Paging/reorganization/procedure 2
	Phase 2
	All MS
	
	A
	
	

	26.6.2.4
	Paging/same as before
	Phase 2
	All MS
	
	A
	
	

	26.6.2.5
	Paging/multislot CCCH
	Phase 2
	All MS
	
	A
	
	

	26.6.3.1
	Measurement/no neighbours
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.6.3.2
	Measurement/all neighbours present
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.6.3.3
	Measurement/barred cells and non-permitted NCCs
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability
	
	C43
	
	

	26.6.3.4
	Measurement/DTX
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.6.3.5
	Measurement/Frequency Formats
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability
	
	C43
	
	

	26.6.3.6
	Measurement/Multiband environment
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.3.7
	Measurement/New Cell Reporting
	R96
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.3.8
	Enhanced Measurement /all neighbours present
	R99
	MS supporting both GSM and UTRAN
	
	C289
	
	

	26.6.3.9
	Enhanced Measurement Report / Measurement Parameters
	R99
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.3.10
	Enhanced Measurement Report / EMR Reporting after Handover
	R99
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.4.1
	Dedicated assignment/successful case
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Halfrate
	

	26.6.4.2.1
	Dedicated assignment/failure/failure during active state
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Halfrate 
TSPC_Type_xxx (all appropriate power classes)
	

	26.6.4.2.2
	Dedicated assignment/failure/general case
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Halfrate 

	

	26.6.5.1-1
	Handover/successful/active call/non-synchronized, M = 1
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.1-2
	Handover/successful/active call/non-synchronized, M = 2
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.1-3
	Handover/successful/active call/non-synchronized, M = 3
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.1-4
	Handover/successful/active call/non-synchronized, M = 4
	Phase 2
	MS supporting CC protocol for at least one bearer capability and half rate version 1 speech codec
	
	C50
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.1-5
	Handover/successful/active call/non-synchronized, M = 5
	Phase 2
	MS supporting CC protocol for at least one bearer capability and half rate version 1 speech codec
	
	C50
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.1-6
	Handover/successful/active call/non-synchronized, M = 6
	Phase 2
	MS supporting CC protocol for at least one bearer capability and half rate version 1 speech codec
	
	C50
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.1-7
	Handover/successful/active call/non-synchronized, M = 7
	Phase 2
	MS supporting CC protocol for at least one bearer capability and half rate version 1 speech codec
	
	C50
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.1-8
	Handover/successful/active call/non-synchronized, M = 8
	Phase 2
	MS supporting CC protocol for at least one bearer capability and half rate version 1 speech codec
	
	C50
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-1
	Handover/successful/call under establishment/non-synchronized, M = 1
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-2
	Handover/successful/call under establishment/non-synchronized, M = 2
	Phase 2
	MS which support at least one MO circuit switched basic service and  half rate version 1 speech codec
	
	C384
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-3
	Handover/successful/call under establishment/non-synchronized, M = 3
	Phase 2
	MS which support at least one MO circuit switched basic service and support dual rate channel type
	
	C323
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-4
	Handover/successful/call under establishment/non-synchronized, M = 4
	Phase 2
	 MS which support at least one MO circuit switched basic service and support dual rate channel type
	
	C323
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-5
	Handover/successful/call under establishment/non-synchronized, M = 5
	Phase 2
	MS which support at least one MO circuit switched basic service and support dual rate channel type
	
	C323
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-6
	Handover/successful/call under establishment/non-synchronized, M = 6
	Phase 2
	MS which support at least one MO circuit switched basic service and support dual rate channel type
	
	C323
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-7
	Handover/successful/call under establishment/non-synchronized, M = 7
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-8
	Handover/successful/call under establishment/non-synchronized, M = 8
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-9
	Handover/successful/call under establishment/non-synchronized, M = 9
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.2-10
	Handover/successful/call under establishment/non-synchronized, M = 10
	Phase 2
	MS which support at least one MO circuit switched basic service and  half rate version 1 speech codec
	
	C384
	TSPC_AddInfo_SDCCHOnly
	

	26.6.5.3-1
	Handover/successful/active call/finely synchronized, M = 1
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_Type_xxx (all appropriate power classes)
	

	26.6.5.3-2
	Handover/successful/active call/finely synchronized, M = 2
	Phase 2
	MS supporting CC protocol for at least one bearer capability and half rate version 1 speech codec
	
	C50
	TSPC_Type_xxx (all appropriate power classes)
	

	26.6.5.4-1
	Handover/successful/call under establishment/finely synchronized, M = 1
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_Type_xxx (all appropriate power classes)
	

	26.6.5.4-2
	Handover/successful/call under establishment/finely synchronized, M = 2
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_Type_xxx (all appropriate power classes)
	

	26.6.5.4-3
	Handover/successful/call under establishment/finely synchronized, M = 3
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_Type_xxx (all appropriate power classes)
	

	26.6.5.4-4
	Handover/successful/call under establishment/finely synchronized, M = 4
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	TSPC_Type_xxx (all appropriate power classes)
	

	26.6.5.5.1
	Handover/successful/active call/pre-synchronized/Timing Advance IE not included
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.5.5.2
	Handover/successful/call being established/pre-synchronized/timing advance IE is included/reporting of observed time difference requested.
	Phase 2
	MS which support at least one MO circuit switched basic service
	
	C36
	
	

	26.6.5.6
	Handover/successful/active call/pseudo synchronized
	Phase 2
	MS supporting CC protocol for at least one bearer capability and supporting the pseudo synchronized handover procedure
	
	C79
	
	

	26.6.5.7
	Handover/successful/active call/non-synchronized/reporting of observed time difference requested.
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.5.8
	Handover/layer 3 failure
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.5.9
	Handover/layer 1 failure
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.6.1
	Frequency redefinition
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Halfrate 
	

	26.6.7.1
	Test of the channel mode modify procedure/full rate
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_96Data
TSPC_AddInfo_48DataF
TSPC_AddInfo_24DataF
	

	26.6.7.2
	Test of the channel mode modify procedure/half rate
	Phase 2
	MS supporting a service on a half-rate channel
	
	C38
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_96Data
TSPC_AddInfo_48DataF
TSPC_AddInfo_24DataF
	

	26.6.8.1
	Ciphering mode/start ciphering
	Phase 2
	MS supporting CC protocol for at least one bearer capability and supporting encryption algorithm A5/1 
	
	C47
	TSPC_Feat_A53
	

	26.6.8.2
	Ciphering mode/no ciphering
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C43
	
	

	26.6.8.3
	Ciphering mode/old cipher key
	Phase 2
	MS supporting CC state U10 and supporting encryption algorithm A5/1 
	
	C47
	TSPC_Feat_A53
	

	26.6.8.4
	Ciphering mode/change of mode, algorithm and key
	Phase 2
	All MS
	
	A
	TSPC_Feat_A53
TSPC_Type_xxx (all appropriate power classes)
	

	26.6.8.5
	Ciphering mode/IMEISV request
	Phase 2
	All MS
	
	A
	
	

	26.6.8.6
	Ciphering mode / Non support of algorithm A5/2
	Phase2
	All MS
	
	A
	
	

	26.6.11.1
	Classmark change
	Phase 2
	MS supporting CC protocol for at least one bearer capability and supporting RF amplification
	
	C48
	TSPC_Type_xxx (all appropriate power classes)
TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Full_rate_version_2

TSPC_AddInfo_Full_rate_version_3
	

	26.6.11.2
	Classmark interrogation
	Phase 2
	All MS
	
	A
	
	

	26.6.11.3
	Classmark interrogation / UTRAN Classmark Change 
	R99
	MS supporting both GSM and UTRAN
	
	C285
	
	

	26.6.11.4
	Early UTRAN Classmark Sending
	R99
	MS supporting both GSM and UTRAN
	
	C285
	
	

	26.6.12.1
	Channel release/SDCCH
	Phase 2
	All MS
	
	A
	
	

	26.6.12.2
	Channel release/SDCCH - no L2 ACK
	Phase 2
	All MS
	
	A
	
	

	26.6.12.3
	Channel release/TCH-F
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C339
	
	

	26.6.12.4
	Channel release/TCH-F - no L2 ACK
	Phase 2
	MS supporting CC protocol for at least one bearer capability
	
	C339
	
	

	26.6.13.1
	Dedicated assignment with starting time/successful case/time not elapsed
	Phase 2
	All MS 
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
	

	26.6.13.2
	Dedicated assignment with starting time/successful case/time elapsed
	Phase 2
	All MS 
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
	

	26.6.13.3
	Dedicated assignment with starting time and frequency redefinition/failure case/time not elapsed
	Phase 2
	All MS 
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
	

	26.6.13.4
	Dedicated assignment with starting time and frequency redefinition/failure case/time elapsed
	Phase 2
	All MS
	
	A
	
	

	26.6.13.5
	Handover with starting time/successful case/time not elapsed
	Phase 2
	All MS 
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
	

	26.6.13.6
	Handover with starting time/successful case/time elapsed
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
	

	26.6.13.7
	Handover with starting time and frequency redefinition/failure case/time not elapsed
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
	

	26.6.13.8
	Handover with starting time and frequency redefinition/failure case/time elapsed
	Phase 2
	All MS
	
	A
	
	

	26.6.13.9
	Immediate assignment with starting time/successful case/time not elapsed
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
	

	26.6.13.10
	Immediate assignment with starting time/successful case/time elapsed
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly
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