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[first modified section]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	...
	
	
	
	
	
	
	

	25.2.6.1
	N(S) sequence error
	Phase 2
	All MS 
	
	A
	
	

	25.2.6.2
	N(R) sequence error
	Phase 2
	All MS 
	
	A
	
	

	25.2.6.3
	Improper F bit
	Phase 2
	All MS [covered in 25.2.2.2]
	
	A
	
	

	25.2.7
	Test on receipt of invalid frames
	Phase 2
	All MS 
	
	A
	
	

	26.2.1.1
	Channel request/initial time
	Phase 2
	All MS
	
	A
	
	

	26.2.1.2
	Channel request/repetition time
	Phase 2
	All MS 
	
	A
	
	

	26.2.1.3
	Channel request/random reference
	Phase 2
	All MS 
	
	A
	
	

	26.2.2-p1
	IMSI detach and IMSI attach
	Phase 2
	All MS

	
	A
	TSPC_Feat_OnOff
	

	26.2.2-p2
	IMSI detach and IMSI attach
	Phase 2
	MS where SIM removal is possible without powering down
	
	C51
	TSPC__AddInfo_SIMRmv
	

	26.2.2-p3
	IMSI detach and IMSI attach
	Phase 2
	All MS
	
	A
	TSPC_Feat_OnOff
TSPC_AddInfo_DetachOnPwrDn
	

	26.2.2-p4
	IMSI detach and IMSI attach
	Phase 2
	All MS
	
	A
	TSPC__AddInfo_SIMRmv
TSPC_AddInfo_DetachOnSIMRmv
TSPC_AddInfo_DetachOnPwrDn
	

	26.2.3
	Sequenced MM/CC message transfer
	Phase 2
	All MS 
	
	C52
	
	

	26.2.4pr1
	Establishment cause, Procedure 1 (TCH)
	Phase 2
	MS supporting a service on a traffic channel
	
	C37
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_Half_rate_version_1
	

	26.2.4pr2
	Establishment cause, Procedure 2 (TCH/H)
	Phase 2
	MS supporting a service on a half-rate channel
	
	C38
	TSPC_AddInfo_Half_rate_version_1
	

	26.2.4pr3
	Establishment cause, Procedure 3 (TCH/FS)
	Phase 2
	MS supporting speech teleservices
	
	C42
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_Half_rate_version_1
TSPC_AddInfo_Full_rate_version_3

TSPC_AddInfo_Half_rate_version_3
	

	26.2.4pr4
	Establishment cause, Procedure 4 (data)
	Phase 2
	MS supporting a data service
	
	C39
	TSPC_AddInfo_FullRateData
TSPC__AddInfo_HalfRateData
	

	26.2.4pr5
	Establishment cause, Procedure 5
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Full_rate_version_1
TSPC_AddInfo_Half_rate_version_1
TSPC__AddInfo_SDCCHOnly
	

	26.2.4pr6
	Establishment cause, Procedure 6
	Phase 2
	All MS
	
	A
	TSPC_Feat_OnOff
	

	26.2.4pr7
	Establishment cause, Procedure 7 (non-call-SS)
	Phase 2
	MS supporting a non call related supplementary service operation
	
	C40
	TSPC__AddInfo_SS
	

	26.2.4pr8
	Establishment cause, Procedure 8 (SMS/PP MO)
	Phase 2
	MS supporting SMS/PP MO
	
	C41
	TSPC_Serv_TS22
	

	26.3.2
	MS indication of available PLMNs
	Phase 2
	All MS
	
	A
	
	

	26.3.3
stepsa-c
	MS will send only if BSS is "on air"
	Phase 2
	All MS 
	
	A
	
	

	26.3.3

stepd
	MS will send only if BSS is "on air"
	Phase 2
	MS supporting speech
	
	C52
	
	

	26.3.4
	Manual mode of PLMN selection
	Phase 2
	All MS
	
	A
	Type_MB_Simul
	

	26.5.1
	Handling of unknown, unforeseen, and erroneous protocol data, and of parallel transactions/unknown protocol discriminator
	Phase 2
	MS supporting at least one circuit switched basic service
	
	Cyyy
	
	

	26.5.2.1.1
	TI and skip indicator/RR/Idle Mode
	Phase 2
	All MS 
	
	A
	
	

	26.5.2.1.2
	TI and skip indicator/RR/RR-Connection established
	Phase 2
	All MS
	
	A
	
	

	26.5.2.2
	TI and skip indicator/MM
	Phase 2
	MS supporting at least one circuit switched basic service
	
	Cyyy
	
	

	26.5.2.3
	TI and skip indicator/CC
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability
	
	C43
	
	

	26.5.3.1
	Undefined or unexpected message type/undefined message type/CC
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.5.3.2
	Undefined or unexpected message type/undefined message type/MM
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.5.3.3
	Undefined or unexpected message type/undefined message type/RR
	Phase 2
	MS supporting at least one circuit switched basic service
	
	Cyyy
	
	

	26.5.3.4
	Undefined or unexpected message type/unexpected message type/CC
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability
	
	C43
	
	

	26.5.4.1
	Unforeseen information elements in the non-imperative message part/duplicated information elements
	Phase 2
	All MS
	
	A
	
	

	26.5.5.1.1.1
	Non-semantical mandatory IE errors/RR/missing mandatory IE error/special case
	Phase 2
	All MS
	
	A
	
	

	26.5.5.1.1.2
	Non-semantical mandatory IE errors/RR/missing mandatory IE error/general case
	Phase 2
	All MS
	
	A
	
	

	26.5.5.1.2
	Non-semantical mandatory IE errors/RR/comprehension required
	Phase 2
	MS supporting at least one circuit switched basic service
	
	Cyyy
	
	

	26.5.5.2.1
	Non-semantical mandatory IE errors/MM/syntactically incorrect mandatory IE
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability
	
	C43
	
	

	26.5.5.2.2
	Non-semantical mandatory IE errors/MM/syntactically incorrect mandatory IE
	Phase 2
	MS supporting at least one circuit switched basic service
	
	Cyyy
	
	

	26.5.5.2.3
	Non-semantical mandatory IE errors/MM/comprehension required
	Phase 2
	All MS 
	
	A
	
	

	26.5.5.3.1.1
	Non-semantical mandatory IE errors/CC/missing mandatory IE/disconnect message
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.5.5.3.1.2
	Non-semantical mandatory IE errors/CC/missing mandatory IE/general case
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability
	
	C43
	
	

	26.5.5.3.2
	Non-semantical mandatory IE errors/CC/comprehension required
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability and at least one MO circuit switched basic service
	
	Cxxx
	
	

	26.5.6.1.1
	Unknown IE, comprehension not required/MM/IE unknown in the protocol
	Phase 2
	All MS 
	
	A
	
	

	26.5.6.1.2
	Unknown IE, comprehension not required/MM/IE unknown in the message
	Phase 2
	All MS 
	
	A
	
	

	26.5.6.2.1
	Unknown information elements in the non-imperative message part/CC/Call establishment
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability and at least one MO circuit switched basic service
	
	Cxxx
	
	

	26.5.6.2.2
	Unknown information elements in the non-imperative message part/CC/disconnect
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.5.6.2.3
	Unknown information elements in the non-imperative message part/CC/release
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.5.6.2.4
	Unknown information elements in the non-imperative message part/CC/release complete
	Phase 2
	MS supporting CC protocol for at least one Bearer Capability 
	
	C43
	
	

	26.5.6.3
	Unknown IE in the non-imperative message part, comprehension not required/RR
	Phase 2
	All MS 
	
	A
	
	

	26.5.7.1.1
	Spare bits/RR/paging channel
	Phase 2
	All MS 
	
	A
	
	

	26.5.7.1.2
	Spare bits/RR/BCCH
	Phase 2
	All MS
	
	A
	
	

	26.5.7.1.3
	Spare bits/RR/AGCH
	Phase 2
	All MS
	
	A
	
	

	26.5.7.1.4
	Spare bits/RR/Connected Mode
	Phase 2
	All MS
	
	A
	
	

	26.5.7.2
	Spare bits/MM
	Phase 2
	All MS
	
	A
	
	

	26.5.7.3
	Spare bits/CC
	Phase 2
	MS supporting at least one MT circuit switched basic service.
	
	C31
	
	

	26.6.1.1
	Immediate assignment/SDCCH or TCH assignment
	Phase 2
	First test, All MS

Second test, MS supporting TCH/F

Third test, Dual Rate MS
	
	A
	
	

	26.6.1.2
	Immediate assignment/extended assignment
	Phase 2
	All MS
	
	A
	
	

	…
	
	
	
	
	
	
	


Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	…
	
	

	C407
	IF A.25/114 AND A.25/20 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MOsvc

	C408
	IF A.25/114 AND A.25/19 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MTsvc

	Cxxx
	IF A.25/26 AND A.25/19 THEN A ELSE N/A
	-- TSPC_Addinfo_CCprotocol_oneBC AND TSPC_AddInfo_MOsvc

	Cyyy
	IF A.25/19 OR A.25/20 THEN A ELSE N/A
	-- TSPC_AddInfo_MOsvc OR TSPC_AddInfo_MTsvc

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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