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[first modified section]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which do not support AOCC
	
	C32
	TSPC_Addinfo_MTsvc

TSPC_Addinfo_MOsvc

TSPC_AddInfo_SvcOnTCH
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and MO Teleservices and do not support the Call Hold supplementary service
	
	C33
	
	

	11.5
	Verification of non-support of services (multiparty)
	Phase 2
	MS which support Call Hold and AOCC and MO Teleservices and, but do not support the Multi-Party supplementary service
	
	C34
	
	

	11.6
	Verification of non-support of feature (Fixed Dialling Number (FDN))
	Phase 2
	MS which support MO Teleservices and do not support FDN
	
	C35
	
	

	11.7
	IMEI Security
	Phase 2
	All MS
	
	A
	
	

	12.1.1
	Conducted spurious emissions, MS allocated a channel
	Phase 2
	All MS with a permanent antenna connector which do not support R-GSM.
	
	C99
	
	

	12.1.2
	Conducted spurious emissions, MS in idle mode
	Phase 2
	All MS with a permanent antenna connector which do not support R-GSM.
	
	C99
	
	

	12.2.1
	Radiated spurious emissions, MS allocated a channel
	Phase 2
	All MS not supporting R-GSM. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C102
	
	

	12.2.2
	Radiated spurious emissions, MS in idle mode
	Phase 2
	All MS not supporting R-GSM. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C102
	
	

	12.3.1
	Conducted spurious emissions, MS allocated a channel for MS supporting the R-GSM band
	R96
	R-GSM MS with a permanent antenna connector
	
	C115
	
	

	12.3.2
	Conducted spurious emissions, MS in idle mode for MS supporting the R-GSM band
	R96
	R-GSM MS with a permanent antenna connector
	
	C115
	
	

	12.4.1
	Radiated spurious emissions, MS allocated a channel for MS supporting the R-GSM band
	R96
	R-GSM MS. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C103
	
	

	12.4.2
	Radiated spurious emissions, MS in idle mode for MS supporting the R-GSM band
	R96
	R-GSM MS. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	
	C103
	
	

	13.1
	Frequency error and phase error
	Phase 2
	All MS
	R2
	A
	
	

	13.2
	Frequency error under multipath and interference conditions
	Phase 2
	All MS
	
	A
	
	

	13.3-1
	Transmitter output power and burst timing - MS with permanent antenna connector
	Phase 2
	All MS with a permanent antenna connector
	R2
	Cxxx
	
	

	13.3-2
	Transmitter output power and burst timing - MS with integral antenna
	Phase 2
	All MS with integral antenna connector
	R2
	C92
	
	

	13.4
	Output RF spectrum
	Phase 2
	All MS not supporting R-GSM
	R2
	C375
	
	

	…
	
	
	
	
	
	
	


[next modified section]
Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	…
	
	

	C406
	IF A.2/41 AND A.25/85 AND A.25/115 AND A.25/89  THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP_CA_SAPI AND TSPC_SEC_PDP_CONTEXT AND TSPC_AddInfo_min_QoS

	C407
	IF A.25/114 AND A.25/20 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MOsvc

	C408
	IF A.25/114 AND A.25/19 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY AND TSPC_AddInfo_MTsvc

	Cxxx
	IF A.25/60 THEN A ELSE N/A
	-- TSPC_AddInfo_PermAntenna

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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