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50.2.1
EGPRS System Information Messages

The EGPRS system information messages for cell A, B, C, D, E, F are identical to the corresponding GPRS system information messages for cell A, B, C, D, E, F (see subclauses 40.2.1.1 to 40.2.1.6), except the settings in the system information messages as given in the tables below.

SYSTEM INFORMATION TYPE 13:

	SI 13 Rest Octets:
	

	GPRS Cell Options IE:


Extension Information
	

	
- Extension length
	R99:   001000

Rel 4: 001010
Rel 6: 001110

	
- {0|1 <Extension Information>}
	1     EGPRS supported by the cell.

	
- EGPRS_PACKET_CHANNEL_REQUEST
	0     Use of EGPRS PACKET CHANNEL  

       REQUEST_message for uplink TBF  establishment.

	
- BEP_PERIOD
	0110

	
- PFC_FEATURE_MODE
	0     Packet Flow Context Procedures not supported

	
- DTM_SUPPORT
	0     Cell does not support DTM procedures.

	
- BSS_PAGING_COORDINATION
	0     Circuit-Switched paging coordination  not supported  

       in cell

	For Rel 4 network simulation
	

	
- CNN_ACTIVE
	0     CNN is disabled in the cell

	
- NW_EXT_UTBF
	0     Ext UL TBF not supported in the cell

	
	

	For Rel 6 network simulation
	

	       - MULTIPLE_TBF_CAPABILITY
	0   Cell does not support  multiple TBF procedures

	       -  EXT_UTBF_NO_DATA
	0   MS shall send a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network

	       -  DTM_ENHANCEMENTS_CAPABILITY
	0   Cell does not support enhanced DTM CS establishment and enhanced DTM CS release procedures

	       -   { 0 | 1 }
	0 -- MBMS procedures not supported by the cell 

	End Rel 6
	

	End Rel 4
	


[NEXT_CHANGE]
50.2.2.1
Cell A

The EGPRS packet system information messages for cell A, B, C, D, E, F are identical to the corresponding GPRS packet system information messages for cell A, B, C, D, E, F (see subclauses 40.2.2.1 to 40.2.2.6), except the settings in the packet system information messages as given in the tables below.

PACKET SYSTEM INFORMATION TYPE 1:

	GPRS Cell Options IE:


Extension Information
	

	
- Extension length
	R99:   001000

Rel 4: 001010
Rel 6: 001110

	
- {0|1 <Extension Information>}
	1     EGPRS supported by the cell.

	
- EGPRS_PACKET_CHANNEL_REQUEST
	0     Use of EGPRS PACKET CHANNEL  

       REQUEST_message for uplink TBF  establishment.

	
- BEP_PERIOD
	0110

	
- PFC_FEATURE_MODE
	0     Packet Flow Context Procedures not supported

	
- DTM_SUPPORT
	0     Cell does not support DTM procedures.

	
- BSS_PAGING_COORDINATION
	0     Circuit-Switched paging coordination  not supported  

       in cell

	For Rel 4 network simulation
	

	
- CNN_ACTIVE
	0     CNN is disabled in the cell

	
- NW_EXT_UTBF
	0     Ext UL TBF not supported in the cell

	
	

	For Rel 6 network simulation
	

	       - MULTIPLE_TBF_CAPABILITY
	0   Cell does not support  multiple TBF procedures

	       -  EXT_UTBF_NO_DATA
	0   MS shall send a PACKET UPLINK DUMMY CONTROL BLOCK message when there is no other RLC/MAC block ready to send in an uplink radio block allocated by the network

	       -  DTM_ENHANCEMENTS_CAPABILITY
	0   Cell does not support enhanced DTM CS establishment and enhanced DTM CS release procedures

	       -   { 0 | 1 }
	0 -- MBMS procedures not supported by the cell 

	End Rel 6
	

	End Rel 4
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