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FIRST CHANGE

8a.5
PS Handover Request procedure

The SGSN shall initiate the PS Handover Request procedure by sending a PS-HANDOVER-REQUEST PDU, including the NAS container for PS Handover corresponding to the PFCs to be set-up (except in the case of intra-SGSN PS handover), to the target BSS and starting timer T13. The PS-HANDOVER-REQUEST PDU shall be sent on the point-to-point BVC indicated by the target Cell identity received from the old system.

Upon reception of the PS-HANDOVER-REQUEST PDU, the target BSS shall create a new BSS Context for the MS, create PFCs according to the received ABQP parameters and allocate TBFs for uplink and, if needed, for downlink transmission.

The SGSN may include the Service UTRAN CCO (Cell Change Order) information element in the PS-HANDOVER-REQUEST PDU (relevant if the network initiated cell change order to UTRAN or the PS handover to UTRAN procedures are used). If this information element is received in both the PS-HANDOVER-REQUEST PDU and the DL‑UNITDATA PDU, the information element received in the DL-UNITDATA PDU shall take precedence.

The Packet Flow Timer (PFT) is provided to the target BSS by the SGSN for each corresponding PFC. It is defined as the maximum time the BSS may hold the PFC during periods of inactivity for a PFC. The timer is started upon the initiation of the PS Handover Complete procedure (see sub-clause 8a.7) and restarted after the transmission of an uplink PDU for that PFC. The timer is also restarted upon the transfer of the corresponding PFC from an old to a new cell.

When resources have been successfully allocated by the target BSS, it shall send a PS-HANDOVER-REQUEST-ACK PDU to the SGSN. From this point in time, the target BSS shall be prepared to receive downlink LLC PDUs for the corresponding MS on the allocated resources. The target BSS shall also be prepared to receive uplink RLC data blocks or a PS Handover Access message upon successful MS access in the target cell (as specified in 3GPP TS 44.060).

The PS-HANDOVER-REQUEST-ACK PDU shall include the Target BSS to Source BSS Transparent Container IE (see sub-clause 11.3.79) which contains a complete PS Handover Command message. For the definition of the PS Handover Command message, see 3GPP TS 44.060. In addition, the BSS shall include in the Target BSS to Source BSS Transparent Container IE the SI/PSI Container IE (see sub-clause 11.3.95b) if the PS Handover Indications IE indicating "SI/PSI requested" was present in the Source BSS to Target BSS Transparent Container of the incoming PS-HANDOVER-REQUEST PDU.

Upon reception of the PS-HANDOVER-REQUEST-ACK PDU, the SGSN shall stop timer T13, end the PS Handover Request procedure and start timer T14 for supervision of the PS Handover Complete procedure.

The target BSS may choose to terminate the PS Handover Request procedure by sending a PS-HANDOVER-REQUEST-NACK PDU to the SGSN due to any of the following reasons:

-
A BSS Context could not be allocated for the MS;
-
The QoS characteristics could not be accepted for any of the PFCs in the PFCs To Be Set-up List IE of the PS-HANDOVER-REQUEST PDU;

-
No uplink TBF could be allocated for the MS in the BVCI.
In addition, the target BSS may choose to terminate the PS Handover Request procedure by sending a PS-HANDOVER-REQUEST-NACK PDU to the SGSN if  all of the PFCs in the PFCs To Be Set-up List IE of the PS-HANDOVER-REQUEST PDU could not be granted the requested QoS and the Cause IE indicates a non-critical PS handover.

NOTE:
The cause values "Better cell", "Traffic" indicate a non-critical PS handover.

When a PS-HANDOVER-REQUEST-NACK PDU has been sent, no knowledge of the MS should be kept by the target BSS.

When the target BSS decides to terminate the PS Handover Request procedure by sending a PS-HANDOVER-REQUEST-NACK PDU to the SGSN, the Cause IE should be set to an appropriate value (e.g. "PFC create failure", "Cell traffic congestion", "Equipment failure" or "O&M intervention").

NEXT CHANGE

8a.6
PS Handover Complete procedure

Upon reception of the first correct RLC data block (sent in normal burst format as defined in 3GPP TS 44.060) from the MS in the target Cell, the target BSS shall initiate the PS Handover Complete procedure by sending a PS-HANDOVER-COMPLETE PDU to the SGSN. 

From this point in time, the target BSS shall be prepared to receive uplink LLC PDUs from the corresponding MS on the allocated resources. Uplink LLC PDUs shall be sent from the target BSS to the SGSN with the TLLI received through the PS Handover Request procedure.

At reception of the PS-HANDOVER-COMPLETE PDU, the SGSN shall stop timer T14 (if running) and initiate the Delete BSS PFC procedure(s) towards the source BSS (except in the case of an optimised intra-BSS handover procedure where BSS shall release the source cell resources independently).
NEXT CHANGE

10.4.33
PS-HANDOVER-COMPLETE

This PDU informs the SGSN about successful channel change for an MS.

PDU type:


PS-HANDOVER-COMPLETE

Direction:


BSS to SGSN

Table 10.4.33: PS-HANDOVER-COMPLETE PDU content

	Information elements
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI 
	TLLI/11.3.35 
	M
	TLV
	6

	IMSI
	IMSI/11.3.14 
	M
	TLV
	5-10

	Target Cell Identifier (note 1)
	Cell Identifier/11.3.9
	O
	TLV
	10

	Note 1:
The Target Cell Identifier IE is included only for optimised Intra-BSS PS Handover.
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