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	Reason for change:
(

	Modern components used in manufactoring of mobile equipment has reached a size scale and quality where the sensitivity to vibration is well understood and controlled as part of the development phase. The reasons for testing with vibration in the transmitter test cases are no longer seen as necessary as earlier, and if the manuctorer wishes to do so, he should be allowed to declare the conformance to the requirements rather than having to test it as part of the validation. It is suggested to add such a declaration possibility to 51.010-2 table A.25 with subsequent changes to relevant places in chapter 13 of 51.010-1.

	
	

	Summary of change:
(

	An additional information element is added to table A.25 for declaring that the MS contains no components with RF performance sensitive to vibration condition during testing. In table B.1c this new limited execution condition element is added, and relevant test cases in table B.1 are updated with the condition element.

	
	

	Consequences if 
(

not approved:
	Unnecessary long testing times for test cases 13.1, 13.6 and 13.16.1.  

	
	

	Clauses affected:
(

	table A.25, table B.1c, table B.1
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	Other specs
(

	
	x
	 Other core specifications
(
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	x
	
	 Test specifications
	51.010-1

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Introduces Ixx1 and Lx, Applicable to all releases, linked to GP-070774


A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Ixx1
	MS with no components having RF performance sensitive to vibration condition during testing
	3GPP TS45.005, D2.3
	R99
	O
	
	TSPC_No_Vibration_Sensitive_Components

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C.2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C.2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C.2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C.2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C.2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C.2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	Comments:


	
	


[Next modified section]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	13.1
	Frequency error and phase error
	Phase 2
	All MS
	R2, Lx
	A
	
	

	13.2
	Frequency error under multipath and interference conditions
	Phase 2
	All MS
	
	A
	
	

	13.3.4.1
	Transmitter output power and burst timing - MS with permanent antenna connector
	Phase 2
	All MS with a permanent antenna connector
	R2
	C413
	
	

	13.3.4.2
	Transmitter output power and burst timing - MS with integral antenna
	Phase 2
	All MS with integral antenna connector
	R2
	C92
	
	

	13.4
	Output RF spectrum
	Phase 2
	All MS not supporting R-GSM
	R2
	C375
	
	

	13.6
	Frequency error and phase error in HSCSD multislot configuration
	R96
	HSCSD Multislot MS
	R3, Lx
	C380
	
	

	13.7-1
	Transmitter output power and burst timing in HSCSD configurations - MS with permanent antenna connector
	R96
	HSCSD Multislot MS with permanent antenna connector
	R4
	C377
	
	

	13.7-2
	Transmitter output power and burst timing in HSCSD configurations - MS with integral antenna
	R96
	HSCSD Multislot MS with integral antenna
	R4
	C378
	
	

	13.8
	Output RF spectrum in HSCSD multislot configuration
	R96
	HSCSD Multislot MS
	R4
	C376
	
	

	13.9
	Output RF spectrum for MS supporting the R-GSM band
	R96
	R-GSM MS
	
	C103
	
	

	13.10
	Void
	
	
	
	
	
	

	13.11
	Void
	
	
	
	
	
	

	13.12
	Void
	
	
	
	
	
	

	13.13
	Void
	
	
	
	
	
	

	13.14
	Void
	
	
	
	
	
	

	13.15
	Void
	
	
	
	
	
	

	13.16.1
	Frequency error and phase error in GPRS multislot configuration
	R97
	GPRS MS supporting multislot operation on the uplink
	Lx
	C204
	
	

	13.16.2-1
	Transmitter output power in GPRS multislot configuration - MS with permanent antenna connector
	R97
	GPRS MS supporting multislot operation on the uplink - MS with permanent antenna connector
	
	C95
	TSPC_Addinfo_Red_IntSlotRange_Mult_Conf
	


[Next modified section]
Table B.1c: Limited Execution of tests - Conditions definitions

	L1
	Executed for ”Class C” MS or “Class B” MS only if “Class C” is not supported.
	-- TSPC_operation_mode_C OR (TSPC_operation_mode_B and NOT TSPC_operation_mode_C)

	L2
	Executed for “Class B” MS or “Class C” MS only if “Class B” is not supported.
	-- TSPC_operation_mode_B OR (TSPC_operation_mode_C and NOT TSPC_operation_mode_B)

	L3
	Some parts of test are ommited for DARP capable MS due to overlap with DARP specific tests.
	-- TSPC_DARP_Phase1 OR TSPC_DARP_Phase2

	L4
	Part of test where fading profile is same as used in half rate version of test is omitted.
	-- TSPC_AddInfo_Half_rate_version_3

	L5
	Executed for R-GSM if supported, otherwise executed for E-GSM
	-- TSPC_Type_GSM_R_Band OR (TSPC_Type_GSM_E_Band and NOT TSPC_Type_GSM_R_Band)

	Lx
	Vibration condition part of the test case is ommited
	-- TSPC_No_Vibration_Sensitive_Components
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