Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-GERAN2 Meeting #34
GP-070937
Shenzhen, China, 14-18 May 2007

3GPP TSG-GERAN2 Meeting #33bis
(
G2-070145

Montreal, Canada, 26-30 March 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	48.018
	CR
	262
	(

rev
	2
	(

Current version:
	7.9.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	PS Handover clarifications: Pre-defined PFIs and Delete BSS PFC procedures

	
	

	Source to WG:
(

	Siemens Networks, Nokia, Ericsson

	Source to TSG:
(

	G2

	
	

	Work item code:
(

	SPSHAGB
	
	Date: (

	14/03/2007

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	It is not clear whether pre-defined PFIs can be handed over.

Use of Delete BSS PFC procedures to indicate successful handover is not completely specified.

There must be at least one PFI in the 'Active PFCs' list

	
	

	Summary of change:
(

	Clarified that:

1. Pre-defined PFIs cannot be included in PS Handover Gb-interface signalling or in DELETE BSS PFC PDUs

2. The source BSS considers the PS Handover to be complete on receipt of DELETE BSS PFC PDUs for all of the non-pre-defined PFIs which are active.

3. The codepoint for 0 PFIs is changed to reserved.

	
	

	Consequences if 
(

not approved:
	The source BSS can not know whether a handover has been successfully completed

Behaviour of the SGSN towards the target is not clearly specified in case of T14 expiry

Use of pre-defined PFIs is not clear

Codepoint for 0 PFIs is unnecessarily defined.
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	Other comments:
(

	There is a corner case where the source BSS has sent a PS Handover Command, but receives DELETE-BSS-PFC PDU(s) for other (non PS handover) reasons, the handover fails and the MS returns to the source cell.  The source BSS should therefore take care not to re-use the USF values on the timeslots within the period during which the MS could return to the source cell (maximum 2 seconds).


5.4.5
BSS Context

The SGSN can provide a BSS with information related to ongoing user data transmission. The information related to one MS is stored in a BSS context. The BSS may contain BSS contexts for several MSs. A BSS context contains a number of BSS packet flow contexts. A BSS packet flow context is identified by a packet flow identifier assigned by the SGSN. There are four pre-defined packet flows identified by four reserved packet flow identifier values. One pre‑defined packet flow is used for best-effort service, one for signalling, one for SMS, and one for TOM8. The BSS shall not negotiate BSS packet flow contexts for these pre-defined packet flows with the SGSN.

NOTE:
The TOM8 PFI is used to transfer LCS RRLP messages between the MS and the SGSN.

NOTE:
PFC procedures (Create BSS PFC, Modify BSS PFC, Delete BSS PFC) and PS Handover procedures (PS Handover Required, PS Handover Request, PS Handover Complete) do not apply to pre-defined packet flows.
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8a.4
PS Handover Required procedure

In the case of an intra-BSS PS Handover or intra-BSS DTM Handover, the optimized intra-BSS handover procedure may be used (see 3GPP TS 44.060); in such case, the PS Handover Required procedure is not used.

When a BSS initiates a PS handover or DTM Handover it shall initiate the PS Handover Required procedure and send the PS-HANDOVER-REQUIRED PDU to the SGSN. Except in the case of DTM Handover, the BSS shall then start timer T12 (see NOTE). 

NOTE:
The DTM Handover procedure is guarded at the source BSS by the BSSMAP timer T23 (see 3GPP TS 48.008).

If DTM Handover is ongoing and was initiated for a reason specific to the packet resources, or PS Handover is ongoing, the Cause IE of the PS-HANDOVER-REQUIRED PDU should be set to an appropriate value (e.g. "Uplink quality", "Uplink strength", "Downlink quality", "Downlink strength", "Distance", "Better cell", "Traffic" or "O&M intervention").

NOTE:
The radio related cause values are not applicable to the DTM Handover.

If DTM Handover is ongoing, and was initiated for a reason specific to the dedicated resource, the Cause IE shall indicate "CS cause".

The reception of a PS-HANDOVER-REQUIRED PDU will initiate the PS Handover Required procedure in the SGSN and the allocation of resources in the target system.

If PS handover to A/Gb mode is required, the source BSS shall include the Source BSS to Target BSS Transparent Container IE and the Target Cell Identifier IE in the PS-HANDOVER-REQUIRED PDU.

If PS handover to Iu mode is required, the source BSS shall include the Source RNC to Target RNC Transparent Container IE and the Target RNC Identifier IE in the PS-HANDOVER-REQUIRED PDU.

The Active PFCs List IE informs the SGSN about which PFCs that are active for the MS in the source cell at the time of sending the PS-HANDOVER-REQUIRED PDU. The concept of "Active PFCs" is defined in 3GPP TS 43.129. The Active PFCs List IE shall not contain any pre-defined PFIs.
For DTM Handover to A/Gb mode, the source BSS shall include the CS Indication IE in the Source BSS to Target BSS Transparent Container IE. The contents of the CS Indication IE shall uniquely identify, for this MS, the handover attempt, and shall be identical to the contents of the PS Indication IE included in the BSSMAP HANDOVER REQUIRED message (see 3GPP TS 48.008). The Target Cell Identifier IE shall identify the same cell as the one specified in the Cell Identifier List (preferred) IE in the corresponding BSSMAP HANDOVER REQUIRED message (see 3GPP TS 48.008).

For DTM Handover to UTRAN, the source BSS shall set the Number of Iu Instances IE equal to 2 in the Source RNC to Target RNC Transparent Container IE (see 3GPP TS 25.413)

When the resource allocation in the target system is complete, the SGSN shall send a PS-HANDOVER-REQUIRED-ACK PDU to the source BSS and end the PS Handover Required procedure.

The Target BSS to Source BSS Transparent Container IE, or the Target RNC to Source RNC Transparent Container IE as received from the target system, shall be included in the PS-HANDOVER-REQUIRED-ACK PDU. 

Except in the case of DTM Handover, the source BSS shall, on reception of the PS-HANDOVER-REQUIRED-ACK PDU from the SGSN, stop timer T12, trigger the transmission of the PS HANDOVER COMMAND message towards the MS (as specified in 3GPP TS 44.060) and end the PS Handover Required procedure. In the case of DTM Handover, the PS Handover Required procedure is terminated when timer T23 is stopped for any reason or expires as specified in 3GPP TS 48.008. The subsequent behaviour of the network is specified in 3GPP TS 48.008.

In case of unsuccessful PS Handover, the source BSS shall be notified through the PS-HANDOVER-REQUIRED-NACK PDU.

When the SGSN terminates the PS Handover Required procedure by sending a PS-HANDOVER-REQUIRED-NACK PDU to the source BSS, the Cause IE should be set to an appropriate value (e.g. "PFC create failure", "Cell traffic congestion", "Equipment failure", "O&M intervention" , "PS Handover Target not allowed" or "PS Handover not Supported in Target BSS or Target System").

Except in the case of DTM Handover, upon reception of a PS-HANDOVER-REQUIRED-NACK PDU from the SGSN, the source BSS shall stop timer T12 and terminate the ongoing PS Handover Required procedure. 

For DTM Handover, the source BSS behaviour on receipt of a PS-HANDOVER-REQUIRED-NACK PDU is described as part of the Handover Required procedure (see 3GPP TS 48.008).
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8a.5.1
Abnormal conditions

If there is no response from the target BSS to the PS-HANDOVER-REQUEST PDU before timer T13 expires, the SGSN shall initiate the Delete BSS PFC procedure for each of the PFCs in the PFCs to be Set-up List IE for the corresponding MS.

If the timer T24 (see 3GPP TS 48.008) expires and the target BSS has received a PS-HANDOVER-REQUEST PDU (i.e. no corresponding BSSMAP HANDOVER REQUEST message has been received) the target BSS shall terminate the PS Handover Request procedure by sending a PS-HANDOVER-REQUEST-NACK PDU to the SGSN with cause "DTM Handover - T24 expiry".

If a PS-HANDOVER-REQUEST PDU is received which contains a CS Indication IE which corresponds to a DTM Handover attempt which was previously terminated for this MS, then the BSS shall terminate the PS Handover Request procedure by sending a PS-HANDOVER-REQUEST-NACK PDU to the SGSN with cause "DTM Handover - Invalid CS Indication IE". Any ongoing Handover Resource Allocation procedure (see 3GPP TS 48.008) for this mobile shall not be aborted in this case. 
NOTE:
Other failure cases related to the expiry of the A interface timer T24 are described in 3GPP TS 48.008).

If timer T14 expires before the SGSN receives a PS-HANDOVER-COMPLETE PDU, it shall initiate the Delete BSS PFC procedure for each allocated PFC (i.e. for each PFC included in the List of Set-up PFCs IE in the corresponding PS-HANDOVER-REQUEST-ACK PDU) towards the target BSS to release the resources allocated for all PFCs allocated for the MS.

8a.6
PS Handover Complete procedure

The target BSS shall initiate the PS Handover Complete procedure:

-
in the case of PS Handover, on reception of the first correct RLC data block (sent in normal burst format as defined in 3GPP TS 44.060) from the MS in the target Cell;

-
in the case of DTM Handover, on receipt of an RR HANDOVER COMPLETE message on the main DCCH in the target cell (see 3GPP TS 44.018).

The target BSS shall send a PS-HANDOVER-COMPLETE PDU to the SGSN. 

From this point in time, the target BSS shall be prepared to receive uplink LLC PDUs from the corresponding MS on the allocated resources. Uplink LLC PDUs shall be sent from the target BSS to the SGSN with the TLLI received through the PS Handover Request procedure.

At reception of the PS-HANDOVER-COMPLETE PDU, the SGSN shall stop timer T14 (if running) and 

-
in case of non-optimised intra-BSS or intra-SGSN inter-BSS PS Handover, initiate the Delete BSS PFC procedure(s) towards the source BSS for each PFC corresponding to the MS in the source cell as described in sub-clause 8a.3; or

-
in case of inter-SGSN PS Handover, send a Forward Relocation Complete message to the old SGSN (see 3GPP TS 29.060). The old SGSN shall initiate a Delete BSS PFC procedure for each PFC corresponding to the MS in the source cell towards the source BSS as described in sub-clause 8a.3.
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11.3.95c
Active PFCs List

This information element contains the Packet Flow Identifiers of the PFCs that are active in the source BSS at the time the PS Handover Required message is sent. The element coding is:

Table 11.3.95c.a: Active PFCs List IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator 

	octet 3
	Number of PFCs

	Octet 4
	PFI (1)

	Octet 5
	PFI (2)

	"
	"

	Octet ?
	PFI (n)


Number of PFCs: Number of PFCs for which corresponding Packet Flow Identifiers are provided. The "Number of PFCs" parameter is coded as shown below:

Table 11.3.95c.b: Number of PFCs

	Coding
	Semantic

	0000 0000
	Reserved

	0000 0001
	1 PFC

	...
	...

	0000 1011
	11 PFCs

	0000 1100
	Reserved

	'
	"

	1111 1111
	Reserved


PFI: Packet Flow Identifier. Coded as the value part of the Packet Flow Identifier information element in 3GPP TS 24.008, not including 3GPP TS 24.008 IEI. This IE shall not contain any pre-defined PFIs.
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