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*********** FIRST MODIFIED SECTION *****************

10.1.28
GA-CSR STATUS 

The MS communicates to the GANC various error conditions.

Direction:
MS to GANC

Table 10.1.28.1: GA-CSR STATUS message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-CSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0001
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-CSR STATUS message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	29
	RR Cause
	RR Cause
11.2.29
	M
	TLV
	3
	
	

	52
	PDU in Error
	PDU in Error
11.2.52
	M
	TLV
	6 - 257
	
	


*********** NEXT MODIFIED SECTION *****************

10.2.10
GA-PSR STATUS
This message is used to indicate protocol errors.

Direction:
MS to GANC.

Table 10.2.10.1: GA-PSR STATUS message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-PSR Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0010
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-PSR-STATUS message identity
	Message Type
11.1.2.1
	M
	V
	1
	
	

	
	TLLI
	TLLI
11.1.2.2
	M
	V
	4
	
	

	39
	GA-PSR Cause
	GA-PSR Cause
11.2.39
	M
	TLV
	3
	
	

	52
	PDU in Error
	PDU in Error
11.2.52
	M
	TLV
	6 - 257
	
	


*********** LAST MODIFIED SECTION *****************

11.2.52
PDU in Error

The PDU in Error IE contains a faulty message returned to the sender of the message.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	PDU in Error IEI
	octet 1

	Length of PDU in Error contents
	octet 2

	PDU in Error, 1st octet
	octet 3

	PDU in Error, last octet
	octet n


Figure 11.2.52.1: PDU in Error information element

Note: If the faulty message included in the PDU in Error IE is larger than 255 octets then only the first 255 octets of the message are to be included and the Length of the PDU in Error field shall indicate that 255 octets are included.
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