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31.1.5.1.2
Normal Operation – Name indication contained in Facility message

Conformance requirements

3GPP TS 24.096 subclause 4.1 

Purpose

To test that the MS presents to the user the name information of the calling party to the called party at call setup time for all incoming calls.

Specific PICS Statements

-
Supported MT circuit switched basic services (TSPC_AddInfo_MTsvc)

PIXIT Statements

-
Description of display for CNAP.

Initial Conditions

System Simulator:

1 cell, default parameters 

Mobile Station:

The MS is in MM-state “idle, updated” with valid TMSI and CKSN

Foreseen final state of the MS

Stae U7

Maximum Duration of Test

3 minutes.

Procedure

Set up an MT Call to the MS under test. The SS sends the Name Indication in a Facilty message

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PAGING REQUEST
	SS sends paging

	2
	MS -> SS
	CHANNEL REQUEST
	

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	(SDCCH)

	4
	MS -> SS
	PAGING RESPONSE
	

	5
	SS -> MS
	AUTHENTICATION REQUEST
	

	6
	MS -> SS
	AUTHENTICATION RESPONSE
	

	7
	SS -> MS
	CIPHERING MODE COMMAND
	

	8
	MS -> SS
	CIPHERING MODE COMPLETE
	

	9
	SS -> MS
	SETUP
	Signal IE included

	10
	MS -> SS
	CALL CONFIRMED
	

	11
	MS -> SS
	ALERTING
	

	12
	SS -> MS
	FACILITY
	Facility (Invoke=NotifiSS (CNAP, nameIndicator))

	13
	MS
	
	Depending on the PICS, the MS shall display the calling nameIndicator


Specific message content

step 10 – CNAP nameIndicator settings:

-
namePresentationAllowed

-
NameSet: “TESTNAME”
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