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WG3 Work Plan DARP phase II test cases

General

This work plan describes the activities at GERAN WG3 for analysis and modification of existing test cases, and of drafting new test cases to cover layer 1 and signalling aspects of DARP phase II in 3GPP TS 51.010.
Summary after GERAN #35
· Removed requirement for circuit switched DTS-1b (8-PSK) scenarios, as per 3GPP TS 45.005 table 2q.
· Regarding connection of a dual-antenna MS for existing single-antenna tests, a new discussion paper from WG1 (GP-071091) advised four different methods, but made no specific recommendation to WG3.  The agreement in WG3 is “method 3” – to terminate one of the antennae.  It is the manufacturer’s decision as to which antenna this should be.  WG1 are to confirm what method is appropriate for legacy test cases 14.8.4 and 14.8.5; however continuation of this discussion falls outside the scope of the DARP phase II work plan.
· This work plan is considered to be 100% complete.
Overview

	Required TC or action
	Priority
	Responsible company
	Next action
	Expected completion date
	Status

	Analyse test requirements for repeated DARP phase II, and propose new tests.
	1
	Aeroflex
	Complete (GERAN #33)
	GERAN #33
	100%
(GP-070009)

	Modify existing DARP phase I clauses to differentiate from phase II.  Add DARP phase II references appropriate existing tests.
	1
	Aeroflex
	Complete (GERAN #33)
	GERAN #33
	100%

(GP-070008)

	Add new annex to indicate connection method of MS with two antennas for new tests intended for two antennas.
	1
	Aeroflex
	Complete (GERAN #34)
	GERAN #34
	100%
(GP-070896)

	Add information to indicate connection method of MS with two antennas for existing tests intended for single antenna.
	1
	Aeroflex

(NEC)
	Complete (GERAN #35)
	GERAN #35
	100%
(GP-071091)

	Write at least one new reference sensitivity test
	2
	Ericsson

(Nokia)
	Complete (GERAN #35)
	GERAN #35
	100%

(GP-071134)

	Write at least two new tests to cover circuit switched DTS-1, DTS-2 and DTS-4 scenarios.
	2
	AT4 wireless

(Alcatel/Lucent)
	Complete (GERAN #35)
	GERAN #35
	100%

(GP-071385)

	Write at least two new tests to cover packet switched DTS-1, DTS-2 and DTS-4 scenarios.
	2
	R&S

(Motorola)
	Complete (GERAN #35)
	GERAN #35
	100%

(GP-071111)
(GP-071112)
(GP-071113)
(GP-071115)

	Write at least one new test to cover packet switched DTS-1b (8-PSK) scenarios.
	2
	R&S

(NEC)
	Complete (GERAN #35)
	GERAN #35
	100%

(GP-071383)


Test Cases introduced to 51.010-1:

	Area
	New Test Cases in 51.010-1 (when introduced)

	
	14.2.27 (GP-071134), (GERAN #35)
14.16.5.1 (GP-071111), (GERAN #35)

14.16.5.2 (GP-071112), (GERAN #35)

14.18.9.1 (GP-071113), (GERAN #35)

14.18.9.2 (GP-071383), (GERAN #35)

14.18.9.3 (GP-071115), (GERAN #35)

14.19.1.1 (GP-071385), (GERAN #35)

14.19.2.1 (GP-071385), (GERAN #35)

14.19.2.2 (GP-071385), (GERAN #35)

14.19.3.1 (GP-071385), (GERAN #35)

14.19.3.2 (GP-071385), (GERAN #35)

	
	


Test Cases modified in 51.010-1:

	Area
	Existing Test Cases modified in 51.010-1 (when modified)

	
	14.4.1 (GP-070008), (GERAN #33)
14.4.8 (GP-070008), (GERAN #33)

	
	


History

	Date
	Revision
	Modification

	16.11.2006
	1.0
	Status at end of GERAN #32.

	14.02.2007
	2.0
	Status at end of GERAN #33.

	16.05.2007
	3.0
	Status at end of GERAN #34.

	30.08.2007
	4.0
	Status at end of GERAN #35.
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