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	Reason for change:
(

	GERAN#30 CR GP-061043 was incorrectly implemented in the wrong section of Annex A4. Instead of changing A4.3.3, the changes were applied to A4.3.4.
1) The description of the SIM card field EF(IMSI) is incorrect. The three digits containing “IMSI mod 1000” are not “bytes 7, 8 and 9” of EF(IMSI), but the three halfbytes number 13, 15 and 16 (due to the swapped nibble encoding).
2) Byte 1 is coded in DEC and Bytes 2-9 in HEX, which could lead to misunderstandings.

	
	

	Summary of change:
(

	Therefore all incorrect changes were rolled back and the wanted changes applied again.

1) The description of “IMSI mod 1000” in EF(IMSI) has been corrected to refer to the three half-bytes (digits) number 13, 15 and 16.

2) Bytes 2-9 are now coded in DEC as well.

	
	

	Consequences if 
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not approved:
	The description of EF(IMSI) could be misinterpreted.
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	Annexes A4.3.3 and A4.3.4
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	Other comments:
(

	This CR applies to all MS.


A4.3.2
EFLP (Language preference)

The programming of this EF is a test house option.

A4.3.3
EFIMSI (IMSI)

The IMSI value will be chosen by the test house. The IMSI used by the SS will align this value.

File size:
9 bytes

Default values:
Byte 1 (DEC):
 8


Bytes 2-9 (DEC):
 09 10 10 ** ** ** ** ** 
for GSM 400, GSM 900 and DCS 1 800


Bytes 2-9 (DEC):
 09 10 10 *1 ** ** ** ** 
for GSM 700, GSM 850 and GSM 1 900

"*" indicates any number between 0 and 9 subject to the restriction that IMSI mod 1000 (i.e. the three boxed “*” digits number 13, 15 and 16) lies in one of the following ranges:

-
063-125, 189-251, 315-377, 441-503, 567-629, 693-755, 819-881 or 945-999.

NOTE:
This ensures that the MS can listen to the second CCCH when more than one basic physical channel is configured for the CCCH. This is necessary for the test of "paging re-organization".

A4.3.4
EFKc (Ciphering key Kc)

File size:
9 Bytes

Default values (HEX):
Bytes 1-8:
Align with Kc used by SS


Byte 9:
07

Byte 9 is set to 07 to indicate that there is no key available at the start of a test.

The bytes within this elementary file may be updated by the MS as a result of a successful authentication attempt.




A4.3.5
EFPLMNsel (PLMN selector)

GSM 400, GSM 900 and DCS 1 800 begin
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