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	Reason for change:
(

	The applicability of some A-GPS test cases is set incorrectly due to faulty condition definitions. With the current condition definitions, MO-LR test cases are incorrectly set as applicable for terminals that only support MT-LR. 

	
	

	Summary of change:
(

	MO-LR test cases are set to only be applicable for terminals that support MO-LR. This has been accomplished through the steps below. 

Two new supplementary services have been included in Table A.5:

*Support of MO-LR request for a position estimate

*Support of MO-LR request for transfer to 3rd party

Four new conditions that take the two added supplementary services into account have been created:
* MS-Based +  Support of MO-LR request for a position estimate
* MS-Assisted + Support of MO-LR request for a position estimate
* MS-Based + Support of MO-LR request for transfer to 3rd party

* MS-Assisted + Support of MO-LR request for transfer to 3rd party

Furthermore, conditions C320 and C402 have been modified to consider the two added supplementary services.

These new condition definitions have been applied for the MO-LR test cases  70.8.1-70.8.6.
The modifications have been made with the intention to have the GERAN and RAN conformance specifications as alligned as possible (the RAN conformance specification already takes “MT-LR only” terminals into account)
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not approved:
	The applicability of some A-GPS test cases continues to be set incorrectly, Furthermore, the GERAN and RAN conformance specifications are not alligned. 
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Table A.5: Supplementary Services

Prerequisite: A.25/29
-- TSPC_AddInfo_SS (3GPP TS 02.04 4, 3GPP TS 02.07 B.2.1, (3GPP TS 22.004 4)).

	Item
	Supplementary Service
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Calling Line Identification Presentation.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_CLIP

	2
	Calling Line Identification Restriction.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_CLIR

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	35
	Name Identification SS
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	R97
	O
	
	TSPC_CNAP

	36
	Support of Periodic Location
	3GPP TS 23.271 9, 3GPP TS 24.030 4
	Rel-7
	O
	
	TSPC_Period_Loc

	37
	Support of MO-LR request for a position estimate
	3GPP TS 03.71, 7.13
	R98
	O
	
	TSPC_MOLR_POS

	38
	Support of MO-LR request for transfer to 3rd party
	3GPP TS 03.71, 7.13
	R98
	O
	
	TSPC_MOLR_3RD

	Comments:


	
	


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	70.7.4.3
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Based GPS
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.7.4.4
	Network Induced Location Request Emergency Call on TCH, no IMSI for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS
	
	C284
	
	

	70.8.1
	Basic Self Location
	R98
	All MSs supporting LCS MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	CXX2
	
	

	70.8.2
	Basic Self Location in Dedicated Mode
	R98
	All MSs supporting LCS MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	CXX2
	
	

	70.8.3
	Transfer to 3rd Party
	R98
	All MSs supporting LCS MS-Assisted GPS and Support of MO-LR request for transfer to 3rd party
	
	CXX4
	
	

	70.8.4.1
	MO-LR Positioning Measurement / Protocol Error
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	CXX2
	
	

	70.8.4.2.1
	MO-LR Positioning Measurement / Location Error: Requested Method not Supported
	R98
	All MSs supporting MS-Assisted GPS and not supporting MS-Assisted EOTD and Support of MO-LR request for a position estimate
	
	C320
	
	

	70.8.4.2.2
	MO-LR Positioning Measurement / Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting MS-Assisted GPS and supporting a method for resetting stored A-GPS assistance data and Support of MO-LR request for a position estimate
	
	C402
	
	

	70.8.4.3
	MO-LR Positioning Measurement / Multiple RRLP Requests with Same Reference Number
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	CXX2
	
	

	70.8.4.4
	MO-LR Positioning Measurement / Multiple RRLP Requests with Different Reference Number
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	CXX2
	
	

	70.8.4.5
	MO-LR Positioning Measurement / RR Management Commands
	R98
	All MSs supporting MS-Assisted GPS and Support of MO-LR request for a position estimate
	
	CXX2
	
	

	70.8.5.1
	MO_LR Basic Self Location Request in Idle Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a position estimate
	
	CXX1
	
	

	70.8.5.2
	MO_LR Basic Self Location Request in Dedicated Mode (Normal Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a position estimate
	
	CXX1
	
	

	70.8.5.3
	MO_LR Basic Self Location Request in Idle Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a position estimate
	
	CXX1
	
	

	70.8.5.4
	MO_LR Basic Self Location Request in Dedicated Mode (Alternative Case)
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for a position estimate
	
	CXX1
	
	

	70.8.6
	MO-LR Transfer to 3rd Party for MS-Based A-GPS
	R98
	All MSs supporting LCS MS-Based GPS and Support of MO-LR request for transfer to 3rd party
	
	CXX3
	
	

	70.9.1.1
	MT-LR Location Notification for mobiles supporting MS-Based GPS 
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.9.1.2
	MT-LR Location Notification for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS
	
	C284
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	90.1.1
	Transmission of CTM Bearer Code – Mobile Originated TTY Call
	R99
	All MS supporting TTY text telephony services and MO circuit switched basic service
	
	C407
	
	

	90.1.2
	Transmission of CTM Bearer Code – Mobile Terminated TTY Call
	R99
	All MS supporting TTY text telephony services and MT circuit switched basic service
	
	C408
	
	


Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	
	
	

	
	
	

	C318
	IF (A.2/57 AND NOT A.2/60) THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST  AND NOT -- TSPC_A-GPS_Assist

	C319
	IF A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3

	C320
	IF (A.2/60 AND NOT A.2/57) AND A.5/37 THEN A ELSE N/A
	-- (TSPC_A-GPS_Assist AND NOT -- TSPC_EOTD_ASSIST) AND TSPC_MOLR_POS  

	C321
	IF A.25/79 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack

	C322
	IF A.2/41 AND A.2/72 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1

	
	
	

	
	
	

	C400
	Void
	

	C401
	void
	

	C402
	IF A.2/60 AND A.25/140 AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_A-GPS_Data_Reset AND TSPC_MOLR_POS

	C403
	IF A.2/59 AND A.25/140 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_A-GPS_Data_Reset

	C404
	IF A.2/71 AND NOT (A.2/47 OR A.2/62 OR A.2/69) THEN A ELSE N/A
	-- TSPC_GAN AND NOT (TSPC_operation_mode_A OR TSPC_DTM_GPRS OR TSPC_DTM_EGPRS)

	
	
	

	
	
	

	C442
	IF (A.25/119 OR A.25/146 OR A.25/147) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_DST OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_Universal_Time)

	C443
	IF (A.25/145 OR A.25/144) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_Short_Name OR TSPC_NITZ_Full_Name)

	CXX1
	IF A.2/59 AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_MOLR_POS

	CXX2
	IF A.2/60 AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_MOLR_POS

	CXX3
	IF A.2/59 AND A.5/38 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_MOLR_3RD

	CXX4
	IF A.2/60 AND A.5/38 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_MOLR_3RD

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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