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12.1.1.2
Conformance requirement

1.
The conducted spurious power emitted by the MS, when allocated a channel, shall be no more than the levels in table 12.1.

1.1
Under normal voltage conditions; 3GPP TS 45.005, subclauses 4.3 and 4.3.3.
1.2
Under extreme voltage conditions; 3GPP TS 45.005, subclauses 4.3 and 4.3.3, and clause D.2.

Table 12.1

	Frequency range
	Power level in dBm

	
	GSM 400, GSM 700,

T-GSM 810

 GSM 850,

GSM 900
	DCS 1 800
	PCS 1 900

	9 kHz to 1 GHz
	-36
	-36
	-36

	1 GHz to 12,75 GHz
	-30
	
	-30

	1 GHz to 1 710 MHz
	
	-30
	

	1 710 MHz to 1 785 MHz
	
	-36
	

	1 785 MHz to 12,75 GHz
	
	-30
	


12.1.1.3
Test purpose

1.
To verify that conducted spurious emissions from the MS when allocated a channel do not exceed the conformance requirements. These conducted spurious emissions will be measured in the frequency band 100 kHz to 12,75 GHz excluding the following received bands:


For GSM 400, GSM 900 and DCS 1 800:

-
the band 925 MHz to 960 MHz;

-
the band 1 805 MHz to 1 880 MHz;

-
in addition for GSM 400 MS:

-
the band 460,4 MHz to 467,6 MHz;

-
the band 488,8 MHz to 496 MHz.


For GSM 700, T-GSM 810, GSM 850 and PCS 1 900:

-
the band 747 MHz to 762 MHz;

-
the band 869 MHz to 894 MHz;

-
the band 1 930 MHz to 1 990 MHz.

1.1
Under normal voltage conditions.

1.2
Under extreme voltage conditions.

NOTE:
The band 9 kHz to 100 kHz is not tested, because of test implementation problems.
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