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first change

3.2.1.82
NOTIFICATION DATA 
This message is sent from the MSC to the BSS in order to transfer Application data to the listeners and the talker of an on-going group call.

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1
	MSC-BSS
	M
	1

	Short Application Data
	3.2.2.98
	MSC-BSS
	M
	11

	Data Identity
	3.2.2.99
	MSC-BSS
	M
	3

	MSISDN 
	3.2.2.101
	MSC-BSS
	O
	2-12


next change

3.2.2.98
Short Application Data


	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Length
	octet 2

	Application Data
	octet 3-11


Octets 3-11 contain the Application Data as coded in 3GPP TS 44.018, not including the 3GPP TS 44.018 element identifier.

3.2.2.99
Data Identity


	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Length
	octet 2

	Data Identity
	octet 3


Octet 3 contains the Data Identity as coded in 3GPP TS 44.018, not including the 3GPP TS 44.018 element identifier.

next change

3.2.2.101
MSISDN 


	8
	7
	6
	5
	4
	3
	2
	1
	

	Element identifier
	octet 1

	Length
	octet 2

	MSISDN 
	octet 3-12


Octets 3-12 contain the digits of an MSISDN, coded as in 3GPP TS 24.008, Calling party BCD number, octets 4 – 13.
next change
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