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1st Modification
5.5.1.1b.1
General

After the release of an RR connection (see 3GPP TS 44.018, Normal release procedure and Abnormal cases), if the mobile station during the RR connection is unable to monitor the system information broadcast on BCCH or PBCCH (i.e. GPRS class B or GPRS class A mode of operation using DTM), the mobile station shall acquire the system information broadcast in the serving cell. The acquisition of system information shall be performed according to the requirements in sub-clause 5.5.1.2 (PBCCH present in the cell) or sub-clause 5.5.1.3 (PBCCH not present in the cell). The mobile station shall not attempt a packet access or accept a packet downlink assignment before those requirements are fulfilled.

The following exceptions, stated in sub-clauses 5.5.1.1b.2 to 5.5.1.1b.5, may apply.

2nd Modification

7.1.3.2.1
On receipt of a PACKET RESOURCE REQUEST message

On receipt of a PACKET RESOURCE REQUEST message requesting a single uplink TBF scheduled with a Single Block or a Multi Block allocation, the network shall respond by sending a PACKET UPLINK ASSIGNMENT message (radio resources assignment on one or more PDCHs to be used by the mobile station for the TBF in EGPRS or GPRS TBF mode) or a PACKET ACCESS REJECT message to the mobile station on PACCH on the same PDCH on which the mobile station has sent the PACKET RESOURCE REQUEST message. If the mobile station supports RLC non-persistent mode the network may allocate an EGPRS TBF that uses this RLC mode.

On receipt of a PACKET RESOURCE REQUEST message requesting multiple uplink TBFs, the network shall respond by sending either a MULTIPLE TBF UPLINK ASSIGNMENT message or a PACKET ACCESS REJECT message to the mobile station on PACCH on the same PDCH on which the mobile station has sent the PACKET RESOURCE REQUEST message. These messages shall address (assign or reject) some or all of the resource requests in the PACKET RESOURCE REQUEST message. For the resource requests that have not been addressed by the first assignment or reject message, additional MULTIPLE TBF UPLINK ASSIGNMENT or PACKET ACCESS REJECT messages may be sent to the mobile station on the PACCH to which the mobile station has been assigned. If the mobile station supports RLC non-persistent mode the network may allocate one or more EGPRS TBFs that use this RLC mode.

If the received PACKET RESOURCE REQUEST message is indicating additional MS Radio Access Capabilities information available, the following additional requirements apply:

-
If the PACKET RESOURCE REQUEST message was scheduled with a Multi Block allocation of two blocks, the network shall respond by sending a PACKET UPLINK ASSIGNMENT or MULTIPLE TBF UPLINK ASSIGNMENT message after reception of the ADDITIONAL MS RADIO ACCESS CAPABILITIES message;

-
If the PACKET RESOURCE REQUEST message was scheduled with a Single Block allocation or with a Multi Block allocation of only one block, the network shall respond upon receipt by sending a PACKET UPLINK ASSIGNMENT or MULTIPLE TBF UPLINK ASSIGNMENT message. When assigning one or more EGPRS TBFs, the network may request additional information about radio access capabilities of the mobile station on one or several frequency bands within the PACKET UPLINK ASSIGNMENT or MULTIPLE TBF UPLINK ASSIGNMENT message; the list of frequency bands is ordered by the network starting with the most important and ending with the least important one. The mobile station shall provide the network with its radio access capabilities for the frequency bands it supports, in the same priority order as the one specified by the network, by sending an ADDITIONAL MS RADIO ACCESS CAPABILITIES message within the first radio block allocated to the mobile station on the assigned PDCH(s). When constructing the ADDITIONAL MS RADIO ACCESS CAPABILITIES message, the mobile station shall take care that this message fits in one uplink radio block. If the mobile station does not support any frequency band requested by the network, it shall report its radio access capabilities for the BCCH frequency band.

In case the ADDITIONAL MS RADIO ACCESS CAPABILITIES message is not received correctly, the network may either:

-
send a PACKET UPLINK ASSIGNMENT or MULTIPLE TBF UPLINK ASSIGNMENT message assigning radio resources on one or more PDCHs to be used by the mobile station for the TBF(s) in EGPRS or GPRS TBF mode, based on the information the network has got, or let unchanged the already assigned PDCH(s);

-
send a PACKET UPLINK ASSIGNMENT message assigning (or reassigning) radio resources on one or more PDCHs to be used by the mobile station for the TBF(s) in EGPRS TBF mode and request a retransmission of the ADDITIONAL MS RADIO ACCESS CAPABILITIES message.

In addition, in case the ADDITIONAL MS RADIO ACCESS CAPABILITIES message scheduled with a Multi Block allocation of two blocks is not received correctly, the network may either: 

-
send a PACKET UPLINK ASSIGNMENT or MULTIPLE TBF UPLINK ASSIGNMENT message including a Multi Block allocation struct (allocating only one block) requesting a retransmission of the ADDITIONAL MS RADIO ACCESS CAPABILITIES message;

-
send a PACKET ACCESS REJECT message to the mobile station.

On receipt of a PACKET UPLINK ASSIGNMENT or MULTIPLE TBF UPLINK ASSIGNMENT message where no TBF starting time is specified, the mobile station shall switch to the assigned PDCHs, stop T3168 for each resource request that is assigned a TBF in the PACKET UPLINK ASSIGNMENT or Multiple TBF Uplink Assignment message, and start timer T3164 for each allocated TBF if dynamic or extended dynamic allocation is assigned. If a TBF starting time is specified the mobile station shall stop T3168 for each resource request assigned a TBF and wait until the indicated TBF starting time before switching to the assigned PDCHs and starting T3164 for each allocated TBF.

At sending of the first RLC data block on a TBF, the mobile station shall stop timer T3164 for that TBF.

The mobile station may use information received on PBCCH, BCCH or a previous assignment message to decode the frequency parameters contained in the assignment message. If the mobile station detects an invalid Frequency Parameters information element in the assignment message, it shall abort the procedure, if required initiate a partial acquisition of PBCCH or BCCH information, and may then re-initiate the access on the PRACH.

On receipt of a PACKET ACCESS REJECT message that contains a Reject structure addressed to the mobile station, the mobile station shall stop timer T3168 and indicate a packet access failure to upper layer for each resource request which is rejected in the Reject structure.

If the PACKET ACCESS REJECT message contains a WAIT_INDICATION field in a Reject structure addressed to the mobile station, the mobile station shall start timer T3172 with the indicated value (Wait Indication). The mobile station is not allowed to make a new attempt for packet access in the same cell until timer T3172 expires, but may attempt packet access in another cell after successful cell reselection.

When the network receives a Packet Flow Identifier (PFI) from the mobile then the network should handle the uplink transfer according the associated aggregate BSS QoS profile (ABQP). The Peak Throughput specified in the associated ABQP, available in the network, supersedes the Peak Throughput specified by the Channel Request Description IE.

When an uplink TBF is established in response to a PACKET RESOURCE REQUEST message with the EARLY_TBF_ESTABLISHMENT field set to indicate pre-allocation is required, a network supporting early TBF establishment should keep the uplink TBF open by means of the extended uplink TBF mode operation (see sub-clause 9.3.1b.2). 
8.1.1.1.2
Resource Reallocation for Uplink

The mobile station and the network are not allowed to change the RLC mode nor TBF mode of an already established TBF during resource reallocation. Change of RLC mode or TBF mode shall be achieved through release of on-going TBF and establishment of a new TBF with the newly requested RLC mode or TBF mode. If a new mode is assigned by the network for an already established TBF, the MS shall ignore the new assigned mode and shall maintain the TBF in the old mode.

During an uplink packet transfer, upper layers may request to transfer another upper layer PDU with a different PFI, a different Radio Priority, a different peak throughput class or a different RLC mode than the one which is in transfer. An upper layer PDU containing signalling shall be treated as having the highest Radio Priority, and the acknowledged RLC mode shall be requested.

If the mobile station or the network does not support multiple TBF procedures the following procedures apply:

-
If the mobile station has not started the countdown procedure or the TBF is operated in the extended uplink TBF mode (see sub-clause 9.3.1b) and the new upper layer PDU has the same RLC mode as the current uplink TBF and either a higher radio priority or the same radio priority but a higher peak throughput class, the mobile station shall immediately request a resource reallocation for uplink according to the new Radio Priority and peak throughput class of the new upper layer PDU by sending a PACKET RESOURCE REQUEST message on the PACCH and starting timer T3168 for the uplink TBF requested in the PACKET RESOURCE REQUEST message. Then the mobile station shall complete the transmission of the current upper layer PDU;

-
If the new upper layer PDU has the same RLC mode as the current uplink TBF and either a lower Radio Priority or the same radio priority but a lower peak throughput class, the mobile station shall first complete the sending of the upper layer PDU in transfer. When the sending of upper layer PDUs at the higher Radio Priority or the same radio priority but higher peak throughput class stops, without waiting for the acknowledgement from the network if in RLC acknowledged mode, the mobile station shall then perform the request of a resource reallocation for uplink for any remaining upper layer PDU(s) by sending a PACKET RESOURCE REQUEST message on the PACCH and start timer T3168 for the uplink TBF requested in the PACKET RESOURCE REQUEST message. However if the upper layer PDUs at the higher Radio Priority does not completely fill the RLC data block the MS shall fill this RLC data block with new upper layer PDUs and then either transmit first the PACKET RESOURCE REQUEST message and subsequently the RLC data block or vice versa. 
If the new upper layer PDU does not have the same RLC mode as the current uplink TBF but has a higher radio priority, the mobile station shall complete the transmission of the current upper layer PDU using the countdown procedure including acknowledgement from the network, if in RLC acknowledged mode. If the TBF is operated in non-extended uplink TBF mode, the mobile station shall then release the TBF and establish a new uplink TBF for transmission of the new upper layer PDU. If the TBF is operated in extended uplink TBF mode (see sub-clause 9.3.1b), the mobile station shall use the procedure in sub-clause 8.1.1.6 for changing the RLC mode. When the sending of upper layer PDUs with a higher radio priority is completed using the countdown procedure, including acknowledgement from the network if in RLC acknowledged mode, the mobile station shall try to establish an uplink TBF for the transmission of any remaining upper layer PDU(s);

-
If the mobile station has not started the countdown procedure or the TBF is operated in the extended uplink TBF mode (see sub-clause 9.3.1b) and the new upper layer PDU does not have the same PFI but the same radio priority and the same peak throughput class as the current uplink TBF, the mobile station shall immediately request a resource reallocation for uplink with the new PFI by sending a PACKET RESOURCE REQUEST message on the PACCH and starting timer T3168 for the uplink TBF requested in the PACKET RESOURCE REQUEST message. Then the mobile station shall complete the transmission of the current upper layer PDU.

If both the mobile station and the network support multiple TBF procedures the following procedures apply:

-
The mobile station shall initiate a request for one or more new uplink TBFs when it has upper layer PDUs associated with one or more PFIs for which there are no ongoing uplink TBFs. In this case it sends a PACKET RESOURCE REQUEST message on the PACCH and starts an instance of timer T3168 for each uplink TBF requested;

-
All ongoing uplink TBFs shall continue to operate using their currently allocated resources.

If both the network and the mobile station support the extended uplink TBF mode, the request from upper layers may indicate that the new upper-layer PDU is meant to pre-allocate an uplink TBF (early TBF establishment). In this case, the EARLY_TBF_ESTABLISHMENT field in the PACKET RESOURCE REQUEST message shall indicate pre-allocation is required.

On receipt of the PACKET RESOURCE REQUEST message the network shall respond by sending either an uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE) or a PACKET ACCESS REJECT message to the mobile station on the downlink PACCH. If the mobile station supports RLC non-persistent mode the network may allocate one or more EGPRS TBFs that use this RLC mode.

If the mobile station or the network does not support multiple TBF procedures, then after the transmission of the PACKET RESOURCE REQUEST message with the reason for changing PFI, the priority or peak throughput class of an assigned uplink TBF the mobile station shall continue to use the currently assigned uplink TBF assuming that the requested priority or peak throughput class is already assigned to that TBF.

If both the mobile station and the network support multiple TBF procedures, then after transmission of a PACKET RESOURCE REQUEST message the mobile station shall maintain its ongoing uplink TBFs using their currently allocated TBF parameters.

On receipt of an uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE message) sent in response to a PACKET RESOURCE REQUEST message the mobile station shall stop timer T3168 for each uplink TBF assigned in the assignment message and switch to the assigned PDCHs. A mobile station that supports multiple TBF procedures shall act on the uplink assignment message as defined in sub-clause 8.1.2.5.

If the mobile station or the network does not support multiple TBF procedures, the mobile station is then not allowed to send new PACKET RESOURCE REQUEST messages until either a new packet transfer request is received from the upper layers or when sending of upper layer PDU(s) at a lower Radio Priority has to be continued.

If the mobile station or the network does not support multiple TBF procedures, upon expiry of timer T3168 the mobile station shall retransmit the PACKET RESOURCE REQUEST message unless the PACKET RESOURCE REQUEST message has already been transmitted four times in which case the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2).

If both the mobile station and the network support multiple TBF procedures, then upon expiry of all instances of timer T3168 the mobile station shall retransmit the PACKET RESOURCE REQUEST message to request resources for those uplink TBFs that did not receive an uplink assignment unless the PACKET RESOURCE REQUEST message has already been transmitted four times without receiving any uplink assignment in response. In this case the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2).

If no assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE message) addressing any requested uplink TBF is received before the mobile station has completed its currently assigned TBFs the mobile station shall stop all instances of timer T3168.

The network may at any time during uplink packet transfer initiate a change of resources by sending on the downlink PACCH monitored by the MS, an unsolicited uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION message) to the mobile station. During the reallocation, TFI is allowed to be changed. A mobile station that supports multiple TBF procedures shall act on the uplink assignment message as defined in sub-clause 8.1.2.5.

When an uplink TBF is established in response to a PACKET RESOURCE REQUEST message with the EARLY_TBF_ESTABLISHMENT field set to indicate pre-allocation is required, a network supporting early TBF establishment should keep the uplink TBF open by means of the extended uplink TBF mode operation (see sub-clause 9.3.1b.2).
On receipt of a PACKET ACCESS REJECT message, the mobile station shall stop timer T3168, if running, for the TBFs rejected in the PACKET ACCESS REJECT message, abort the uplink TBFs and indicate a packet access failure to the upper layer associated with each rejected TBF. If no more uplink or downlink TBFs exist, the mobile station in packet transfer mode shall return to packet idle mode; the mobile station in dual transfer mode shall return to dedicated mode. The DRX mode procedures shall be applied, as specified in sub-clause 5.5.1.5.

If the PACKET ACCESS REJECT message contains a WAIT_INDICATION field in a Reject structure addressed to the mobile station, the mobile station shall:

-
If the mobile station or the network does not support multiple TBF procedures, start timer T3172 and if the mobile station has additional RLC data blocks to transmit, it shall initiate a new uplink TBF establishment, but the mobile station is not allowed to make a new attempt for an uplink TBF establishment in the same cell until timer T3172 expires, it may, however, attempt an uplink TBF establishment in an other cell after successful cell reselection. The mobile station may attempt to enter the dedicated mode in the same cell before timer T3172 has expired. During the time T3172 is running, the mobile station shall ignore all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment;

-
If both the mobile station and the network support multiple TBF procedures the mobile station shall start one instance of timer T3172 for each uplink TBF that was rejected. All TBFs in progress that are not rejected shall be maintained. The mobile station is not allowed to attempt re-establishment of a rejected uplink TBF in the same cell until its associated instance of timer T3172 expires. It may, however, attempt re-establishment of a rejected uplink TBF in another cell after successful cell reselection. The mobile station may attempt to enter the dedicated mode in the same cell before all instances of timer T3172 have expired. During the time one or more instances of T3172 are running, the mobile station shall ignore all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment.

The value of the WAIT_INDICATION field (i.e. timer T3172) relates to the cell from which it was received.

8.1.2.5
Establishment of uplink TBF

The mobile station may request establishment of one or more uplink TBFs when there are one or more ongoing downlink TBFs by including a Channel Request Description or the Extended Channel Request Description information element in the (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message. Initiation is triggered by a request from upper layers to transfer an upper layer PDU. The request from upper layers specifies a Radio Priority to be associated with the packet transfer. 

When multiple TBF procedures are not supported, the mobile station initiates the packet access procedure by sending the Channel Request Description information element in the (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message on the PACCH and starting timer T3168.

When the mobile station and the network support multiple TBF procedures the mobile station may request one or more uplink TBFs by including the Extended Channel Request Description information element in the (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message and starting one instance of timer T3168 for each uplink TBF it requests. Each requested uplink TBF is associated with a different PFI. A mobile station shall continue to use its ongoing downlink TBFs unless re-allocated or released as a result of the uplink assignment message(s) sent in response by the network.

If both the network and the mobile station support the extended uplink TBF mode, the request from upper layers may indicate that the new upper-layer PDU is meant to pre-allocate an uplink TBF (early TBF establishment). In this case, the EARLY_TBF_ESTABLISHMENT field in the (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message shall indicate pre-allocation is required.

On receipt of an (Extended) Channel Request Description information element in the (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message, the network may assign radio resources to the mobile station on one or more PDCHs by transmitting an uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE message) on the PACCH, or may reject one or more of the requests by sending a PACKET ACCESS REJECT message on the PACCH. If the PACKET TIMESLOT RECONFIGURE message is sent, then the message shall contain the UPLINK_TFI_ASSIGNMENT field. If the mobile station supports RLC non-persistent mode the network may allocate one or more EGPRS TBFs that use this RLC mode.

If multiple TBF procedures are supported by the mobile station and the network, the network shall indicate the PFI associated with each TBF it allocates or reallocates in the uplink assignment message.

A mobile allocation or reference frequency list, when received in the Frequency Parameters IE, as part of an uplink assignment, replaces the previous parameters and shall be used until a new assignment is received or the mobile station has released all TBFs.

If the network and mobile station both support Downlink Dual Carrier, the network may send an uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE message) to a mobile station specifying one or more TBFs with packet resources on two carriers (referred to as carrier 1 and carrier 2) and thereby establish a Downlink Dual Carrier configuration. Subsequent assignment messages may be sent to a mobile station in a Downlink Dual Carrier configuration as described in sub-clause 8.1.1.1.3.
On receipt of an uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE message) the mobile station shall proceed as follows:

-
On reception of an uplink assignment message the mobile station shall stop the instance of timer T3168 associated with the TBF receiving a resource allocation;

-
The mobile station shall, after expiry of the TBF starting time, if present, act upon the uplink assignment received for that TBF;

-
The mobile station shall then switch to the assigned uplink PDCHs and begin to send RLC data blocks on the assigned PDCH(s). Neither the TLLI (in A/Gb mode) nor the G-RNTI (in Iu mode) shall be included in any of the uplink RLC data blocks in that case.

A mobile station that supports multiple TBF procedures shall act on the uplink assignment message as follows:

- 
Upon reception of a PACKET UPLINK ASSIGNMENT message the mobile station shall release all ongoing uplink TBFs not addressed by this message and shall act on the message. If multiple uplink TBFs were requested then the mobile station shall consider those not addressed by this message as rejected and shall stop the corresponding T3168 timer instances. All ongoing downlink TBFs shall be maintained;

- 
Upon reception of a PACKET TIMESLOT RECONFIGURE message the mobile station shall release all ongoing uplink and downlink TBFs not addressed by this message and shall act on the message. If multiple uplink TBFs were requested then the mobile station shall consider those not addressed by this message as rejected and shall stop the corresponding T3168 timer instances;

- 
Upon reception of a MULTIPLE TBF UPLINK ASSIGNMENT message the mobile station shall maintain all ongoing TBFs not addressed by this message using its currently allocated TBF parameters and shall act on the message. If a requested uplink TBF is not addressed by this message and the associated timer T3168 is still running the mobile station shall wait for another instance of this message;

- 
Upon reception of a MULTIPLE TBF TIMESLOT RECONFIGURE message the mobile station shall release all ongoing uplink and downlink TBFs not addressed by this message and shall act on the message. If multiple uplink TBFs were requested then the mobile station shall consider those not addressed by this message as rejected and shall stop the corresponding T3168 timer instances.

When an uplink TBF is established in response to a (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message with the EARLY_TBF_ESTABLISHMENT field set to indicate pre-allocation is required, a network supporting early TBF establishment should keep the uplink TBF open by means of the extended uplink TBF mode operation (see sub-clause 9.3.1b.2).

On receipt of a PACKET ACCESS REJECT message that contains a Reject structure addressed to the mobile station, the mobile station shall stop the instance of timer T3168 associated with each uplink TBF being rejected and indicate a packet access failure to the corresponding upper layers.

If the PACKET ACCESS REJECT message contains a WAIT_INDICATION field in a Reject structure addressed to the mobile station, it shall proceed as follows:

-
If multiple TBF procedures are not supported the mobile station shall start timer T3172 with the indicated value (Wait Indication). The mobile station is not allowed to make a new attempt for uplink TBF establishment in the same cell until timer T3172 expires, but it may attempt uplink TBF establishment in an other cell after successful cell reselection;

-
If both the mobile station and the network support multiple TBF procedures the mobile station shall start one instance of timer T3172 for each uplink TBF that was rejected. All ongoing TBFs shall be maintained. The mobile station is not allowed to attempt re-establishment of a rejected uplink TBF in the same cell until its associated instance of timer T3172 expires. It may, however, attempt re-establishment of a rejected uplink TBF in another cell after successful cell reselection. The mobile station may attempt to enter the dedicated mode in the same cell before all instances of timer T3172 have expired. During the time one or more instances of T3172 are running, the mobile station shall ignore all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment and paging request including MBMS notification.

If all instances of timer T3168 have expired, the mobile station shall retransmit the (Extended) Channel Request Description information element in the next (EGPRS) PACKET DOWNLINK ACK/NACK message or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message unless the (Extended) Channel Request Description has already been transmitted four times in which case the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2 and 3GPP TS 44.160). If all the ongoing downlink TBFs are released, including expiry of timer T3192, before expiry of all instances of timer T3168 and no uplink TBFs are either ongoing or have received an uplink assignment with a TBF starting time, the mobile station shall stop all remaining instances of timer T3168 and perform an abnormal release with access retry (see sub-clause 8.7.2 and 3GPP TS 44.160).

3rd Modification

Table 11.2.5.3: PACKET CHANNEL REQUEST details

	MultislotClass (5 bit field)
This information field indicates the GPRS multislot class of the MS. The multislot class indicated by this field shall be the same as the GPRS multislot class indicated in the MS Radio Access Capability IE (see 3GPP TS 24.008). The coding is defined in the following table.

bit
5 4 3 2 1
0 0 0 0 0
multislot class 1
0 0 0 0 1
multislot class 2
: :
: :
1 1 1 0 0

multislot class 29
other

reserved values

	Priority (2 bit field)
This information field indicates the requested Radio Priority. This field is coded as shown in the following table. The 8 bit format has a default Radio Priority of 4.
bit
2 1
0 0
Radio Priority 1 (Highest priority)
0 1
Radio Priority 2
1 0
Radio Priority 3
1 1
Radio Priority 4 (Lower priority)

	NumberOfBlocks (3 bit field)
This information field indicates the number of blocks requested during a mobile originated Temporary Block Flow. This field is coded as shown in the following table:

bit
3 2 1 
0 0 0
1 RLC data block
0 0 1
2 RLC data blocks
. . .
1 1 1
8 RLC data blocks

	RandomBits (2 bit field or 3 bit field or 5 bit field)
This is an unformatted field.


4th Modification

7.1.2.2.2
Packet access queuing notification procedure

The network may send to the mobile station a PACKET QUEUING NOTIFICATION message. The PACKET QUEUING NOTIFICATION message shall be sent on the same PCCCH on which the network has received the PACKET CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST message. It contains a Temporary Queuing Identity which is later used to identify the mobile station (either when polling or sending an assignment).

On receipt of a PACKET QUEUING NOTIFICATION message corresponding to one of its 3 last PACKET CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST messages, the mobile station shall stop timers T3170 and T3186 if running, start timer T3162, and stop sending PACKET CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST messages. It shall continue to listen to the full PCCCH corresponding to its PCCCH_GROUP. If the mobile station receives a PACKET QUEUING NOTIFICATION message while waiting for the TBF Starting Time of a valid PACKET UPLINK ASSIGNMENT message, the mobile station shall ignore the PACKET QUEUING NOTIFICATION message.

The network may send to the mobile station a PACKET UPLINK ASSIGNMENT message following a PACKET QUEUING NOTIFICATION message. In this case, the reference address to the mobile station shall be the Temporary Queuing Identity received in the PACKET QUEUING NOTIFICATION message.

On receipt of a PACKET UPLINK ASSIGNMENT message following a PACKET QUEUING NOTIFICATION message, the mobile station shall stop timer T3162 and follow the procedures defined in sub-clause 7.1.2.2.1.

At expiry of timer T3162, the packet access procedure shall be aborted and a packet access failure shall be indicated to the upper layer and the mobile station shall return to packet idle mode or MAC-Idle state.

If the mobile station receives a PACKET DOWNLINK ASSIGNMENT message, it shall abort the packet access queuing notification procedure and respond to the PACKET DOWNLINK ASSIGNMENT message (see sub-clause 7.2.1). The mobile station shall then attempt establishment of an uplink TBF using the procedures defined in sub-clause 8.1.2.5.

10.4.5
Relative Reserved Block Period (RRBP) field

The RRBP value specifies a single uplink block in which the mobile station shall transmit either a PACKET CONTROL ACKNOWLEDGEMENT message or a PACCH block to the network. If the RRBP field is received as part of an RLC/MAC block containing an RLC/MAC control block, the mobile station shall transmit a PACKET CONTROL ACKNOWLEDGEMENT message in the uplink radio block specified, except if:

-
The received message is a Packet Paging Request, Packet Access Reject, or Packet Queuing Notificationmessage, or

-
It is specified elsewere that the mobile station shall not respond to the polling request.

If the RRBP field is received as part of an RLC/MAC block containing an RLC/MAC control block containing a Packet Paging Request, Packet Access Reject, or Packet Queuing Notification message, or it is specified elsewere that the mobile station shall not respond to the polling request, the mobile station shall ignore this RRBP field. The mobile station shall only react on RLC/MAC control blocks containing a valid RRBP field if the mobile station is addressed either in the downlink RLC/MAC control block header or in the control message itself. If the control message is segmented into more than one downlink RLC/MAC control blocks the mobile station shall react only on RLC/MAC control blocks containing a valid RRBP field if the mobile station is addressed in the downlink RLC/MAC control block header.

If the mobile station receives two or more RLC/MAC blocks containing an RLC/MAC control message with different RRBP values such that they specify the same uplink block, the mobile station shall transmit one PACKET CONTROL ACKNOWLEDGEMENT message in the specified uplink radio block.

If the RRBP field is received as part of a RLC/MAC block containing an RLC data block, the mobile station shall transmit a PACCH block in the specified uplink radio block. If the mobile station receives two or more RLC/MAC blocks containing an RLC data block with different RRBP values such they specify the same uplink radio block, the mobile station shall transmit one PACCH block in the specified uplink radio block.

If the mobile station receives an RLC data block and an RLC/MAC control block with different RRBP values such that they specify the same uplink radio block, the mobile station shall transmit an PACKET CONTROL ACKNOWLEDGEMENT message in the specified uplink radio block.

The mobile station shall either transmit the uplink radio block on the same timeslot as the block where the RRBP was received or, if an UPLINK_CONTROL_TIMESLOT is assigned to the mobile station, the mobile station shall transmit the uplink radio block on this UPLINK_CONTROL_TIMESLOT. After receiving an RLC/MAC block containing a valid RRBP field the mobile station need not monitor the USF in the associated downlink RLC/MAC block appearing just before the uplink block it shall transmit. However, when Extended Dynamic Allocation or Shifted USF operation is used, the corresponding USF monitoring procedure shall apply as described in sub-clause 8.1.1.2.1 and sub-clause 8.1.1.2.4 respectively.

A polled control message shall always be sent in the uplink block specified by the corresponding valid RRBP field of a downlink RLC/MAC control block, and not in any other uplink block that may be allocated to the mobile station.

The network should not use the RRBP field to schedule the transmission of a PACKET CONTROL ACKNOWLEDGEMENT message or an uplink PACCH block later than the second last block, B(x‑2) mod 12, before the first block, B(x), where the mobile station shall be ready to transmit and receive using a new assignment. A mobile station that is scheduled an uplink block later than that may omit responding to the polling request or may delay the access using the new assignment, in order to respond to the polling request.

The network should not use the RRBP field to schedule the transmission of PACKET CONTROL ACKNOWLEDGEMENT messages or uplink PACCH blocks, in such way, that a mobile station has more than three such uplink blocks pending for transmission at any instant. A mobile station, that is scheduled such uplink blocks more frequent than that, may omit responding to the excessive polling requests.

Table 10.4.5.1 indicates the number of TDMA frames the mobile station shall wait before transmitting the uplink RLC/MAC block. The delay is relative to the first TDMA frame (N) of the downlink block containing the RRBP value. For definition of TDMA frame numbering, see 3GPP TS 45.002.

Table 10.4.5.1: Relative Reserved Block Period (RRBP) field

	bit
6-5
	Full-rate PDCH uplink block with TDMA frame number
	Half-rate PDCH uplink block with TDMA frame number

	0 0
	(N+13) mod 2715648
	reserved

	0 1
	(N+17 or N+18) mod 2715648
	(N+17 or N+18) mod 2715648

	1 0
	(N+21 or N+22) mod 2715648
	reserved

	1 1
	(N+26) mod 2715648
	(N+26) mod 2715648


If the mobile station is operating on a half-rate PDCH and it receives an RLC/MAC block with a reserved RRBP value, it shall regard the RRBP field as not valid and shall ignore the polling.

11.2.0.1
Downlink RLC/MAC messages

Downlink RLC/MAC control messages are received in RLC/MAC control block format. The different types of messages are distinguished by the MESSAGE_TYPE field.

	< Downlink RLC/MAC control message > ::=


< MESSAGE_TYPE : bit (6) == 1 00001 >
< Packet Access Reject message content > |


< MESSAGE_TYPE : bit (6) == 0 00001 >
< Packet Cell Change Order message content > |


< MESSAGE_TYPE : bit (6) == 0 00010 >
< Packet Downlink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 00011 >
< Packet Measurement Order message content > |


< MESSAGE_TYPE : bit (6) == 1 00010 >
< Packet Paging Request message content > |


< MESSAGE_TYPE : bit (6) == 1 00011 >
< Packet PDCH Release message content > |


< MESSAGE_TYPE : bit (6) == 0 00100 >
< Packet Polling Request message content > |


< MESSAGE_TYPE : bit (6) == 0 00101 >
< Packet Power Control/Timing Advance message content > |


< MESSAGE_TYPE : bit (6) == 1 00100 >
< Packet PRACH Parameters message content > |


< MESSAGE_TYPE : bit (6) == 0 00110 >
< Packet Queuing Notification message content > |


< MESSAGE_TYPE : bit (6) == 0 00111 >
< Packet Timeslot Reconfigure message content > |


< MESSAGE_TYPE : bit (6) == 0 01000 >
< Packet TBF Release message content > |


< MESSAGE_TYPE : bit (6) == 0 01001 >
< Packet Uplink Ack/Nack message content > |
-- PACCH only


< MESSAGE_TYPE : bit (6) == 0 01010 >
< Packet Uplink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 01011 >
< Packet Cell Change Continue message content > |


< MESSAGE_TYPE : bit (6) == 0 01100 >
< Packet Neighbour Cell Data message content > |


< MESSAGE_TYPE : bit (6) == 0 01101 >
< Packet Serving Cell Data message content > |


< MESSAGE_TYPE : bit (6) == 0 01110 >
< Packet DBPSCH Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 01111 >
< Multiple TBF Downlink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 10000 >
< Multiple TBF Uplink Assignment message content > |


< MESSAGE_TYPE : bit (6) == 0 10001 >
< Multiple TBF Timeslot Reconfigure message content > |


< MESSAGE_TYPE : bit (6) == 0 10011 >
< MBMS MS_ID Assignment message content > |
-- PACCH only

< MESSAGE_TYPE : bit (6) == 0 10100 >
< MBMS Assignment (Non-distribution) message content > |


< MESSAGE_TYPE : bit (6) == 0 10101 >
< PS Handover Command message content > |
 
-- PACCH only

< MESSAGE_TYPE : bit (6) == 0 10110 >
< Packet Physical Information message content > |
 -- PACCH only

< MESSAGE_TYPE : bit (6) == 0 10111 >
< DTM Handover Command message content > |
-- PACCH only

< MESSAGE_TYPE : bit (6) == 1 00101 >
< Packet Downlink Dummy Control Block message content > |


< MESSAGE_TYPE : bit (6) == 1 10001 >
< PSI1 message content > |


< MESSAGE_TYPE : bit (6) == 1 10010 >
< PSI2 message content > |


< MESSAGE_TYPE : bit (6) == 1 10011 >
< PSI3 message content > |


< MESSAGE_TYPE : bit (6) == 1 10100 >
< PSI3 bis message content > |


< MESSAGE_TYPE : bit (6) == 1 10101 >

reserved |


-- this value was allocated in an earlier









-- version of the protocol and shall not be used

< MESSAGE_TYPE : bit (6) == 1 10110 >
< PSI5 message content > |


< MESSAGE_TYPE : bit (6) == 1 10000 >
< PSI6 message content > |


< MESSAGE_TYPE : bit (6) == 1 11000 >
< PSI7 message content > |


< MESSAGE_TYPE : bit (6) == 1 11001 >
< PSI8 message content > |


< MESSAGE_TYPE : bit (6) == 1 10111 >
< PSI13 message content > |


< MESSAGE_TYPE : bit (6) == 1 11010 >
< PSI14 message content > |


< MESSAGE_TYPE : bit (6) == 1 11100 >
< PSI3 ter message content > |


< MESSAGE_TYPE : bit (6) == 1 11101 >
< PSI3 quater message content > |


< MESSAGE_TYPE : bit (6) == 1 11110 >
< PSI15 message content > |


< MESSAGE_TYPE : bit (6) == 1 01000 >
< PSI16 message content > |


< MESSAGE_TYPE : bit (6) == 1 00000 >
< Packet Serving Cell SI message content > |


< MESSAGE_TYPE : bit (6) == 1 00111 >
< Packet CS Command message content > |


< MESSAGE_TYPE : bit (6) == 1 01001 >
< Packet CS Release Indication message content > |


< MESSAGE_TYPE : bit (6) == 1 01010 >
< MBMS Assignment (Distribution) message content > |


< MESSAGE_TYPE : bit (6) == 1 01011 >
< MBMS Neighbouring Cell Information message content >|


< MESSAGE_TYPE : bit (6) == 1 01100 >
< Packet MBMS Announcement message content >


! < Unknown message type : { bit (6) = < no string > } < Default downlink message content > > ;


NOTE: 
the MESSAGE_TYPE "010010" is reserved for the PHYSICAL INFORMATION message on DBPSCH only.

The 'Default downlink message contents' consists of the Page Mode information and an unspecified bit string that expands to the end of the message.

	< Default downlink message content > ::=


< PAGE_MODE : bit (2) >


bit (*) = < no string > ;


The encoding of the Page Mode information is defined in sub-clause 12.20.

11.2.15
Packet Queuing Notification

This message is sent on the PCCCH by the network to the mobile station to notify the mobile station that it is being placed in queue. The message allocates a Temporary Queuing Identity to the mobile station.

Message type:
PACKET QUEUING NOTIFICATION

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.15.1: Packet QUEUING NOTIFICATION information elements

	< Packet Queuing Notification message content > ::=


< PAGE_MODE : bit (2) >


{
111 < Packet Request Reference : < Packet Request Reference IE > >



{
< TQI : bit (16) >




< padding bits >




! < Non-distribution part error : bit (*) = < no string > > }



! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;


Table 11.2.15.2: Packet QUEUING NOTIFICATION information element details

	PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

Packet Request Reference
This information element is defined in sub-clause 12.11.

TQI (16 bit field)
This information field is defined in sub-clause 12.17.


5th Modification

Table 11.2.31.1: Packet TIMESLOT RECONFIGURE information elements

	< Packet Timeslot Reconfigure message content > ::=


< PAGE_MODE : bit (2) >


{
0 < GLOBAL_TFI : < Global TFI IE > >



{ 0

-- Message escape



{
< CHANNEL_CODING_COMMAND : bit (2) >





< Global Packet Timing Advance : < Global Packet Timing Advance IE > >





< DOWNLINK_RLC_MODE : bit (1) >





< CONTROL_ACK : bit (1) >





{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }





{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }





< DOWNLINK_TIMESLOT_ALLOCATION : bit (8) >





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





0



-- The value '1' was allocated in an earlier version of the protocol and shall not be used.





< Dynamic Allocation : < Dynamic Allocation struct > >





{ null | 0 bit** = < no string >


-- Receiver backward compatible with earlier version






| 1





-- Additions for R99





{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






{ null | 0 bit** = < no string >

-- Receiver backward compatible with earlier version







| 1





-- Additions for REL-5






{ 0 | 1
< RB Id of downlink TBF : bit (5) >









< RB Id of uplink TBF: bit (5) > } 







{ 0 | 1
< Uplink Control Timeslot : bit (3) > }







{ null | 0 bit** = <no string>
-- Receiver backward compatible 








| 1 



-- Additions for REL-6








{ 0 | 1 
< PFI of downlink TBF : bit (7) > }







{ 0 | 1
< PFI of uplink TBF : bit (7) > } 








{ 0 | 1
< UPLINK_RLC_MODE : bit (1) > }






< padding bits > } } } 





! < Non-distribution part error : bit (*) = < no string > > }



| 1



-- Message escape bit used to define EGPRS message contents




{ 00 {
{ 0 | 1 < COMPACT reduced MA : < COMPACT reduced MA IE >> }






< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE >>






< RESEGMENT : bit (1) >






{ 0 | 1 < DOWNLINK EGPRS Window Size : < EGPRS Window Size IE > > }






{ 0 | 1 < UPLINK EGPRS Window Size : < EGPRS Window Size IE > > }






< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






< Global Packet Timing Advance : < Global Packet Timing Advance IE > >






{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






< DOWNLINK_RLC_MODE : bit (1) >






< CONTROL_ACK : bit (1) >






{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }






{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }






< DOWNLINK_TIMESLOT_ALLOCATION : bit (8) >






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






0


-- The value '1' was allocated in an earlier version of the protocol and shall not be used.






< Dynamic Allocation : < Dynamic Allocation struct > >











{ null | 0 bit** = < no string >
-- Receiver backward compatible with earlier version






| 1





-- Additions for REL-5






{ 0 | 1
< RB Id of downlink TBF : bit (5) >









< RB Id of uplink TBF: bit (5) > }







{ 0 | 1
< Uplink Control Timeslot : bit (3) > }







{ null | 0 bit** = <no string>
-- Receiver backward compatible 








| 1 




-- Additions for REL-6








{ 0 | 1 
< PFI of downlink TBF : bit (7) > }







{ 0 | 1
< PFI of uplink TBF : bit (7) > } 








{ 0 | 1
< UPLINK_RLC_MODE : bit (1) > }









{ null | 0 bit** = < no string > -- Receiver backward compatible with earlier version










| 1 


-- Additions for REL-7










{ 0 | 1
< NPM Transfer Time : bit (5) > }









{ 0 

-- Fast Ack/Nack Reporting is not used for the downlink TBF; this value shall be 










-- indicated if a downlink TBF is not addressed










| 1

-- Fast Ack/Nack Reporting is used for the downlink TBF










< EVENT_BASED_FANR: bit (1) > }









{ 0 

-- Fast Ack/Nack Reporting is not used for the uplink TBF 










| 1 

-- Fast Ack/Nack Reporting is used for the uplink TBF










{ 0 

-- SSN-based approach is used










| 1 

-- Time-based approach is used











< REPORTED TIMESLOTS : bit (8) > 












< TSH : bit (2) > } }






-- 
This structure shall be considered 










{ 0 | 1 < Dual Carrier Assignment Info : < Dual Carrier Assignment Info struct > > }









< EGPRS Level: < EGPRS Level IE > >










{ 0 | 1 < Pulse Format: < Pulse Format IE > > }





< padding bits > } } }






! < Non-distribution part error : bit (*) = < no string > > }




| 01



-- escape for Downlink Dual Carrier, EGPRS-2, RTTI





 {
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE >>






< RESEGMENT : bit (1) >






{ 0 | 1 < DOWNLINK EGPRS Window Size : < EGPRS Window Size IE > > }






{ 0 | 1 < UPLINK EGPRS Window Size : < EGPRS Window Size IE > > }






< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






< EGPRS2_LINK_QUALITY_MEASUREMENT_MODE : bit (1) >






< Global Packet Timing Advance : < Global Packet Timing Advance IE > >






{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






< DOWNLINK_RLC_MODE : bit (1) >






< CONTROL_ACK : bit (1) >






{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }






{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }






{ 0 









-- 



BTTI






< TIMESLOT_ALLOCATION_C1 : bit (8) >






{ 0 | 1 < TIMESLOT_ALLOCATION_C2 : bit (8) > }





| 1









-- RTTI







< RTTI_USF_MODE : bit (1) >







{ 00

-- default single-carrier PDCH-pair configuration







| 01

-- default dual-carrier PDCH-pair configuration






| 10
< DOWNLINK_PDCH_PAIRS_C1 : bit (8) > 








{ 0 | 1 < DOWNLINK_PDCH_PAIRS_C2 : bit (8) > } }








< UPLINK_PDCH_PAIRS_C1 : bit (8) >








{ 0 | 1 < UPLINK_PDCH_PAIRS_C2 : bit (8) > } }







! < PDCH pairs configuration error : { 1 1 } bit (*) = < no string > } -- reserved






< RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT: bit (n) > -- n is total number of DL PDCH pairs





}






{ 00

-- No frequency parameters included





| 01

-- Legacy IEs used






{ 0 | 1 < Frequency Parameters C1 : < Frequency Parameters IE > > }






{ 0 | 1 < Frequency Parameters C2 : < Frequency Parameters IE > > }





| 10

-- Optimized Dual Carrier frequency parameters used 







 < Dual Carrier Frequency Parameters : < Dual Carrier Frequency Parameters IE > > 






! < Frequency Parameters error: { 11 } bit(*) = < no string> > } -- reserved for future used





< Dynamic Allocation 2 : < Dynamic Allocation 2 struct > >





{ 0 | 1
< Uplink Control Timeslot C1 : bit (3) > }






{ 0 | 1
< Uplink Control Timeslot C2 : bit (3) > }






{ 0 | 1 
< PFI of downlink TBF : bit (7) > }





{ 0 | 1
< PFI of uplink TBF : bit (7) > } 






{ 0 | 1
< UPLINK_RLC_MODE : bit (1) > }






{ 0 | 1
< NPM Transfer Time : bit (5) > }






{ 0 

-- Fast Ack/Nack Reporting is not used for the downlink TBF; this value shall be 










-- indicated if a downlink TBF is not addressed






| 1

-- Fast Ack/Nack Reporting is used for the downlink TBF






< EVENT_BASED_FANR: bit (1) > }





{ 0 

-- Fast Ack/Nack Reporting is not used for the uplink TBF 






| 1 

-- Fast Ack/Nack Reporting is used for the uplink TBF






{ 0 

-- SSN-based approach is used






| 1 

-- Time-based approach is used







< REPORTED TIMESLOTS : bit (8) > 








< TSH : bit (2) > } }
-- This structure shall be considered only valid if 



















-- an uplink TBF is addressed






< EGPRS Level: < EGPRS Level IE > >





{ 0 | 1 < Pulse Format C1: < Pulse Format IE > > }





{ 0 | 1 < Pulse Format C2: < Pulse Format IE > > }





< padding bits > 






! < Non-distribution part error : bit (*) = < no string > > }




! < Message escape : { 10 | 11} bit (*) = <no string> > }} -Extended for future changes


! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;



	










< TSH : bit (2) > } }






-- 
This structure shall be considered 










{ 0 | 1 < Dual Carrier Assignment Info : < Dual Carrier Assignment Info struct > > }









< EGPRS Level: < EGPRS Level IE > >










{ 0 | 1 < Pulse Format: < Pulse Format IE > > }





< padding bits > } } }






! < Non-distribution part error : bit (*) = < no string > > }




| 01



-- escape for Downlink Dual Carrier, EGPRS-2, RTTI





 {
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE >>






< RESEGMENT : bit (1) >






{ 0 | 1 < DOWNLINK EGPRS Window Size : < EGPRS Window Size IE > > }






{ 0 | 1 < UPLINK EGPRS Window Size : < EGPRS Window Size IE > > }






< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






< EGPRS2_LINK_QUALITY_MEASUREMENT_MODE : bit (1) >






< Global Packet Timing Advance : < Global Packet Timing Advance IE > >






{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }






< DOWNLINK_RLC_MODE : bit (1) >






< CONTROL_ACK : bit (1) >






{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }






{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }






{ 0 









-- 



BTTI






< TIMESLOT_ALLOCATION_C1 : bit (8) >






{ 0 | 1 < TIMESLOT_ALLOCATION_C2 : bit (8) > }





| 1









-- RTTI







< RTTI_USF_MODE : bit (1) >







{ 00

-- def`ault single-carrier PDCH-pair configuration







| 01

-- default dual-carrier PDCH-pair configuration






| 10
< DOWNLINK_PDCH_PAIRS_C1 : bit (8) > 








{ 0 | 1 < DOWNLINK_PDCH_PAIRS_C2 : bit (8) > }







< UPLINK_PDCH_PAIRS_C1 : bit (8) >








{ 0 | 1 < UPLINK_PDCH_PAIRS_C2 : bit (8) > }






! < PDCH pairs configuration error : { 1 1 } bit (*) = < no string > } -- reserved






< RTTI_DOWNLINK_PDCH_PAIR_ASSIGNMENT: bit (n) > -- n is total number of DL PDCH pairs





}






{ 00

-- No frequency parameters included





| 01

-- Legacy IEs used






{ 0 | 1 < Frequency Parameters C1 : < Frequency Parameters IE > > }






{ 0 | 1 < Frequency Parameters C2 : < Frequency Parameters IE > > }





| 10

-- Optimized Dual Carrier frequency parameters used 







 < Dual Carrier Frequency Parameters : < Dual Carrier Frequency Parameters IE > > 






! < Frequency Parameters error: { 11 } bit(*) = < no string> > } -- reserved for future used





< Dynamic Allocation 2 : < Dynamic Allocation 2 struct > >





{ 0 | 1
< Uplink Control Timeslot C1 : bit (3) > }






{ 0 | 1
< Uplink Control Timeslot C2 : bit (3) > }






{ 0 | 1 
< PFI of downlink TBF : bit (7) > }





{ 0 | 1
< PFI of uplink TBF : bit (7) > } 






{ 0 | 1
< UPLINK_RLC_MODE : bit (1) > }






{ 0 | 1
< NPM Transfer Time : bit (5) > }






{ 0 

-- Fast Ack/Nack Reporting is not used for the downlink TBF; this value shall be 










-- indicated if a downlink TBF is not addressed






| 1

-- Fast Ack/Nack Reporting is used for the downlink TBF






< EVENT_BASED_FANR: bit (1) > }





{ 0 

-- Fast Ack/Nack Reporting is not used for the uplink TBF 






| 1 

-- Fast Ack/Nack Reporting is used for the uplink TBF






{ 0 

-- SSN-based approach is used






| 1 

-- Time-based approach is used







< REPORTED TIMESLOTS : bit (8) > 








< TSH : bit (2) > } }
-- This structure shall be considered only valid if 



















-- an uplink TBF is addressed






< EGPRS Level: < EGPRS Level IE > >





{ 0 | 1 < Pulse Format C1: < Pulse Format IE > > }





{ 0 | 1 < Pulse Format C2: < Pulse Format IE > > }





< padding bits > 






! < Non-distribution part error : bit (*) = < no string > > }




! < Message escape : { 10 | 11} bit (*) = <no string> > }} -Extended for future changes


! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;

<Dynamic Allocation struct > ::=


< EXTENDED_DYNAMIC_ ALLOCATION : bit (1) >


{ 0 | 1 < P0 : bit (4) > 




< PR_MODE : bit(1) > }


< USF_GRANULARITY : bit (1) >


0





-- The value '1' was allocated in an earlier version of the protocol and shall not be used.


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0





-- Timeslot Allocation


{ 0 | 1 < USF_TN0 : bit (3) > }



{ 0 | 1 < USF_TN1 : bit (3) > }



{ 0 | 1 < USF_TN2 : bit (3) > }



{ 0 | 1 < USF_TN3 : bit (3) > }



{ 0 | 1 < USF_TN4 : bit (3) > }



{ 0 | 1 < USF_TN5 : bit (3) > }



{ 0 | 1 < USF_TN6 : bit (3) > }



{ 0 | 1 < USF_TN7 : bit (3) > }


| 1





-- Timeslot Allocation with Power Control Parameters


< ALPHA : bit (4) >



{ 0 | 1
< USF_TN0 : bit (3) >





< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_TN1 : bit (3) >





< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< USF_TN2 : bit (3) >





< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< USF_TN3 : bit (3) >





< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< USF_TN4 : bit (3) >





< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< USF_TN5 : bit (3) >





< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< USF_TN6 : bit (3) >





< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< USF_TN7 : bit (3) >





< GAMMA_TN7 : bit (5) > } } ;



	
{ 0 | 1 < P0 : bit (4) > 




< PR_MODE : bit(1) > }


< USF_GRANULARITY : bit (1) >


0





-- The value '1' was allocated in an earlier version of the protocol and shall not be used.


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0





-- Timeslot Allocation


{ 0 | 1 < USF_TN0 : bit (3) > }



{ 0 | 1 < USF_TN1 : bit (3) > }



{ 0 | 1 < USF_TN2 : bit (3) > }



{ 0 | 1 < USF_TN3 : bit (3) > }



{ 0 | 1 < USF_TN4 : bit (3) > }



{ 0 | 1 < USF_TN5 : bit (3) > }



{ 0 | 1 < USF_TN6 : bit (3) > }



{ 0 | 1 < USF_TN7 : bit (3) > }


| 1





-- Timeslot Allocation with Power Control Parameters


< ALPHA : bit (4) >



{ 0 | 1
< USF_TN0 : bit (3) >





< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_TN1 : bit (3) >





< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< USF_TN2 : bit (3) >





< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< USF_TN3 : bit (3) >





< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< USF_TN4 : bit (3) >





< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< USF_TN5 : bit (3) >





< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< USF_TN6 : bit (3) >





< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< USF_TN7 : bit (3) >





< GAMMA_TN7 : bit (5) > } } ;

< Dynamic Allocation 2 struct > ::= 


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1 < P0_C1 : bit (4) > 



< PR_MODE_C1 : bit (1) > 



{ 0 | 1 < P0_C2 : bit (4) > 





< PR_MODE_C2 : bit (1) > } }


< USF_GRANULARITY : bit (1) >


{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }


{ 0





-- Timeslot Allocation


{ 0 | 1 < USF: bit (3) > } ** m 


-- repeated once for every timeslot (BTTI) or PDCH pair (RTTI)

| 1





-- Timeslot Allocation with Power Control Parameters


< ALPHA_C1: bit (4) >



{ 0 | 1
< USF : bit (3) > 

 < GAMMA : bit (5) > } ** m



-- repeated once for every timeslot (BTTI) or PDCH pair (RTTI)


{ 0 | 1 < ALPHA_C2: bit (4) > }


} ;
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